c c I s Report No.: CCISE200603707

Test Condition: LTHV, Test Mode: QPSK, 160QAM, Test LTE Band: B1, B3, B7, B8, B20

Test Data
Clause 4.2.2 LTE Transmitter maximum output power
Band | Bandwidth UL RB RB Modulation | Power Low Limit | high Limit | Verdict
(MHz) Channel Size Position (dBm) (dBm) (dBm)

7 5 20775 1 #0 QPSK 23.92 20.3 25.7 PASS
7 5 20775 1 #Max QPSK 23.74 20.3 25.7 PASS
7 5 20775 8 #0 QPSK 23.92 20.3 25.7 PASS
7 5 20775 8 #Max QPSK 23.63 20.3 25.7 PASS
7 5 21100 1 #0 QPSK 23.63 20.3 25.7 PASS
7 5 21100 1 #Max QPSK 23.67 20.3 25.7 PASS
7 5 21100 8 #0 QPSK 23.69 20.3 25.7 PASS
7 5 21100 8 #Max QPSK 23.69 20.3 25.7 PASS
7 5 21425 1 #0 QPSK 23.49 20.3 25.7 PASS
7 5 21425 1 #Max QPSK 23.58 20.3 25.7 PASS
7 5 21425 8 #0 QPSK 23.64 20.3 25.7 PASS
7 5 21425 8 #Max QPSK 23.70 20.3 25.7 PASS
7 20 20850 1 #0 QPSK 23.82 20.3 25.7 PASS
7 20 20850 1 #Max QPSK 23.34 20.3 25.7 PASS
7 20 20850 18 #0 QPSK 23.40 20.3 25.7 PASS
7 20 20850 18 #Max QPSK 23.10 20.3 25.7 PASS
7 20 21100 1 #0 QPSK 23.26 20.3 25.7 PASS
7 20 21100 1 #Max QPSK 23.22 20.3 25.7 PASS
7 20 21100 18 #0 QPSK 23.46 20.3 25.7 PASS
7 20 21100 18 #Max QPSK 23.48 20.3 25.7 PASS
7 20 21350 1 #0 QPSK 23.21 20.3 25.7 PASS
7 20 21350 1 #Max QPSK 23.48 20.3 25.7 PASS
7 20 21350 18 #0 QPSK 23.20 20.3 25.7 PASS
7 20 21350 18 #Max QPSK 23.50 20.3 25.7 PASS
1 5 18025 1 #0 QPSK 24.09 20.3 25.7 PASS
1 5 18025 1 #Max QPSK 24.09 20.3 25.7 PASS
1 5 18025 8 #0 QPSK 24.18 20.3 25.7 PASS
1 5 18025 8 #Max QPSK 24.20 20.3 25.7 PASS
1 5 18300 1 #0 QPSK 23.95 20.3 25.7 PASS
1 5 18300 1 #Max QPSK 23.85 20.3 25.7 PASS
1 5 18300 8 #0 QPSK 24.00 20.3 25.7 PASS
1 5 18300 8 #Max QPSK 24.03 20.3 25.7 PASS
1 5 18575 1 #0 QPSK 24.23 20.3 25.7 PASS
1 5 18575 1 #Max QPSK 24.24 20.3 25.7 PASS
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1 5 18575 8 #0 QPSK 24.34 20.3 25.7 PASS
1 5 18575 8 #Max QPSK 24.29 20.3 25.7 PASS
1 20 18100 1 #0 QPSK 24.03 20.3 25.7 PASS
1 20 18100 1 #Max QPSK 24.01 20.3 25.7 PASS
1 20 18100 18 #0 QPSK 24.15 20.3 25.7 PASS
1 20 18100 18 #Max QPSK 24.13 20.3 25.7 PASS
1 20 18300 1 #0 QPSK 24.11 20.3 25.7 PASS
1 20 18300 1 #Max QPSK 23.80 20.3 25.7 PASS
1 20 18300 18 #0 QPSK 24.17 20.3 25.7 PASS
1 20 18300 18 #Max QPSK 23.86 20.3 25.7 PASS
1 20 18500 1 #0 QPSK 23.72 20.3 25.7 PASS
1 20 18500 1 #Max QPSK 24.11 20.3 25.7 PASS
1 20 18500 18 #0 QPSK 23.95 20.3 25.7 PASS
1 20 18500 18 #Max QPSK 24.19 20.3 25.7 PASS
8 1.4 21457 1 #0 QPSK 24.28 20.3 25.7 PASS
8 1.4 21457 1 #Max QPSK 24.26 20.3 25.7 PASS
8 1.4 21457 5 #0 QPSK 24.30 20.3 25.7 PASS
8 1.4 21457 5 #Max QPSK 24.33 20.3 25.7 PASS
8 1.4 21625 1 #0 QPSK 23.46 20.3 25.7 PASS
8 1.4 21625 1 #Max QPSK 23.44 20.3 25.7 PASS
8 1.4 21625 5 #0 QPSK 23.45 20.3 25.7 PASS
8 14 21625 5 #Max QPSK 23.45 20.3 25.7 PASS
8 14 21793 1 #0 QPSK 23.70 20.3 25.7 PASS
8 14 21793 1 #Max QPSK 23.76 20.3 25.7 PASS
8 14 21793 5 #0 QPSK 23.82 20.3 25.7 PASS
8 14 21793 5 #Max QPSK 23.82 20.3 25.7 PASS
8 5 21475 1 #0 QPSK 24.49 20.3 25.7 PASS
8 5 21475 1 #Max QPSK 24.12 20.3 25.7 PASS
8 5 21475 8 #0 QPSK 24.22 20.3 25.7 PASS
8 5 21475 8 #Max QPSK 24.15 20.3 25.7 PASS
8 5 21625 1 #0 QPSK 23.44 20.3 25.7 PASS
8 5 21625 1 #Max QPSK 23.32 20.3 25.7 PASS
8 5 21625 8 #0 QPSK 23.46 20.3 25.7 PASS
8 5 21625 8 #Max QPSK 23.33 20.3 25.7 PASS
8 5 21775 1 #0 QPSK 23.52 20.3 25.7 PASS
8 5 21775 1 #Max QPSK 23.69 20.3 25.7 PASS
8 5 21775 8 #0 QPSK 23.72 20.3 25.7 PASS
8 5 21775 8 #Max QPSK 23.78 20.3 25.7 PASS
8 10 21500 1 #0 QPSK 24.83 20.3 25.7 PASS
8 10 21500 1 #Max QPSK 24.40 20.3 25.7 PASS
8 10 21500 12 #0 QPSK 24.41 20.3 25.7 PASS
8 10 21500 12 #Max QPSK 24.00 20.3 25.7 PASS
8 10 21625 1 #0 QPSK 23.53 20.3 25.7 PASS
Shenzhen Zhongjian Nanfang Testing Co., Ltd. Project No.: CCISE2006037

No0.110~116, Building B, Jinyuan Business Building, Xixiang Road,
Bao’an District, Shenzhen, Guangdong, China
Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366 Page 2 of 195




c c I s Report No.: CCISE200603707

8 10 21625 1 #Max QPSK 23.39 20.3 25.7 PASS
8 10 21625 12 #0 QPSK 23.51 20.3 25.7 PASS
8 10 21625 12 #Max QPSK 23.37 20.3 25.7 PASS
8 10 21750 1 #0 QPSK 23.40 20.3 25.7 PASS
8 10 21750 1 #Max QPSK 23.87 20.3 25.7 PASS
8 10 21750 12 #0 QPSK 23.44 20.3 25.7 PASS
8 10 21750 12 #Max QPSK 23.80 20.3 25.7 PASS
20 5 24175 1 #0 QPSK 24.19 20.3 25.7 PASS
20 5 24175 1 #Max QPSK 24.11 20.3 25.7 PASS
20 5 24175 8 #0 QPSK 24.21 20.3 25.7 PASS
20 5 24175 8 #Max QPSK 24.14 20.3 25.7 PASS
20 5 24300 1 #0 QPSK 23.78 20.3 25.7 PASS
20 5 24300 1 #Max QPSK 23.66 20.3 25.7 PASS
20 5 24300 8 #0 QPSK 23.89 20.3 25.7 PASS
20 5 24300 8 #Max QPSK 23.80 20.3 25.7 PASS
20 5 24425 1 #0 QPSK 23.67 20.3 25.7 PASS
20 5 24425 1 #Max QPSK 23.71 20.3 25.7 PASS
20 5 24425 8 #0 QPSK 23.82 20.3 25.7 PASS
20 5 24425 8 #Max QPSK 23.77 20.3 25.7 PASS
20 20 24250 1 #0 QPSK 23.97 20.3 25.7 PASS
20 20 24250 1 #Max QPSK 23.63 20.3 25.7 PASS
20 20 24250 18 #0 QPSK 2411 20.3 25.7 PASS
20 20 24250 18 #Max QPSK 23.78 20.3 25.7 PASS
20 20 24300 1 #0 QPSK 23.88 20.3 25.7 PASS
20 20 24300 1 #Max QPSK 23.69 20.3 25.7 PASS
20 20 24300 18 #0 QPSK 23.82 20.3 25.7 PASS
20 20 24300 18 #Max QPSK 23.74 20.3 25.7 PASS
20 20 24350 1 #0 QPSK 23.69 20.3 25.7 PASS
20 20 24350 1 #Max QPSK 23.62 20.3 25.7 PASS
20 20 24350 18 #0 QPSK 23.76 20.3 25.7 PASS
20 20 24350 18 #Max QPSK 23.67 20.3 25.7 PASS
3 14 19207 1 #0 QPSK 22.28 20.3 25.7 PASS
3 14 19207 1 #Max QPSK 22.26 20.3 25.7 PASS
3 14 19207 5 #0 QPSK 22.27 20.3 25.7 PASS
3 14 19207 5 #Max QPSK 22.31 20.3 25.7 PASS
3 1.4 19575 1 #0 QPSK 22.25 20.3 25.7 PASS
3 1.4 19575 1 #Max QPSK 22.20 20.3 25.7 PASS
3 1.4 19575 5 #0 QPSK 22.29 20.3 25.7 PASS
3 1.4 19575 5 #Max QPSK 22.26 20.3 25.7 PASS
3 1.4 19943 1 #0 QPSK 22.04 20.3 25.7 PASS
3 1.4 19943 1 #Max QPSK 22.06 20.3 25.7 PASS
3 1.4 19943 5 #0 QPSK 22.03 20.3 25.7 PASS
3 1.4 19943 5 #Max QPSK 22.08 20.3 25.7 PASS
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3 5 19225 1 #0 QPSK 22.13 20.3 25.7 PASS
3 5 19225 1 #Max QPSK 22.09 20.3 25.7 PASS
3 5 19225 8 #0 QPSK 22.16 20.3 25.7 PASS
3 5 19225 8 #Max QPSK 22.14 20.3 25.7 PASS
3 5 19575 1 #0 QPSK 22.16 20.3 25.7 PASS
3 5 19575 1 #Max QPSK 22.01 20.3 25.7 PASS
3 5 19575 8 #0 QPSK 22.23 20.3 25.7 PASS
3 5 19575 8 #Max QPSK 22.13 20.3 25.7 PASS
3 5 19925 1 #0 QPSK 21.82 20.3 25.7 PASS
3 5 19925 1 #Max QPSK 21.91 20.3 25.7 PASS
3 5 19925 8 #0 QPSK 21.99 20.3 25.7 PASS
3 5 19925 8 #Max QPSK 21.90 20.3 25.7 PASS
3 20 19300 1 #0 QPSK 22.01 20.3 25.7 PASS
3 20 19300 1 #Max QPSK 21.90 20.3 25.7 PASS
3 20 19300 18 #0 QPSK 22.12 20.3 25.7 PASS
3 20 19300 18 #Max QPSK 22.08 20.3 25.7 PASS
3 20 19575 1 #0 QPSK 22.18 20.3 25.7 PASS
3 20 19575 1 #Max QPSK 21.75 20.3 25.7 PASS
3 20 19575 18 #0 QPSK 22.25 20.3 25.7 PASS
3 20 19575 18 #Max QPSK 21.84 20.3 25.7 PASS
3 20 19850 1 #0 QPSK 21.26 20.3 25.7 PASS
3 20 19850 1 #Max QPSK 21.80 20.3 25.7 PASS
3 20 19850 18 #0 QPSK 21.39 20.3 25.7 PASS
3 20 19850 18 #Max QPSK 21.78 20.3 25.7 PASS

Clause 4.2.5 LTE Transmitter minimum output power

Band | Bandwidth (MHz) | UL Channel | RB Size | RB Position | Modulation | Power (dBm) | Limit (dBm) | Verdict
3 1.4 19207 6 #0 QPSK -50.08 -39 PASS
3 14 19575 6 #0 QPSK -49.24 -39 PASS
3 14 19943 6 #0 QPSK -50.06 -39 PASS
3 5 19225 25 #0 QPSK -49.77 -39 PASS
3 5 19575 25 #0 QPSK -48.95 -39 PASS
3 5 19925 25 #0 QPSK -49.64 -39 PASS
3 20 19300 100 #0 QPSK -49.30 -39 PASS
3 20 19575 100 #0 QPSK -48.76 -39 PASS
3 20 19850 100 #0 QPSK -48.56 -39 PASS
7 5 20775 25 #0 QPSK -50.13 -39 PASS
7 5 21100 25 #0 QPSK -49.62 -39 PASS
7 5 21425 25 #0 QPSK -49.22 -39 PASS
7 20 20850 100 #0 QPSK -48.67 -39 PASS
7 20 21100 100 #0 QPSK -48.57 -39 PASS
7 20 21350 100 #0 QPSK -48.48 -39 PASS
8 1.4 21457 6 #0 QPSK -49.74 -39 PASS
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8 14 21625 6 #0 QPSK -49.90 -39 PASS

8 14 21793 6 #0 QPSK -49.67 -39 PASS

8 5 21475 25 #0 QPSK -49.69 -39 PASS

8 5 21625 25 #0 QPSK -49.71 -39 PASS

8 5 21775 25 #0 QPSK -49.77 -39 PASS

8 10 21500 50 #0 QPSK -49.85 -39 PASS

8 10 21625 50 #0 QPSK -49.47 -39 PASS

8 10 21750 50 #0 QPSK -49.29 -39 PASS

20 5 24175 25 #0 QPSK -50.19 -39 PASS

20 5 24300 25 #0 QPSK -49.90 -39 PASS

20 5 24425 25 #0 QPSK -50.02 -39 PASS

20 20 24250 100 #0 QPSK -49.78 -39 PASS

20 20 24300 100 #0 QPSK -49.27 -39 PASS

20 20 24350 100 #0 QPSK -49.35 -39 PASS

1 5 18025 25 #0 QPSK -49.24 -39 PASS

1 5 18300 25 #0 QPSK -48.80 -39 PASS

1 5 18575 25 #0 QPSK -48.94 -39 PASS

1 20 18100 100 #0 QPSK -49.52 -39 PASS

1 20 18300 100 #0 QPSK -48.07 -39 PASS

1 20 18500 100 #0 QPSK -48.02 -39 PASS
Clause 4.2.11 LTE Transmitter adjacent channel leakage power ratio

Band | Bandwidth (MHz) | UL Channel | RB Size | RB Position | Modulation | Type | ACLR (dBc) | Limit (dBc) | Verdict
3 14 19207 5 #0 QPSK 42.62 32.2 PASS
3 14 19207 5 #0 QPSK 37.33 29.2 PASS
3 14 19207 5 #0 QPSK 0.00 0 PASS
3 14 19207 5 #0 QPSK 39.57 29.2 PASS
3 14 19207 5 #0 QPSK 45.05 32.2 PASS
3 14 19207 5 #Max QPSK 44.84 32.2 PASS
3 14 19207 5 #Max QPSK 39.35 29.2 PASS
3 14 19207 5 #Max QPSK 0.00 0 PASS
3 14 19207 5 #Max QPSK 36.68 29.2 PASS
3 14 19207 5 #Max QPSK 42.26 32.2 PASS
3 14 19207 6 #0 QPSK 43.89 32.2 PASS
3 14 19207 6 #0 QPSK 41.03 29.2 PASS
3 14 19207 6 #0 QPSK 0.00 0 PASS
3 14 19207 6 #0 QPSK 40.96 29.2 PASS
3 14 19207 6 #0 QPSK 43.67 32.2 PASS
3 1.4 19207 5 #0 QAM16 43.56 32.2 PASS
3 1.4 19207 5 #0 QAM16 38.49 29.2 PASS
3 1.4 19207 5 #0 QAM16 0.00 0 PASS
3 1.4 19207 5 #0 QAM16 40.23 29.2 PASS
3 1.4 19207 5 #0 QAM16 45.46 32.2 PASS
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3 14 19207 5 #Max QAM16 45.78 32.2 PASS
3 14 19207 5 #Max QAM16 41.05 29.2 PASS
3 14 19207 5 #Max QAM16 0.00 0 PASS
3 1.4 19207 5 #Max QAM16 37.86 29.2 PASS
3 1.4 19207 5 #Max QAM16 43.02 32.2 PASS
3 1.4 19207 6 #0 QAM16 45.36 32.2 PASS
3 14 19207 6 #0 QAM16 43.22 29.2 PASS
3 14 19207 6 #0 QAM16 0.00 0 PASS
3 14 19207 6 #0 QAM16 42.83 29.2 PASS
3 1.4 19207 6 #0 QAM16 45.17 32.2 PASS
3 1.4 19575 5 #0 QPSK 45.93 32.2 PASS
3 1.4 19575 5 #0 QPSK 42.40 29.2 PASS
3 1.4 19575 5 #0 QPSK 0.00 0 PASS
3 1.4 19575 5 #0 QPSK 44.07 29.2 PASS
3 1.4 19575 5 #0 QPSK 47.81 32.2 PASS
3 1.4 19575 5 #Max QPSK 47.54 32.2 PASS
3 1.4 19575 5 #Max QPSK 43.76 29.2 PASS
3 1.4 19575 5 #Max QPSK 0.00 0 PASS
3 1.4 19575 5 #Max QPSK 42.16 29.2 PASS
3 1.4 19575 5 #Max QPSK 45.98 32.2 PASS
3 1.4 19575 6 #0 QPSK 47.54 32.2 PASS
3 14 19575 6 #0 QPSK 46.46 29.2 PASS
3 14 19575 6 #0 QPSK 0.00 0 PASS
3 14 19575 6 #0 QPSK 46.35 29.2 PASS
3 14 19575 6 #0 QPSK 47.53 32.2 PASS
3 14 19575 5 #0 QAM16 47.79 32.2 PASS
3 14 19575 5 #0 QAM16 45.02 29.2 PASS
3 14 19575 5 #0 QAM16 0.00 0 PASS
3 14 19575 5 #0 QAM16 46.62 29.2 PASS
3 14 19575 5 #0 QAM16 48.82 32.2 PASS
3 1.4 19575 5 #Max QAM16 48.97 32.2 PASS
3 1.4 19575 5 #Max QAM16 46.44 29.2 PASS
3 1.4 19575 5 #Max QAM16 0.00 0 PASS
3 1.4 19575 5 #Max QAM16 44.95 29.2 PASS
3 1.4 19575 5 #Max QAM16 47.77 32.2 PASS
3 1.4 19575 6 #0 QAM16 47.80 32.2 PASS
3 1.4 19575 6 #0 QAM16 46.66 29.2 PASS
3 1.4 19575 6 #0 QAM16 0.00 0 PASS
3 1.4 19575 6 #0 QAM16 46.42 29.2 PASS
3 1.4 19575 6 #0 QAM16 47.76 32.2 PASS
3 1.4 19943 5 #0 QPSK 41.08 32.2 PASS
3 1.4 19943 5 #0 QPSK 34.93 29.2 PASS
3 1.4 19943 5 #0 QPSK 0.00 0 PASS
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3 14 19943 5 #0 QPSK 38.19 29.2 PASS
3 14 19943 5 #0 QPSK 44.53 32.2 PASS
3 14 19943 5 #Max QPSK 43.93 32.2 PASS
3 1.4 19943 5 #Max QPSK 37.74 29.2 PASS
3 1.4 19943 5 #Max QPSK 0.00 0 PASS
3 1.4 19943 5 #Max QPSK 35.09 29.2 PASS
3 1.4 19943 5 #Max QPSK 41.51 32.2 PASS
3 14 19943 6 #0 QPSK 44.60 32.2 PASS
3 14 19943 6 #0 QPSK 41.46 29.2 PASS
3 14 19943 6 #0 QPSK 0.00 0 PASS
3 14 19943 6 #0 QPSK 42.34 29.2 PASS
3 14 19943 6 #0 QPSK 45.94 32.2 PASS
3 1.4 19943 5 #0 QAM16 43.55 32.2 PASS
3 1.4 19943 5 #0 QAM16 37.72 29.2 PASS
3 1.4 19943 5 #0 QAM16 0.00 0 PASS
3 1.4 19943 5 #0 QAM16 41.49 29.2 PASS
3 1.4 19943 5 #0 QAM16 46.82 32.2 PASS
3 1.4 19943 5 #Max QAM16 45.96 32.2 PASS
3 1.4 19943 5 #Max QAM16 40.81 29.2 PASS
3 1.4 19943 5 #Max QAM16 0.00 0 PASS
3 1.4 19943 5 #Max QAM16 38.45 29.2 PASS
3 14 19943 5 #Max QAM16 44.38 32.2 PASS
3 14 19943 6 #0 QAM16 46.54 32.2 PASS
3 14 19943 6 #0 QAM16 44.47 29.2 PASS
3 14 19943 6 #0 QAM16 0.00 0 PASS
3 14 19943 6 #0 QAM16 44.92 29.2 PASS
3 14 19943 6 #0 QAM16 47.33 32.2 PASS
3 5 19225 8 #0 QPSK 52.31 35.2 PASS
3 5 19225 8 #0 QPSK 41.27 32.2 PASS
3 5 19225 8 #0 QPSK 39.11 29.2 PASS
3 5 19225 8 #0 QPSK 0.00 0 PASS
3 5 19225 8 #0 QPSK 46.58 29.2 PASS
3 5 19225 8 #0 QPSK 46.99 32.2 PASS
3 5 19225 8 #0 QPSK 52.78 35.2 PASS
3 5 19225 8 #Max QPSK 52.37 35.2 PASS
3 5 19225 8 #Max QPSK 46.66 32.2 PASS
3 5 19225 8 #Max QPSK 46.28 29.2 PASS
3 5 19225 8 #Max QPSK 0.00 0 PASS
3 5 19225 8 #Max QPSK 37.62 29.2 PASS
3 5 19225 8 #Max QPSK 39.98 32.2 PASS
3 5 19225 8 #Max QPSK 52.62 35.2 PASS
3 5 19225 25 #0 QPSK 50.24 35.2 PASS
3 5 19225 25 #0 QPSK 41.16 32.2 PASS
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3 5 19225 25 #0 QPSK 40.37 29.2 PASS
3 5 19225 25 #0 QPSK 0.00 0 PASS
3 5 19225 25 #0 QPSK 40.11 29.2 PASS
3 5 19225 25 #0 QPSK 40.91 32.2 PASS
3 5 19225 25 #0 QPSK 50.48 35.2 PASS
3 5 19225 8 #0 QAM16 51.40 35.2 PASS
3 5 19225 8 #0 QAM16 43.48 32.2 PASS
3 5 19225 8 #0 QAM16 41.30 29.2 PASS
3 5 19225 8 #0 QAM16 0.00 0 PASS
3 5 19225 8 #0 QAM16 46.60 29.2 PASS
3 5 19225 8 #0 QAM16 47.01 32.2 PASS
3 5 19225 8 #0 QAM16 51.84 35.2 PASS
3 5 19225 8 #Max QAM16 51.37 35.2 PASS
3 5 19225 8 #Max QAM16 46.82 32.2 PASS
3 5 19225 8 #Max QAM16 46.40 29.2 PASS
3 5 19225 8 #Max QAM16 0.00 0 PASS
3 5 19225 8 #Max QAM16 40.70 29.2 PASS
3 5 19225 8 #Max QAM16 42.96 32.2 PASS
3 5 19225 8 #Max QAM16 51.73 35.2 PASS
3 5 19225 25 #0 QAM16 49.85 35.2 PASS
3 5 19225 25 #0 QAM16 42.53 32.2 PASS
3 5 19225 25 #0 QAM16 41.68 29.2 PASS
3 5 19225 25 #0 QAM16 0.00 0 PASS
3 5 19225 25 #0 QAM16 41.40 29.2 PASS
3 5 19225 25 #0 QAM16 42.23 32.2 PASS
3 5 19225 25 #0 QAM16 50.08 35.2 PASS
3 5 19575 8 #0 QPSK 53.46 35.2 PASS
3 5 19575 8 #0 QPSK 44.39 32.2 PASS
3 5 19575 8 #0 QPSK 42.39 29.2 PASS
3 5 19575 8 #0 QPSK 0.00 0 PASS
3 5 19575 8 #0 QPSK 47.02 29.2 PASS
3 5 19575 8 #0 QPSK 47.36 32.2 PASS
3 5 19575 8 #0 QPSK 53.93 35.2 PASS
3 5 19575 8 #Max QPSK 53.47 35.2 PASS
3 5 19575 8 #Max QPSK 47.11 32.2 PASS
3 5 19575 8 #Max QPSK 46.73 29.2 PASS
3 5 19575 8 #Max QPSK 0.00 0 PASS
3 5 19575 8 #Max QPSK 43.27 29.2 PASS
3 5 19575 8 #Max QPSK 45.43 32.2 PASS
3 5 19575 8 #Max QPSK 53.74 35.2 PASS
3 5 19575 25 #0 QPSK 51.73 35.2 PASS
3 5 19575 25 #0 QPSK 45.96 32.2 PASS
3 5 19575 25 #0 QPSK 45.06 29.2 PASS
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3 5 19575 25 #0 QPSK 0.00 0 PASS
3 5 19575 25 #0 QPSK 45.02 29.2 PASS
3 5 19575 25 #0 QPSK 45.95 32.2 PASS
3 5 19575 25 #0 QPSK 52.27 35.2 PASS
3 5 19575 8 #0 QAM16 52.54 35.2 PASS
3 5 19575 8 #0 QAM16 45.22 32.2 PASS
3 5 19575 8 #0 QAM16 43.22 29.2 PASS
3 5 19575 8 #0 QAM16 0.00 0 PASS
3 5 19575 8 #0 QAM16 47.08 29.2 PASS
3 5 19575 8 #0 QAM16 47.48 32.2 PASS
3 5 19575 8 #0 QAM16 52.94 35.2 PASS
3 5 19575 8 #Max QAM16 52.54 35.2 PASS
3 5 19575 8 #Max QAM16 47.24 32.2 PASS
3 5 19575 8 #Max QAM16 46.84 29.2 PASS
3 5 19575 8 #Max QAM16 0.00 0 PASS
3 5 19575 8 #Max QAM16 44.04 29.2 PASS
3 5 19575 8 #Max QAM16 46.22 32.2 PASS
3 5 19575 8 #Max QAM16 52.77 35.2 PASS
3 5 19575 25 #0 QAM16 50.93 35.2 PASS
3 5 19575 25 #0 QAM16 44.99 32.2 PASS
3 5 19575 25 #0 QAM16 44.01 29.2 PASS
3 5 19575 25 #0 QAM16 0.00 0 PASS
3 5 19575 25 #0 QAM16 44.14 29.2 PASS
3 5 19575 25 #0 QAM16 45.06 32.2 PASS
3 5 19575 25 #0 QAM16 51.40 35.2 PASS
3 5 19925 8 #0 QPSK 53.31 35.2 PASS
3 5 19925 8 #0 QPSK 38.50 32.2 PASS
3 5 19925 8 #0 QPSK 35.67 29.2 PASS
3 5 19925 8 #0 QPSK 0.00 0 PASS
3 5 19925 8 #0 QPSK 49.02 29.2 PASS
3 5 19925 8 #0 QPSK 49.49 32.2 PASS
3 5 19925 8 #0 QPSK 53.92 35.2 PASS
3 5 19925 8 #Max QPSK 53.48 35.2 PASS
3 5 19925 8 #Max QPSK 45.48 32.2 PASS
3 5 19925 8 #Max QPSK 45.14 29.2 PASS
3 5 19925 8 #Max QPSK 0.00 0 PASS
3 5 19925 8 #Max QPSK 36.46 29.2 PASS
3 5 19925 8 #Max QPSK 39.58 32.2 PASS
3 5 19925 8 #Max QPSK 53.60 35.2 PASS
3 5 19925 25 #0 QPSK 50.82 35.2 PASS
3 5 19925 25 #0 QPSK 39.35 32.2 PASS
3 5 19925 25 #0 QPSK 38.57 29.2 PASS
3 5 19925 25 #0 QPSK 0.00 0 PASS
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3 5 19925 25 #0 QPSK 40.58 29.2 PASS
3 5 19925 25 #0 QPSK 41.49 32.2 PASS
3 5 19925 25 #0 QPSK 52.29 35.2 PASS
3 5 19925 8 #0 QAM16 52.55 35.2 PASS
3 5 19925 8 #0 QAM16 42.18 32.2 PASS
3 5 19925 8 #0 QAM16 39.66 29.2 PASS
3 5 19925 8 #0 QAM16 0.00 0 PASS
3 5 19925 8 #0 QAM16 48.90 29.2 PASS
3 5 19925 8 #0 QAM16 49.40 32.2 PASS
3 5 19925 8 #0 QAM16 52.88 35.2 PASS
3 5 19925 8 #Max QAM16 52.45 35.2 PASS
3 5 19925 8 #Max QAM16 45.84 32.2 PASS
3 5 19925 8 #Max QAM16 45.48 29.2 PASS
3 5 19925 8 #Max QAM16 0.00 0 PASS
3 5 19925 8 #Max QAM16 40.32 29.2 PASS
3 5 19925 8 #Max QAM16 43.20 32.2 PASS
3 5 19925 8 #Max QAM16 52.72 35.2 PASS
3 5 19925 25 #0 QAM16 50.27 35.2 PASS
3 5 19925 25 #0 QAM16 40.83 32.2 PASS
3 5 19925 25 #0 QAM16 40.07 29.2 PASS
3 5 19925 25 #0 QAM16 0.00 0 PASS
3 5 19925 25 #0 QAM16 42.03 29.2 PASS
3 5 19925 25 #0 QAM16 42.88 32.2 PASS
3 5 19925 25 #0 QAM16 51.48 35.2 PASS
3 10 19250 12 #0 QPSK 53.73 35.2 PASS
3 10 19250 12 #0 QPSK 40.42 32.2 PASS
3 10 19250 12 #0 QPSK 39.82 29.2 PASS
3 10 19250 12 #0 QPSK 0.00 0 PASS
3 10 19250 12 #0 QPSK 45.79 29.2 PASS
3 10 19250 12 #0 QPSK 50.48 32.2 PASS
3 10 19250 12 #0 QPSK 49.72 35.2 PASS
3 10 19250 12 #Max QPSK 51.12 35.2 PASS
3 10 19250 12 #Max QPSK 50.86 32.2 PASS
3 10 19250 12 #Max QPSK 46.85 29.2 PASS
3 10 19250 12 #Max QPSK 0.00 0 PASS
3 10 19250 12 #Max QPSK 41.58 29.2 PASS
3 10 19250 12 #Max QPSK 42.24 32.2 PASS
3 10 19250 12 #Max QPSK 54.26 35.2 PASS
3 10 19250 50 #0 QPSK 46.95 35.2 PASS
3 10 19250 50 #0 QPSK 44.54 32.2 PASS
3 10 19250 50 #0 QPSK 41.93 29.2 PASS
3 10 19250 50 #0 QPSK 0.00 0 PASS
3 10 19250 50 #0 QPSK 41.58 29.2 PASS
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3 10 19250 50 #0 QPSK 44.02 32.2 PASS
3 10 19250 50 #0 QPSK 46.98 35.2 PASS
3 10 19250 12 #0 QAM16 52.96 35.2 PASS
3 10 19250 12 #0 QAM16 41.75 32.2 PASS
3 10 19250 12 #0 QAM16 41.03 29.2 PASS
3 10 19250 12 #0 QAM16 0.00 0 PASS
3 10 19250 12 #0 QAM16 45.73 29.2 PASS
3 10 19250 12 #0 QAM16 50.23 32.2 PASS
3 10 19250 12 #0 QAM16 49.72 35.2 PASS
3 10 19250 12 #Max QAM16 50.85 35.2 PASS
3 10 19250 12 #Max QAM16 50.65 32.2 PASS
3 10 19250 12 #Max QAM16 46.67 29.2 PASS
3 10 19250 12 #Max QAM16 0.00 0 PASS
3 10 19250 12 #Max QAM16 42.51 29.2 PASS
3 10 19250 12 #Max QAM16 43.38 32.2 PASS
3 10 19250 12 #Max QAM16 53.42 35.2 PASS
3 10 19250 50 #0 QAM16 46.84 35.2 PASS
3 10 19250 50 #0 QAM16 42.96 32.2 PASS
3 10 19250 50 #0 QAM16 40.84 29.2 PASS
3 10 19250 50 #0 QAM16 0.00 0 PASS
3 10 19250 50 #0 QAM16 40.51 29.2 PASS
3 10 19250 50 #0 QAM16 42.54 32.2 PASS
3 10 19250 50 #0 QAM16 46.77 35.2 PASS
3 10 19575 12 #0 QPSK 52.93 35.2 PASS
3 10 19575 12 #0 QPSK 43.32 32.2 PASS
3 10 19575 12 #0 QPSK 42.52 29.2 PASS
3 10 19575 12 #0 QPSK 0.00 0 PASS
3 10 19575 12 #0 QPSK 45.93 29.2 PASS
3 10 19575 12 #0 QPSK 50.29 32.2 PASS
3 10 19575 12 #0 QPSK 50.03 35.2 PASS
3 10 19575 12 #Max QPSK 50.12 35.2 PASS
3 10 19575 12 #Max QPSK 50.20 32.2 PASS
3 10 19575 12 #Max QPSK 46.00 29.2 PASS
3 10 19575 12 #Max QPSK 0.00 0 PASS
3 10 19575 12 #Max QPSK 44.44 29.2 PASS
3 10 19575 12 #Max QPSK 45.42 32.2 PASS
3 10 19575 12 #Max QPSK 53.47 35.2 PASS
3 10 19575 50 #0 QPSK 48.12 35.2 PASS
3 10 19575 50 #0 QPSK 45.86 32.2 PASS
3 10 19575 50 #0 QPSK 43.15 29.2 PASS
3 10 19575 50 #0 QPSK 0.00 0 PASS
3 10 19575 50 #0 QPSK 43.67 29.2 PASS
3 10 19575 50 #0 QPSK 46.15 32.2 PASS
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3 10 19575 50 #0 QPSK 49.06 35.2 PASS
3 10 19575 12 #0 QAM16 52.16 35.2 PASS
3 10 19575 12 #0 QAM16 44.05 32.2 PASS
3 10 19575 12 #0 QAM16 42.92 29.2 PASS
3 10 19575 12 #0 QAM16 0.00 0 PASS
3 10 19575 12 #0 QAM16 45.84 29.2 PASS
3 10 19575 12 #0 QAM16 50.15 32.2 PASS
3 10 19575 12 #0 QAM16 49.93 35.2 PASS
3 10 19575 12 #Max QAM16 49.86 35.2 PASS
3 10 19575 12 #Max QAM16 49.83 32.2 PASS
3 10 19575 12 #Max QAM16 45.74 29.2 PASS
3 10 19575 12 #Max QAM16 0.00 0 PASS
3 10 19575 12 #Max QAM16 44.31 29.2 PASS
3 10 19575 12 #Max QAM16 45.59 32.2 PASS
3 10 19575 12 #Max QAM16 52.63 35.2 PASS
3 10 19575 50 #0 QAM16 48.17 35.2 PASS
3 10 19575 50 #0 QAM16 45.69 32.2 PASS
3 10 19575 50 #0 QAM16 43.02 29.2 PASS
3 10 19575 50 #0 QAM16 0.00 0 PASS
3 10 19575 50 #0 QAM16 43.51 29.2 PASS
3 10 19575 50 #0 QAM16 45.94 32.2 PASS
3 10 19575 50 #0 QAM16 49.09 35.2 PASS
3 10 19900 12 #0 QPSK 52.99 35.2 PASS
3 10 19900 12 #0 QPSK 44.18 32.2 PASS
3 10 19900 12 #0 QPSK 43.26 29.2 PASS
3 10 19900 12 #0 QPSK 0.00 0 PASS
3 10 19900 12 #0 QPSK 47.22 29.2 PASS
3 10 19900 12 #0 QPSK 51.37 32.2 PASS
3 10 19900 12 #0 QPSK 51.34 35.2 PASS
3 10 19900 12 #Max QPSK 49.94 35.2 PASS
3 10 19900 12 #Max QPSK 49.45 32.2 PASS
3 10 19900 12 #Max QPSK 45.60 29.2 PASS
3 10 19900 12 #Max QPSK 0.00 0 PASS
3 10 19900 12 #Max QPSK 38.96 29.2 PASS
3 10 19900 12 #Max QPSK 39.60 32.2 PASS
3 10 19900 12 #Max QPSK 53.58 35.2 PASS
3 10 19900 50 #0 QPSK 47.96 35.2 PASS
3 10 19900 50 #0 QPSK 44.78 32.2 PASS
3 10 19900 50 #0 QPSK 42.46 29.2 PASS
3 10 19900 50 #0 QPSK 0.00 0 PASS
3 10 19900 50 #0 QPSK 43.75 29.2 PASS
3 10 19900 50 #0 QPSK 45.79 32.2 PASS
3 10 19900 50 #0 QPSK 50.33 35.2 PASS
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3 10 19900 12 #0 QAM16 52.07 35.2 PASS
3 10 19900 12 #0 QAM16 45.26 32.2 PASS
3 10 19900 12 #0 QAM16 43.92 29.2 PASS
3 10 19900 12 #0 QAM16 0.00 0 PASS
3 10 19900 12 #0 QAM16 46.88 29.2 PASS
3 10 19900 12 #0 QAM16 50.91 32.2 PASS
3 10 19900 12 #0 QAM16 51.09 35.2 PASS
3 10 19900 12 #Max QAM16 49.59 35.2 PASS
3 10 19900 12 #Max QAM16 49.50 32.2 PASS
3 10 19900 12 #Max QAM16 45.44 29.2 PASS
3 10 19900 12 #Max QAM16 0.00 0 PASS
3 10 19900 12 #Max QAM16 40.42 29.2 PASS
3 10 19900 12 #Max QAM16 41.36 32.2 PASS
3 10 19900 12 #Max QAM16 52.71 35.2 PASS
3 10 19900 50 #0 QAM16 48.08 35.2 PASS
3 10 19900 50 #0 QAM16 44.80 32.2 PASS
3 10 19900 50 #0 QAM16 42.50 29.2 PASS
3 10 19900 50 #0 QAM16 0.00 0 PASS
3 10 19900 50 #0 QAM16 43.62 29.2 PASS
3 10 19900 50 #0 QAM16 45.66 32.2 PASS
3 10 19900 50 #0 QAM16 50.05 35.2 PASS
3 20 19300 18 #0 QPSK 50.68 35.2 PASS
3 20 19300 18 #0 QPSK 40.29 32.2 PASS
3 20 19300 18 #0 QPSK 40.35 29.2 PASS
3 20 19300 18 #0 QPSK 0.00 0 PASS
3 20 19300 18 #0 QPSK 42.90 29.2 PASS
3 20 19300 18 #0 QPSK 52.07 32.2 PASS
3 20 19300 18 #0 QPSK 51.06 35.2 PASS
3 20 19300 18 #Max QPSK 50.82 35.2 PASS
3 20 19300 18 #Max QPSK 51.48 32.2 PASS
3 20 19300 18 #Max QPSK 44.38 29.2 PASS
3 20 19300 18 #Max QPSK 0.00 0 PASS
3 20 19300 18 #Max QPSK 42.99 29.2 PASS
3 20 19300 18 #Max QPSK 44.68 32.2 PASS
3 20 19300 18 #Max QPSK 51.51 35.2 PASS
3 20 19300 100 #0 QPSK 46.83 35.2 PASS
3 20 19300 100 #0 QPSK 45.69 32.2 PASS
3 20 19300 100 #0 QPSK 40.74 29.2 PASS
3 20 19300 100 #0 QPSK 0.00 0 PASS
3 20 19300 100 #0 QPSK 40.80 29.2 PASS
3 20 19300 100 #0 QPSK 46.04 32.2 PASS
3 20 19300 100 #0 QPSK 47.27 35.2 PASS
3 20 19300 18 #0 QAM16 49.91 35.2 PASS
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3 20 19300 18 #0 QAM16 41.82 32.2 PASS
3 20 19300 18 #0 QAM16 41.03 29.2 PASS
3 20 19300 18 #0 QAM16 0.00 0 PASS
3 20 19300 18 #0 QAM16 42.56 29.2 PASS
3 20 19300 18 #0 QAM16 51.14 32.2 PASS
3 20 19300 18 #0 QAM16 50.61 35.2 PASS
3 20 19300 18 #Max QAM16 50.09 35.2 PASS
3 20 19300 18 #Max QAM16 50.59 32.2 PASS
3 20 19300 18 #Max QAM16 43.69 29.2 PASS
3 20 19300 18 #Max QAM16 0.00 0 PASS
3 20 19300 18 #Max QAM16 42.91 29.2 PASS
3 20 19300 18 #Max QAM16 45.47 32.2 PASS
3 20 19300 18 #Max QAM16 50.84 35.2 PASS
3 20 19300 100 #0 QAM16 46.54 35.2 PASS
3 20 19300 100 #0 QAM16 45.38 32.2 PASS
3 20 19300 100 #0 QAM16 40.48 29.2 PASS
3 20 19300 100 #0 QAM16 0.00 0 PASS
3 20 19300 100 #0 QAM16 40.39 29.2 PASS
3 20 19300 100 #0 QAM16 45.61 32.2 PASS
3 20 19300 100 #0 QAM16 46.57 35.2 PASS
3 20 19575 18 #0 QPSK 51.95 35.2 PASS
3 20 19575 18 #0 QPSK 42.78 32.2 PASS
3 20 19575 18 #0 QPSK 42.28 29.2 PASS
3 20 19575 18 #0 QPSK 0.00 0 PASS
3 20 19575 18 #0 QPSK 44.62 29.2 PASS
3 20 19575 18 #0 QPSK 53.33 32.2 PASS
3 20 19575 18 #0 QPSK 52.77 35.2 PASS
3 20 19575 18 #Max QPSK 51.43 35.2 PASS
3 20 19575 18 #Max QPSK 52.13 32.2 PASS
3 20 19575 18 #Max QPSK 44.84 29.2 PASS
3 20 19575 18 #Max QPSK 0.00 0 PASS
3 20 19575 18 #Max QPSK 44.08 29.2 PASS
3 20 19575 18 #Max QPSK 45.83 32.2 PASS
3 20 19575 18 #Max QPSK 52.55 35.2 PASS
3 20 19575 100 #0 QPSK 48.43 35.2 PASS
3 20 19575 100 #0 QPSK 47.08 32.2 PASS
3 20 19575 100 #0 QPSK 42.17 29.2 PASS
3 20 19575 100 #0 QPSK 0.00 0 PASS
3 20 19575 100 #0 QPSK 42.80 29.2 PASS
3 20 19575 100 #0 QPSK 48.13 32.2 PASS
3 20 19575 100 #0 QPSK 49.34 35.2 PASS
3 20 19575 18 #0 QAM16 51.08 35.2 PASS
3 20 19575 18 #0 QAM16 43.77 32.2 PASS
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3 20 19575 18 #0 QAM16 42.64 29.2 PASS
3 20 19575 18 #0 QAM16 0.00 0 PASS
3 20 19575 18 #0 QAM16 44.28 29.2 PASS
3 20 19575 18 #0 QAM16 52.49 32.2 PASS
3 20 19575 18 #0 QAM16 52.18 35.2 PASS
3 20 19575 18 #Max QAM16 50.82 35.2 PASS
3 20 19575 18 #Max QAM16 51.27 32.2 PASS
3 20 19575 18 #Max QAM16 44.30 29.2 PASS
3 20 19575 18 #Max QAM16 0.00 0 PASS
3 20 19575 18 #Max QAM16 43.75 29.2 PASS
3 20 19575 18 #Max QAM16 46.01 32.2 PASS
3 20 19575 18 #Max QAM16 51.82 35.2 PASS
3 20 19575 100 #0 QAM16 47.50 35.2 PASS
3 20 19575 100 #0 QAM16 46.23 32.2 PASS
3 20 19575 100 #0 QAM16 41.41 29.2 PASS
3 20 19575 100 #0 QAM16 0.00 0 PASS
3 20 19575 100 #0 QAM16 42.04 29.2 PASS
3 20 19575 100 #0 QAM16 47.15 32.2 PASS
3 20 19575 100 #0 QAM16 48.53 35.2 PASS
3 20 19850 18 #0 QPSK 51.31 35.2 PASS
3 20 19850 18 #0 QPSK 49.14 32.2 PASS
3 20 19850 18 #0 QPSK 44.94 29.2 PASS
3 20 19850 18 #0 QPSK 0.00 0 PASS
3 20 19850 18 #0 QPSK 46.47 29.2 PASS
3 20 19850 18 #0 QPSK 52.99 32.2 PASS
3 20 19850 18 #0 QPSK 53.08 35.2 PASS
3 20 19850 18 #Max QPSK 51.55 35.2 PASS
3 20 19850 18 #Max QPSK 52.33 32.2 PASS
3 20 19850 18 #Max QPSK 44.75 29.2 PASS
3 20 19850 18 #Max QPSK 0.00 0 PASS
3 20 19850 18 #Max QPSK 41.80 29.2 PASS
3 20 19850 18 #Max QPSK 41.26 32.2 PASS
3 20 19850 18 #Max QPSK 52.89 35.2 PASS
3 20 19850 100 #0 QPSK 49.18 35.2 PASS
3 20 19850 100 #0 QPSK 48.49 32.2 PASS
3 20 19850 100 #0 QPSK 43.17 29.2 PASS
3 20 19850 100 #0 QPSK 0.00 0 PASS
3 20 19850 100 #0 QPSK 44.74 29.2 PASS
3 20 19850 100 #0 QPSK 49.48 32.2 PASS
3 20 19850 100 #0 QPSK 51.49 35.2 PASS
3 20 19850 18 #0 QAM16 50.48 35.2 PASS
3 20 19850 18 #0 QAM16 48.16 32.2 PASS
3 20 19850 18 #0 QAM16 44.05 29.2 PASS
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3 20 19850 18 #0 QAM16 0.00 0 PASS
3 20 19850 18 #0 QAM16 45.52 29.2 PASS
3 20 19850 18 #0 QAM16 52.02 32.2 PASS
3 20 19850 18 #0 QAM16 52.18 35.2 PASS
3 20 19850 18 #Max QAM16 50.77 35.2 PASS
3 20 19850 18 #Max QAM16 51.33 32.2 PASS
3 20 19850 18 #Max QAM16 44.15 29.2 PASS
3 20 19850 18 #Max QAM16 0.00 0 PASS
3 20 19850 18 #Max QAM16 42.64 29.2 PASS
3 20 19850 18 #Max QAM16 43.11 32.2 PASS
3 20 19850 18 #Max QAM16 52.11 35.2 PASS
3 20 19850 100 #0 QAM16 48.52 35.2 PASS
3 20 19850 100 #0 QAM16 47.82 32.2 PASS
3 20 19850 100 #0 QAM16 42.52 29.2 PASS
3 20 19850 100 #0 QAM16 0.00 0 PASS
3 20 19850 100 #0 QAM16 43.84 29.2 PASS
3 20 19850 100 #0 QAM16 48.81 32.2 PASS
3 20 19850 100 #0 QAM16 50.51 35.2 PASS
7 5 20775 8 #0 QPSK 53.46 35.2 PASS
7 5 20775 8 #0 QPSK 37.87 32.2 PASS
7 5 20775 8 #0 QPSK 34.85 29.2 PASS
7 5 20775 8 #0 QPSK 0.00 0 PASS
7 5 20775 8 #0 QPSK 46.36 29.2 PASS
7 5 20775 8 #0 QPSK 46.65 32.2 PASS
7 5 20775 8 #0 QPSK 54.11 35.2 PASS
7 5 20775 8 #Max QPSK 53.53 35.2 PASS
7 5 20775 8 #Max QPSK 46.99 32.2 PASS
7 5 20775 8 #Max QPSK 46.67 29.2 PASS
7 5 20775 8 #Max QPSK 0.00 0 PASS
7 5 20775 8 #Max QPSK 36.34 29.2 PASS
7 5 20775 8 #Max QPSK 39.12 32.2 PASS
7 5 20775 8 #Max QPSK 53.67 35.2 PASS
7 5 20775 25 #0 QPSK 51.27 35.2 PASS
7 5 20775 25 #0 QPSK 40.28 32.2 PASS
7 5 20775 25 #0 QPSK 39.49 29.2 PASS
7 5 20775 25 #0 QPSK 0.00 0 PASS
7 5 20775 25 #0 QPSK 39.26 29.2 PASS
7 5 20775 25 #0 QPSK 40.05 32.2 PASS
7 5 20775 25 #0 QPSK 51.13 35.2 PASS
7 5 20775 8 #0 QAM16 52.24 35.2 PASS
7 5 20775 8 #0 QAM16 41.92 32.2 PASS
7 5 20775 8 #0 QAM16 39.59 29.2 PASS
7 5 20775 8 #0 QAM16 0.00 0 PASS
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7 5 20775 8 #0 QAM16 46.68 29.2 PASS
7 5 20775 8 #0 QAM16 47.00 32.2 PASS
7 5 20775 8 #0 QAM16 52.74 35.2 PASS
7 5 20775 8 #Max QAM16 52.10 35.2 PASS
7 5 20775 8 #Max QAM16 47.40 32.2 PASS
7 5 20775 8 #Max QAM16 47.02 29.2 PASS
7 5 20775 8 #Max QAM16 0.00 0 PASS
7 5 20775 8 #Max QAM16 41.45 29.2 PASS
7 5 20775 8 #Max QAM16 43.59 32.2 PASS
7 5 20775 8 #Max QAM16 52.36 35.2 PASS
7 5 20775 25 #0 QAM16 50.39 35.2 PASS
7 5 20775 25 #0 QAM16 42.55 32.2 PASS
7 5 20775 25 #0 QAM16 41.78 29.2 PASS
7 5 20775 25 #0 QAM16 0.00 0 PASS
7 5 20775 25 #0 QAM16 41.59 29.2 PASS
7 5 20775 25 #0 QAM16 42.34 32.2 PASS
7 5 20775 25 #0 QAM16 50.49 35.2 PASS
7 5 21100 8 #0 QPSK 53.29 35.2 PASS
7 5 21100 8 #0 QPSK 43.39 32.2 PASS
7 5 21100 8 #0 QPSK 41.65 29.2 PASS
7 5 21100 8 #0 QPSK 0.00 0 PASS
7 5 21100 8 #0 QPSK 46.86 29.2 PASS
7 5 21100 8 #0 QPSK 47.22 32.2 PASS
7 5 21100 8 #0 QPSK 53.73 35.2 PASS
7 5 21100 8 #Max QPSK 53.31 35.2 PASS
7 5 21100 8 #Max QPSK 47.20 32.2 PASS
7 5 21100 8 #Max QPSK 46.86 29.2 PASS
7 5 21100 8 #Max QPSK 0.00 0 PASS
7 5 21100 8 #Max QPSK 41.30 29.2 PASS
7 5 21100 8 #Max QPSK 43.17 32.2 PASS
7 5 21100 8 #Max QPSK 53.65 35.2 PASS
7 5 21100 25 #0 QPSK 51.24 35.2 PASS
7 5 21100 25 #0 QPSK 43.60 32.2 PASS
7 5 21100 25 #0 QPSK 42.83 29.2 PASS
7 5 21100 25 #0 QPSK 0.00 0 PASS
7 5 21100 25 #0 QPSK 42.82 29.2 PASS
7 5 21100 25 #0 QPSK 43.60 32.2 PASS
7 5 21100 25 #0 QPSK 51.55 35.2 PASS
7 5 21100 8 #0 QAM16 52.31 35.2 PASS
7 5 21100 8 #0 QAM16 45.40 32.2 PASS
7 5 21100 8 #0 QAM16 43.76 29.2 PASS
7 5 21100 8 #0 QAM16 0.00 0 PASS
7 5 21100 8 #0 QAM16 46.96 29.2 PASS
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7 5 21100 8 #0 QAM16 47.31 32.2 PASS
7 5 21100 8 #0 QAM16 52.82 35.2 PASS
7 5 21100 8 #Max QAM16 52.34 35.2 PASS
7 5 21100 8 #Max QAM16 47.40 32.2 PASS
7 5 21100 8 #Max QAM16 47.03 29.2 PASS
7 5 21100 8 #Max QAM16 0.00 0 PASS
7 5 21100 8 #Max QAM16 44.09 29.2 PASS
7 5 21100 8 #Max QAM16 45.82 32.2 PASS
7 5 21100 8 #Max QAM16 52.70 35.2 PASS
7 5 21100 25 #0 QAM16 50.88 35.2 PASS
7 5 21100 25 #0 QAM16 44.50 32.2 PASS
7 5 21100 25 #0 QAM16 43.74 29.2 PASS
7 5 21100 25 #0 QAM16 0.00 0 PASS
7 5 21100 25 #0 QAM16 43.90 29.2 PASS
7 5 21100 25 #0 QAM16 44.66 32.2 PASS
7 5 21100 25 #0 QAM16 51.17 35.2 PASS
7 5 21425 8 #0 QPSK 53.19 35.2 PASS
7 5 21425 8 #0 QPSK 41.81 32.2 PASS
7 5 21425 8 #0 QPSK 39.61 29.2 PASS
7 5 21425 8 #0 QPSK 0.00 0 PASS
7 5 21425 8 #0 QPSK 46.44 29.2 PASS
7 5 21425 8 #0 QPSK 46.74 32.2 PASS
7 5 21425 8 #0 QPSK 53.73 35.2 PASS
7 5 21425 8 #Max QPSK 53.33 35.2 PASS
7 5 21425 8 #Max QPSK 46.42 32.2 PASS
7 5 21425 8 #Max QPSK 46.10 29.2 PASS
7 5 21425 8 #Max QPSK 0.00 0 PASS
7 5 21425 8 #Max QPSK 41.42 29.2 PASS
7 5 21425 8 #Max QPSK 43.50 32.2 PASS
7 5 21425 8 #Max QPSK 53.62 35.2 PASS
7 5 21425 25 #0 QPSK 51.15 35.2 PASS
7 5 21425 25 #0 QPSK 44.07 32.2 PASS
7 5 21425 25 #0 QPSK 43.34 29.2 PASS
7 5 21425 25 #0 QPSK 0.00 0 PASS
7 5 21425 25 #0 QPSK 44.43 29.2 PASS
7 5 21425 25 #0 QPSK 45.21 32.2 PASS
7 5 21425 25 #0 QPSK 51.80 35.2 PASS
7 5 21425 8 #0 QAM16 52.21 35.2 PASS
7 5 21425 8 #0 QAM16 43.12 32.2 PASS
7 5 21425 8 #0 QAM16 41.02 29.2 PASS
7 5 21425 8 #0 QAM16 0.00 0 PASS
7 5 21425 8 #0 QAM16 46.42 29.2 PASS
7 5 21425 8 #0 QAM16 46.74 32.2 PASS
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7 5 21425 8 #0 QAM16 52.77 35.2 PASS
7 5 21425 8 #Max QAM16 52.41 35.2 PASS
7 5 21425 8 #Max QAM16 46.58 32.2 PASS
7 5 21425 8 #Max QAM16 46.26 29.2 PASS
7 5 21425 8 #Max QAM16 0.00 0 PASS
7 5 21425 8 #Max QAM16 42.55 29.2 PASS
7 5 21425 8 #Max QAM16 44.69 32.2 PASS
7 5 21425 8 #Max QAM16 52.75 35.2 PASS
7 5 21425 25 #0 QAM16 50.56 35.2 PASS
7 5 21425 25 #0 QAM16 43.67 32.2 PASS
7 5 21425 25 #0 QAM16 42.87 29.2 PASS
7 5 21425 25 #0 QAM16 0.00 0 PASS
7 5 21425 25 #0 QAM16 43.88 29.2 PASS
7 5 21425 25 #0 QAM16 44.69 32.2 PASS
7 5 21425 25 #0 QAM16 51.06 35.2 PASS
7 10 20800 12 #0 QPSK 52.59 35.2 PASS
7 10 20800 12 #0 QPSK 40.40 32.2 PASS
7 10 20800 12 #0 QPSK 39.70 29.2 PASS
7 10 20800 12 #0 QPSK 0.00 0 PASS
7 10 20800 12 #0 QPSK 45.39 29.2 PASS
7 10 20800 12 #0 QPSK 50.10 32.2 PASS
7 10 20800 12 #0 QPSK 49.20 35.2 PASS
7 10 20800 12 #Max QPSK 49.94 35.2 PASS
7 10 20800 12 #Max QPSK 50.45 32.2 PASS
7 10 20800 12 #Max QPSK 46.03 29.2 PASS
7 10 20800 12 #Max QPSK 0.00 0 PASS
7 10 20800 12 #Max QPSK 42.46 29.2 PASS
7 10 20800 12 #Max QPSK 43.33 32.2 PASS
7 10 20800 12 #Max QPSK 53.05 35.2 PASS
7 10 20800 50 #0 QPSK 47.71 35.2 PASS
7 10 20800 50 #0 QPSK 45.54 32.2 PASS
7 10 20800 50 #0 QPSK 42.81 29.2 PASS
7 10 20800 50 #0 QPSK 0.00 0 PASS
7 10 20800 50 #0 QPSK 42.86 29.2 PASS
7 10 20800 50 #0 QPSK 45.68 32.2 PASS
7 10 20800 50 #0 QPSK 47.61 35.2 PASS
7 10 20800 12 #0 QAM16 51.76 35.2 PASS
7 10 20800 12 #0 QAM16 41.73 32.2 PASS
7 10 20800 12 #0 QAM16 40.88 29.2 PASS
7 10 20800 12 #0 QAM16 0.00 0 PASS
7 10 20800 12 #0 QAM16 45.16 29.2 PASS
7 10 20800 12 #0 QAM16 49.71 32.2 PASS
7 10 20800 12 #0 QAM16 49.03 35.2 PASS
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7 10 20800 12 #Max QAM16 49.62 35.2 PASS
7 10 20800 12 #Max QAM16 50.09 32.2 PASS
7 10 20800 12 #Max QAM16 45.79 29.2 PASS
7 10 20800 12 #Max QAM16 0.00 0 PASS
7 10 20800 12 #Max QAM16 43.27 29.2 PASS
7 10 20800 12 #Max QAM16 44.41 32.2 PASS
7 10 20800 12 #Max QAM16 52.22 35.2 PASS
7 10 20800 50 #0 QAM16 47.33 35.2 PASS
7 10 20800 50 #0 QAM16 43.91 32.2 PASS
7 10 20800 50 #0 QAM16 41.62 29.2 PASS
7 10 20800 50 #0 QAM16 0.00 0 PASS
7 10 20800 50 #0 QAM16 41.58 29.2 PASS
7 10 20800 50 #0 QAM16 43.97 32.2 PASS
7 10 20800 50 #0 QAM16 47.07 35.2 PASS
7 10 21100 12 #0 QPSK 53.62 35.2 PASS
7 10 21100 12 #0 QPSK 42.48 32.2 PASS
7 10 21100 12 #0 QPSK 41.79 29.2 PASS
7 10 21100 12 #0 QPSK 0.00 0 PASS
7 10 21100 12 #0 QPSK 45.86 29.2 PASS
7 10 21100 12 #0 QPSK 50.56 32.2 PASS
7 10 21100 12 #0 QPSK 49.82 35.2 PASS
7 10 21100 12 #Max QPSK 49.73 35.2 PASS
7 10 21100 12 #Max QPSK 50.80 32.2 PASS
7 10 21100 12 #Max QPSK 45.96 29.2 PASS
7 10 21100 12 #Max QPSK 0.00 0 PASS
7 10 21100 12 #Max QPSK 42.36 29.2 PASS
7 10 21100 12 #Max QPSK 43.02 32.2 PASS
7 10 21100 12 #Max QPSK 54.18 35.2 PASS
7 10 21100 50 #0 QPSK 47.46 35.2 PASS
7 10 21100 50 #0 QPSK 45.04 32.2 PASS
7 10 21100 50 #0 QPSK 42.41 29.2 PASS
7 10 21100 50 #0 QPSK 0.00 0 PASS
7 10 21100 50 #0 QPSK 42.72 29.2 PASS
7 10 21100 50 #0 QPSK 45.16 32.2 PASS
7 10 21100 50 #0 QPSK 48.06 35.2 PASS
7 10 21100 12 #0 QAM16 52.74 35.2 PASS
7 10 21100 12 #0 QAM16 43.61 32.2 PASS
7 10 21100 12 #0 QAM16 42.59 29.2 PASS
7 10 21100 12 #0 QAM16 0.00 0 PASS
7 10 21100 12 #0 QAM16 45.88 29.2 PASS
7 10 21100 12 #0 QAM16 50.55 32.2 PASS
7 10 21100 12 #0 QAM16 49.82 35.2 PASS
7 10 21100 12 #Max QAM16 49.71 35.2 PASS
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7 10 21100 12 #Max QAM16 50.48 32.2 PASS
7 10 21100 12 #Max QAM16 45.89 29.2 PASS
7 10 21100 12 #Max QAM16 0.00 0 PASS
7 10 21100 12 #Max QAM16 42.97 29.2 PASS
7 10 21100 12 #Max QAM16 43.92 32.2 PASS
7 10 21100 12 #Max QAM16 53.37 35.2 PASS
7 10 21100 50 #0 QAM16 47.86 35.2 PASS
7 10 21100 50 #0 QAM16 45.36 32.2 PASS
7 10 21100 50 #0 QAM16 42.70 29.2 PASS
7 10 21100 50 #0 QAM16 0.00 0 PASS
7 10 21100 50 #0 QAM16 43.04 29.2 PASS
7 10 21100 50 #0 QAM16 45.56 32.2 PASS
7 10 21100 50 #0 QAM16 48.37 35.2 PASS
7 10 21400 12 #0 QPSK 53.22 35.2 PASS
7 10 21400 12 #0 QPSK 38.75 32.2 PASS
7 10 21400 12 #0 QPSK 38.22 29.2 PASS
7 10 21400 12 #0 QPSK 0.00 0 PASS
7 10 21400 12 #0 QPSK 46.26 29.2 PASS
7 10 21400 12 #0 QPSK 50.79 32.2 PASS
7 10 21400 12 #0 QPSK 50.15 35.2 PASS
7 10 21400 12 #Max QPSK 49.04 35.2 PASS
7 10 21400 12 #Max QPSK 50.07 32.2 PASS
7 10 21400 12 #Max QPSK 45.25 29.2 PASS
7 10 21400 12 #Max QPSK 0.00 0 PASS
7 10 21400 12 #Max QPSK 41.95 29.2 PASS
7 10 21400 12 #Max QPSK 42.66 32.2 PASS
7 10 21400 12 #Max QPSK 54.24 35.2 PASS
7 10 21400 50 #0 QPSK 45.55 35.2 PASS
7 10 21400 50 #0 QPSK 43.12 32.2 PASS
7 10 21400 50 #0 QPSK 40.50 29.2 PASS
7 10 21400 50 #0 QPSK 0.00 0 PASS
7 10 21400 50 #0 QPSK 42.98 29.2 PASS
7 10 21400 50 #0 QPSK 45.33 32.2 PASS
7 10 21400 50 #0 QPSK 48.51 35.2 PASS
7 10 21400 12 #0 QAM16 52.47 35.2 PASS
7 10 21400 12 #0 QAM16 40.71 32.2 PASS
7 10 21400 12 #0 QAM16 39.91 29.2 PASS
7 10 21400 12 #0 QAM16 0.00 0 PASS
7 10 21400 12 #0 QAM16 46.21 29.2 PASS
7 10 21400 12 #0 QAM16 50.60 32.2 PASS
7 10 21400 12 #0 QAM16 50.31 35.2 PASS
7 10 21400 12 #Max QAM16 49.07 35.2 PASS
7 10 21400 12 #Max QAM16 50.26 32.2 PASS
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7 10 21400 12 #Max QAM16 45.35 29.2 PASS
7 10 21400 12 #Max QAM16 0.00 0 PASS
7 10 21400 12 #Max QAM16 43.05 29.2 PASS
7 10 21400 12 #Max QAM16 44.05 32.2 PASS
7 10 21400 12 #Max QAM16 53.41 35.2 PASS
7 10 21400 50 #0 QAM16 46.05 35.2 PASS
7 10 21400 50 #0 QAM16 42.67 32.2 PASS
7 10 21400 50 #0 QAM16 40.35 29.2 PASS
7 10 21400 50 #0 QAM16 0.00 0 PASS
7 10 21400 50 #0 QAM16 42.63 29.2 PASS
7 10 21400 50 #0 QAM16 44.86 32.2 PASS
7 10 21400 50 #0 QAM16 48.47 35.2 PASS
7 20 20850 18 #0 QPSK 51.62 35.2 PASS
7 20 20850 18 #0 QPSK 41.21 32.2 PASS
7 20 20850 18 #0 QPSK 41.22 29.2 PASS
7 20 20850 18 #0 QPSK 0.00 0 PASS
7 20 20850 18 #0 QPSK 44.27 29.2 PASS
7 20 20850 18 #0 QPSK 52.83 32.2 PASS
7 20 20850 18 #0 QPSK 52.06 35.2 PASS
7 20 20850 18 #Max QPSK 51.30 35.2 PASS
7 20 20850 18 #Max QPSK 52.19 32.2 PASS
7 20 20850 18 #Max QPSK 44.90 29.2 PASS
7 20 20850 18 #Max QPSK 0.00 0 PASS
7 20 20850 18 #Max QPSK 41.54 29.2 PASS
7 20 20850 18 #Max QPSK 41.60 32.2 PASS
7 20 20850 18 #Max QPSK 52.32 35.2 PASS
7 20 20850 100 #0 QPSK 47.86 35.2 PASS
7 20 20850 100 #0 QPSK 46.60 32.2 PASS
7 20 20850 100 #0 QPSK 41.98 29.2 PASS
7 20 20850 100 #0 QPSK 0.00 0 PASS
7 20 20850 100 #0 QPSK 41.12 29.2 PASS
7 20 20850 100 #0 QPSK 46.50 32.2 PASS
7 20 20850 100 #0 QPSK 47.64 35.2 PASS
7 20 20850 18 #0 QAM16 50.73 35.2 PASS
7 20 20850 18 #0 QAM16 42.59 32.2 PASS
7 20 20850 18 #0 QAM16 41.84 29.2 PASS
7 20 20850 18 #0 QAM16 0.00 0 PASS
7 20 20850 18 #0 QAM16 43.86 29.2 PASS
7 20 20850 18 #0 QAM16 51.90 32.2 PASS
7 20 20850 18 #0 QAM16 51.53 35.2 PASS
7 20 20850 18 #Max QAM16 50.53 35.2 PASS
7 20 20850 18 #Max QAM16 51.19 32.2 PASS
7 20 20850 18 #Max QAM16 44.21 29.2 PASS
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7 20 20850 18 #Max QAM16 0.00 0 PASS
7 20 20850 18 #Max QAM16 42.30 29.2 PASS
7 20 20850 18 #Max QAM16 43.38 32.2 PASS
7 20 20850 18 #Max QAM16 51.54 35.2 PASS
7 20 20850 100 #0 QAM16 47.33 35.2 PASS
7 20 20850 100 #0 QAM16 46.08 32.2 PASS
7 20 20850 100 #0 QAM16 41.41 29.2 PASS
7 20 20850 100 #0 QAM16 0.00 0 PASS
7 20 20850 100 #0 QAM16 40.86 29.2 PASS
7 20 20850 100 #0 QAM16 45.99 32.2 PASS
7 20 20850 100 #0 QAM16 47.26 35.2 PASS
7 20 21100 18 #0 QPSK 51.78 35.2 PASS
7 20 21100 18 #0 QPSK 43.23 32.2 PASS
7 20 21100 18 #0 QPSK 42.44 29.2 PASS
7 20 21100 18 #0 QPSK 0.00 0 PASS
7 20 21100 18 #0 QPSK 4411 29.2 PASS
7 20 21100 18 #0 QPSK 53.04 32.2 PASS
7 20 21100 18 #0 QPSK 52.03 35.2 PASS
7 20 21100 18 #Max QPSK 51.38 35.2 PASS
7 20 21100 18 #Max QPSK 52.51 32.2 PASS
7 20 21100 18 #Max QPSK 44.16 29.2 PASS
7 20 21100 18 #Max QPSK 0.00 0 PASS
7 20 21100 18 #Max QPSK 43.84 29.2 PASS
7 20 21100 18 #Max QPSK 45.43 32.2 PASS
7 20 21100 18 #Max QPSK 52.84 35.2 PASS
7 20 21100 100 #0 QPSK 47.58 35.2 PASS
7 20 21100 100 #0 QPSK 46.67 32.2 PASS
7 20 21100 100 #0 QPSK 41.49 29.2 PASS
7 20 21100 100 #0 QPSK 0.00 0 PASS
7 20 21100 100 #0 QPSK 42.64 29.2 PASS
7 20 21100 100 #0 QPSK 47.87 32.2 PASS
7 20 21100 100 #0 QPSK 49.12 35.2 PASS
7 20 21100 18 #0 QAM16 50.88 35.2 PASS
7 20 21100 18 #0 QAM16 43.70 32.2 PASS
7 20 21100 18 #0 QAM16 42.37 29.2 PASS
7 20 21100 18 #0 QAM16 0.00 0 PASS
7 20 21100 18 #0 QAM16 43.81 29.2 PASS
7 20 21100 18 #0 QAM16 52.09 32.2 PASS
7 20 21100 18 #0 QAM16 51.53 35.2 PASS
7 20 21100 18 #Max QAM16 50.58 35.2 PASS
7 20 21100 18 #Max QAM16 51.53 32.2 PASS
7 20 21100 18 #Max QAM16 43.69 29.2 PASS
7 20 21100 18 #Max QAM16 0.00 0 PASS
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7 20 21100 18 #Max QAM16 43.62 29.2 PASS
7 20 21100 18 #Max QAM16 45.75 32.2 PASS
7 20 21100 18 #Max QAM16 51.95 35.2 PASS
7 20 21100 100 #0 QAM16 47.26 35.2 PASS
7 20 21100 100 #0 QAM16 46.51 32.2 PASS
7 20 21100 100 #0 QAM16 41.27 29.2 PASS
7 20 21100 100 #0 QAM16 0.00 0 PASS
7 20 21100 100 #0 QAM16 42.38 29.2 PASS
7 20 21100 100 #0 QAM16 47.69 32.2 PASS
7 20 21100 100 #0 QAM16 48.71 35.2 PASS
7 20 21350 18 #0 QPSK 52.24 35.2 PASS
7 20 21350 18 #0 QPSK 41.38 32.2 PASS
7 20 21350 18 #0 QPSK 41.57 29.2 PASS
7 20 21350 18 #0 QPSK 0.00 0 PASS
7 20 21350 18 #0 QPSK 45.68 29.2 PASS
7 20 21350 18 #0 QPSK 53.79 32.2 PASS
7 20 21350 18 #0 QPSK 53.16 35.2 PASS
7 20 21350 18 #Max QPSK 51.78 35.2 PASS
7 20 21350 18 #Max QPSK 53.25 32.2 PASS
7 20 21350 18 #Max QPSK 44.08 29.2 PASS
7 20 21350 18 #Max QPSK 0.00 0 PASS
7 20 21350 18 #Max QPSK 43.17 29.2 PASS
7 20 21350 18 #Max QPSK 43.30 32.2 PASS
7 20 21350 18 #Max QPSK 53.55 35.2 PASS
7 20 21350 100 #0 QPSK 45.62 35.2 PASS
7 20 21350 100 #0 QPSK 44.44 32.2 PASS
7 20 21350 100 #0 QPSK 39.48 29.2 PASS
7 20 21350 100 #0 QPSK 0.00 0 PASS
7 20 21350 100 #0 QPSK 41.67 29.2 PASS
7 20 21350 100 #0 QPSK 46.02 32.2 PASS
7 20 21350 100 #0 QPSK 47.78 35.2 PASS
7 20 21350 18 #0 QAM16 51.48 35.2 PASS
7 20 21350 18 #0 QAM16 42.93 32.2 PASS
7 20 21350 18 #0 QAM16 42.27 29.2 PASS
7 20 21350 18 #0 QAM16 0.00 0 PASS
7 20 21350 18 #0 QAM16 45.16 29.2 PASS
7 20 21350 18 #0 QAM16 52.77 32.2 PASS
7 20 21350 18 #0 QAM16 52.60 35.2 PASS
7 20 21350 18 #Max QAM16 51.24 35.2 PASS
7 20 21350 18 #Max QAM16 52.28 32.2 PASS
7 20 21350 18 #Max QAM16 43.85 29.2 PASS
7 20 21350 18 #Max QAM16 0.00 0 PASS
7 20 21350 18 #Max QAM16 43.65 29.2 PASS
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7 20 21350 18 #Max QAM16 44.84 32.2 PASS
7 20 21350 18 #Max QAM16 52.85 35.2 PASS
7 20 21350 100 #0 QAM16 46.39 35.2 PASS
7 20 21350 100 #0 QAM16 45.35 32.2 PASS
7 20 21350 100 #0 QAM16 40.31 29.2 PASS
7 20 21350 100 #0 QAM16 0.00 0 PASS
7 20 21350 100 #0 QAM16 42.01 29.2 PASS
7 20 21350 100 #0 QAM16 46.63 32.2 PASS
7 20 21350 100 #0 QAM16 48.22 35.2 PASS
8 1.4 21457 5 #0 QPSK 45.78 32.2 PASS
8 14 21457 5 #0 QPSK 39.88 29.2 PASS
8 1.4 21457 5 #0 QPSK 0.00 0 PASS
8 1.4 21457 5 #0 QPSK 42.61 29.2 PASS
8 1.4 21457 5 #0 QPSK 48.25 32.2 PASS
8 1.4 21457 5 #Max QPSK 48.27 32.2 PASS
8 1.4 21457 5 #Max QPSK 42.73 29.2 PASS
8 1.4 21457 5 #Max QPSK 0.00 0 PASS
8 1.4 21457 5 #Max QPSK 39.34 29.2 PASS
8 1.4 21457 5 #Max QPSK 45.57 32.2 PASS
8 1.4 21457 6 #0 QPSK 46.81 32.2 PASS
8 1.4 21457 6 #0 QPSK 43.97 29.2 PASS
8 14 21457 6 #0 QPSK 0.00 0 PASS
8 14 21457 6 #0 QPSK 42.98 29.2 PASS
8 14 21457 6 #0 QPSK 46.31 32.2 PASS
8 14 21457 5 #0 QAM16 47.57 32.2 PASS
8 14 21457 5 #0 QAM16 43.22 29.2 PASS
8 14 21457 5 #0 QAM16 0.00 0 PASS
8 14 21457 5 #0 QAM16 44.97 29.2 PASS
8 14 21457 5 #0 QAM16 48.87 32.2 PASS
8 14 21457 5 #Max QAM16 49.22 32.2 PASS
8 1.4 21457 5 #Max QAM16 45.83 29.2 PASS
8 1.4 21457 5 #Max QAM16 0.00 0 PASS
8 1.4 21457 5 #Max QAM16 42.40 29.2 PASS
8 1.4 21457 5 #Max QAM16 47.13 32.2 PASS
8 1.4 21457 6 #0 QAM16 47.58 32.2 PASS
8 1.4 21457 6 #0 QAM16 46.45 29.2 PASS
8 1.4 21457 6 #0 QAM16 0.00 0 PASS
8 1.4 21457 6 #0 QAM16 45.34 29.2 PASS
8 1.4 21457 6 #0 QAM16 47.27 32.2 PASS
8 1.4 21625 5 #0 QPSK 50.29 32.2 PASS
8 1.4 21625 5 #0 QPSK 51.14 29.2 PASS
8 1.4 21625 5 #0 QPSK 0.00 0 PASS
8 1.4 21625 5 #0 QPSK 50.13 29.2 PASS
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8 14 21625 5 #0 QPSK 50.20 32.2 PASS
8 14 21625 5 #Max QPSK 50.70 32.2 PASS
8 14 21625 5 #Max QPSK 51.54 29.2 PASS
8 1.4 21625 5 #Max QPSK 0.00 0 PASS
8 1.4 21625 5 #Max QPSK 49.63 29.2 PASS
8 1.4 21625 5 #Max QPSK 49.71 32.2 PASS
8 14 21625 6 #0 QPSK 50.15 32.2 PASS
8 14 21625 6 #0 QPSK 52.36 29.2 PASS
8 14 21625 6 #0 QPSK 0.00 0 PASS
8 14 21625 6 #0 QPSK 50.78 29.2 PASS
8 14 21625 6 #0 QPSK 49.75 32.2 PASS
8 14 21625 5 #0 QAM16 49.86 32.2 PASS
8 1.4 21625 5 #0 QAM16 50.49 29.2 PASS
8 1.4 21625 5 #0 QAM16 0.00 0 PASS
8 1.4 21625 5 #0 QAM16 50.06 29.2 PASS
8 1.4 21625 5 #0 QAM16 49.84 32.2 PASS
8 1.4 21625 5 #Max QAM16 50.18 32.2 PASS
8 1.4 21625 5 #Max QAM16 50.81 29.2 PASS
8 1.4 21625 5 #Max QAM16 0.00 0 PASS
8 1.4 21625 5 #Max QAM16 49.53 29.2 PASS
8 1.4 21625 5 #Max QAM16 49.41 32.2 PASS
8 14 21625 6 #0 QAM16 48.96 32.2 PASS
8 14 21625 6 #0 QAM16 50.79 29.2 PASS
8 14 21625 6 #0 QAM16 0.00 0 PASS
8 14 21625 6 #0 QAM16 49.68 29.2 PASS
8 14 21625 6 #0 QAM16 48.48 32.2 PASS
8 14 21793 5 #0 QPSK 48.12 32.2 PASS
8 14 21793 5 #0 QPSK 44.68 29.2 PASS
8 14 21793 5 #0 QPSK 0.00 0 PASS
8 14 21793 5 #0 QPSK 45.44 29.2 PASS
8 14 21793 5 #0 QPSK 49.48 32.2 PASS
8 14 21793 5 #Max QPSK 49.25 32.2 PASS
8 14 21793 5 #Max QPSK 45.82 29.2 PASS
8 14 21793 5 #Max QPSK 0.00 0 PASS
8 14 21793 5 #Max QPSK 42.24 29.2 PASS
8 1.4 21793 5 #Max QPSK 47.42 32.2 PASS
8 1.4 21793 6 #0 QPSK 49.26 32.2 PASS
8 1.4 21793 6 #0 QPSK 49.49 29.2 PASS
8 1.4 21793 6 #0 QPSK 0.00 0 PASS
8 1.4 21793 6 #0 QPSK 46.37 29.2 PASS
8 1.4 21793 6 #0 QPSK 48.50 32.2 PASS
8 1.4 21793 5 #0 QAM16 48.51 32.2 PASS
8 1.4 21793 5 #0 QAM16 45.81 29.2 PASS
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8 14 21793 5 #0 QAM16 0.00 0 PASS
8 14 21793 5 #0 QAM16 46.32 29.2 PASS
8 14 21793 5 #0 QAM16 49.62 32.2 PASS
8 1.4 21793 5 #Max QAM16 49.49 32.2 PASS
8 1.4 21793 5 #Max QAM16 47.23 29.2 PASS
8 1.4 21793 5 #Max QAM16 0.00 0 PASS
8 1.4 21793 5 #Max QAM16 43.76 29.2 PASS
8 14 21793 5 #Max QAM16 48.03 32.2 PASS
8 14 21793 6 #0 QAM16 49.05 32.2 PASS
8 14 21793 6 #0 QAM16 50.35 29.2 PASS
8 14 21793 6 #0 QAM16 0.00 0 PASS
8 14 21793 6 #0 QAM16 48.00 29.2 PASS
8 1.4 21793 6 #0 QAM16 48.78 32.2 PASS
8 5 21475 8 #0 QPSK 52.94 35.2 PASS
8 5 21475 8 #0 QPSK 44.30 32.2 PASS
8 5 21475 8 #0 QPSK 41.55 29.2 PASS
8 5 21475 8 #0 QPSK 0.00 0 PASS
8 5 21475 8 #0 QPSK 50.07 29.2 PASS
8 5 21475 8 #0 QPSK 50.65 32.2 PASS
8 5 21475 8 #0 QPSK 53.31 35.2 PASS
8 5 21475 8 #Max QPSK 53.01 35.2 PASS
8 5 21475 8 #Max QPSK 49.84 32.2 PASS
8 5 21475 8 #Max QPSK 49.33 29.2 PASS
8 5 21475 8 #Max QPSK 0.00 0 PASS
8 5 21475 8 #Max QPSK 40.60 29.2 PASS
8 5 21475 8 #Max QPSK 43.60 32.2 PASS
8 5 21475 8 #Max QPSK 53.09 35.2 PASS
8 5 21475 25 #0 QPSK 51.86 35.2 PASS
8 5 21475 25 #0 QPSK 43.60 32.2 PASS
8 5 21475 25 #0 QPSK 42.68 29.2 PASS
8 5 21475 25 #0 QPSK 0.00 0 PASS
8 5 21475 25 #0 QPSK 42.77 29.2 PASS
8 5 21475 25 #0 QPSK 43.69 32.2 PASS
8 5 21475 25 #0 QPSK 51.78 35.2 PASS
8 5 21475 8 #0 QAM16 51.93 35.2 PASS
8 5 21475 8 #0 QAM16 46.51 32.2 PASS
8 5 21475 8 #0 QAM16 43.81 29.2 PASS
8 5 21475 8 #0 QAM16 0.00 0 PASS
8 5 21475 8 #0 QAM16 49.58 29.2 PASS
8 5 21475 8 #0 QAM16 50.20 32.2 PASS
8 5 21475 8 #0 QAM16 52.28 35.2 PASS
8 5 21475 8 #Max QAM16 51.95 35.2 PASS
8 5 21475 8 #Max QAM16 49.73 32.2 PASS
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8 5 21475 8 #Max QAM16 49.17 29.2 PASS
8 5 21475 8 #Max QAM16 0.00 0 PASS
8 5 21475 8 #Max QAM16 43.38 29.2 PASS
8 5 21475 8 #Max QAM16 46.11 32.2 PASS
8 5 21475 8 #Max QAM16 52.23 35.2 PASS
8 5 21475 25 #0 QAM16 50.95 35.2 PASS
8 5 21475 25 #0 QAM16 45.48 32.2 PASS
8 5 21475 25 #0 QAM16 44.42 29.2 PASS
8 5 21475 25 #0 QAM16 0.00 0 PASS
8 5 21475 25 #0 QAM16 44.54 29.2 PASS
8 5 21475 25 #0 QAM16 45.46 32.2 PASS
8 5 21475 25 #0 QAM16 50.98 35.2 PASS
8 5 21625 8 #0 QPSK 53.87 35.2 PASS
8 5 21625 8 #0 QPSK 49.61 32.2 PASS
8 5 21625 8 #0 QPSK 47.51 29.2 PASS
8 5 21625 8 #0 QPSK 0.00 0 PASS
8 5 21625 8 #0 QPSK 47.67 29.2 PASS
8 5 21625 8 #0 QPSK 48.04 32.2 PASS
8 5 21625 8 #0 QPSK 54.49 35.2 PASS
8 5 21625 8 #Max QPSK 54.20 35.2 PASS
8 5 21625 8 #Max QPSK 50.27 32.2 PASS
8 5 21625 8 #Max QPSK 49.77 29.2 PASS
8 5 21625 8 #Max QPSK 0.00 0 PASS
8 5 21625 8 #Max QPSK 46.95 29.2 PASS
8 5 21625 8 #Max QPSK 49.38 32.2 PASS
8 5 21625 8 #Max QPSK 54.37 35.2 PASS
8 5 21625 25 #0 QPSK 52.31 35.2 PASS
8 5 21625 25 #0 QPSK 48.43 32.2 PASS
8 5 21625 25 #0 QPSK 47.50 29.2 PASS
8 5 21625 25 #0 QPSK 0.00 0 PASS
8 5 21625 25 #0 QPSK 48.09 29.2 PASS
8 5 21625 25 #0 QPSK 49.31 32.2 PASS
8 5 21625 25 #0 QPSK 52.59 35.2 PASS
8 5 21625 8 #0 QAM16 52.99 35.2 PASS
8 5 21625 8 #0 QAM16 49.37 32.2 PASS
8 5 21625 8 #0 QAM16 47.48 29.2 PASS
8 5 21625 8 #0 QAM16 0.00 0 PASS
8 5 21625 8 #0 QAM16 47.62 29.2 PASS
8 5 21625 8 #0 QAM16 48.03 32.2 PASS
8 5 21625 8 #0 QAM16 53.46 35.2 PASS
8 5 21625 8 #Max QAM16 53.29 35.2 PASS
8 5 21625 8 #Max QAM16 50.15 32.2 PASS
8 5 21625 8 #Max QAM16 49.61 29.2 PASS
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8 5 21625 8 #Max QAM16 0.00 0 PASS
8 5 21625 8 #Max QAM16 47.60 29.2 PASS
8 5 21625 8 #Max QAM16 49.24 32.2 PASS
8 5 21625 8 #Max QAM16 53.47 35.2 PASS
8 5 21625 25 #0 QAM16 51.19 35.2 PASS
8 5 21625 25 #0 QAM16 48.09 32.2 PASS
8 5 21625 25 #0 QAM16 47.07 29.2 PASS
8 5 21625 25 #0 QAM16 0.00 0 PASS
8 5 21625 25 #0 QAM16 47.68 29.2 PASS
8 5 21625 25 #0 QAM16 48.65 32.2 PASS
8 5 21625 25 #0 QAM16 51.41 35.2 PASS
8 5 21775 8 #0 QPSK 52.97 35.2 PASS
8 5 21775 8 #0 QPSK 46.25 32.2 PASS
8 5 21775 8 #0 QPSK 43.63 29.2 PASS
8 5 21775 8 #0 QPSK 0.00 0 PASS
8 5 21775 8 #0 QPSK 48.22 29.2 PASS
8 5 21775 8 #0 QPSK 48.62 32.2 PASS
8 5 21775 8 #0 QPSK 53.90 35.2 PASS
8 5 21775 8 #Max QPSK 53.34 35.2 PASS
8 5 21775 8 #Max QPSK 48.77 32.2 PASS
8 5 21775 8 #Max QPSK 48.37 29.2 PASS
8 5 21775 8 #Max QPSK 0.00 0 PASS
8 5 21775 8 #Max QPSK 43.26 29.2 PASS
8 5 21775 8 #Max QPSK 45.86 32.2 PASS
8 5 21775 8 #Max QPSK 53.89 35.2 PASS
8 5 21775 25 #0 QPSK 51.43 35.2 PASS
8 5 21775 25 #0 QPSK 45.02 32.2 PASS
8 5 21775 25 #0 QPSK 44.26 29.2 PASS
8 5 21775 25 #0 QPSK 0.00 0 PASS
8 5 21775 25 #0 QPSK 46.03 29.2 PASS
8 5 21775 25 #0 QPSK 46.95 32.2 PASS
8 5 21775 25 #0 QPSK 52.94 35.2 PASS
8 5 21775 8 #0 QAM16 52.21 35.2 PASS
8 5 21775 8 #0 QAM16 47.86 32.2 PASS
8 5 21775 8 #0 QAM16 45.37 29.2 PASS
8 5 21775 8 #0 QAM16 0.00 0 PASS
8 5 21775 8 #0 QAM16 48.92 29.2 PASS
8 5 21775 8 #0 QAM16 49.42 32.2 PASS
8 5 21775 8 #0 QAM16 52.96 35.2 PASS
8 5 21775 8 #Max QAM16 52.39 35.2 PASS
8 5 21775 8 #Max QAM16 48.86 32.2 PASS
8 5 21775 8 #Max QAM16 48.40 29.2 PASS
8 5 21775 8 #Max QAM16 0.00 0 PASS
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8 5 21775 8 #Max QAM16 45.62 29.2 PASS
8 5 21775 8 #Max QAM16 47.99 32.2 PASS
8 5 21775 8 #Max QAM16 52.88 35.2 PASS
8 5 21775 25 #0 QAM16 50.51 35.2 PASS
8 5 21775 25 #0 QAM16 45.30 32.2 PASS
8 5 21775 25 #0 QAM16 44.51 29.2 PASS
8 5 21775 25 #0 QAM16 0.00 0 PASS
8 5 21775 25 #0 QAM16 45.98 29.2 PASS
8 5 21775 25 #0 QAM16 46.92 32.2 PASS
8 5 21775 25 #0 QAM16 51.96 35.2 PASS
8 10 21500 12 #0 QPSK 52.71 35.2 PASS
8 10 21500 12 #0 QPSK 43.66 32.2 PASS
8 10 21500 12 #0 QPSK 42.68 29.2 PASS
8 10 21500 12 #0 QPSK 0.00 0 PASS
8 10 21500 12 #0 QPSK 48.05 29.2 PASS
8 10 21500 12 #0 QPSK 52.09 32.2 PASS
8 10 21500 12 #0 QPSK 51.85 35.2 PASS
8 10 21500 12 #Max QPSK 52.55 35.2 PASS
8 10 21500 12 #Max QPSK 51.60 32.2 PASS
8 10 21500 12 #Max QPSK 48.12 29.2 PASS
8 10 21500 12 #Max QPSK 0.00 0 PASS
8 10 21500 12 #Max QPSK 43.44 29.2 PASS
8 10 21500 12 #Max QPSK 44.48 32.2 PASS
8 10 21500 12 #Max QPSK 53.11 35.2 PASS
8 10 21500 50 #0 QPSK 50.97 35.2 PASS
8 10 21500 50 #0 QPSK 43.49 32.2 PASS
8 10 21500 50 #0 QPSK 42.16 29.2 PASS
8 10 21500 50 #0 QPSK 0.00 0 PASS
8 10 21500 50 #0 QPSK 43.08 29.2 PASS
8 10 21500 50 #0 QPSK 45.61 32.2 PASS
8 10 21500 50 #0 QPSK 48.22 35.2 PASS
8 10 21500 12 #0 QAM16 51.81 35.2 PASS
8 10 21500 12 #0 QAM16 44.87 32.2 PASS
8 10 21500 12 #0 QAM16 43.57 29.2 PASS
8 10 21500 12 #0 QAM16 0.00 0 PASS
8 10 21500 12 #0 QAM16 47.43 29.2 PASS
8 10 21500 12 #0 QAM16 51.36 32.2 PASS
8 10 21500 12 #0 QAM16 51.22 35.2 PASS
8 10 21500 12 #Max QAM16 51.70 35.2 PASS
8 10 21500 12 #Max QAM16 50.92 32.2 PASS
8 10 21500 12 #Max QAM16 47.43 29.2 PASS
8 10 21500 12 #Max QAM16 0.00 0 PASS
8 10 21500 12 #Max QAM16 44.06 29.2 PASS
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8 10 21500 12 #Max QAM16 45.46 32.2 PASS
8 10 21500 12 #Max QAM16 52.12 35.2 PASS
8 10 21500 50 #0 QAM16 50.39 35.2 PASS
8 10 21500 50 #0 QAM16 43.85 32.2 PASS
8 10 21500 50 #0 QAM16 42.41 29.2 PASS
8 10 21500 50 #0 QAM16 0.00 0 PASS
8 10 21500 50 #0 QAM16 42.68 29.2 PASS
8 10 21500 50 #0 QAM16 45.15 32.2 PASS
8 10 21500 50 #0 QAM16 48.04 35.2 PASS
8 10 21625 12 #0 QPSK 53.37 35.2 PASS
8 10 21625 12 #0 QPSK 48.55 32.2 PASS
8 10 21625 12 #0 QPSK 46.80 29.2 PASS
8 10 21625 12 #0 QPSK 0.00 0 PASS
8 10 21625 12 #0 QPSK 47.80 29.2 PASS
8 10 21625 12 #0 QPSK 51.84 32.2 PASS
8 10 21625 12 #0 QPSK 52.04 35.2 PASS
8 10 21625 12 #Max QPSK 52.12 35.2 PASS
8 10 21625 12 #Max QPSK 52.76 32.2 PASS
8 10 21625 12 #Max QPSK 48.47 29.2 PASS
8 10 21625 12 #Max QPSK 0.00 0 PASS
8 10 21625 12 #Max QPSK 46.28 29.2 PASS
8 10 21625 12 #Max QPSK 47.59 32.2 PASS
8 10 21625 12 #Max QPSK 54.33 35.2 PASS
8 10 21625 50 #0 QPSK 49.91 35.2 PASS
8 10 21625 50 #0 QPSK 47.74 32.2 PASS
8 10 21625 50 #0 QPSK 44.94 29.2 PASS
8 10 21625 50 #0 QPSK 0.00 0 PASS
8 10 21625 50 #0 QPSK 45.66 29.2 PASS
8 10 21625 50 #0 QPSK 48.23 32.2 PASS
8 10 21625 50 #0 QPSK 50.97 35.2 PASS
8 10 21625 12 #0 QAM16 52.55 35.2 PASS
8 10 21625 12 #0 QAM16 48.66 32.2 PASS
8 10 21625 12 #0 QAM16 46.59 29.2 PASS
8 10 21625 12 #0 QAM16 0.00 0 PASS
8 10 21625 12 #0 QAM16 47.55 29.2 PASS
8 10 21625 12 #0 QAM16 51.45 32.2 PASS
8 10 21625 12 #0 QAM16 51.68 35.2 PASS
8 10 21625 12 #Max QAM16 51.70 35.2 PASS
8 10 21625 12 #Max QAM16 52.12 32.2 PASS
8 10 21625 12 #Max QAM16 47.99 29.2 PASS
8 10 21625 12 #Max QAM16 0.00 0 PASS
8 10 21625 12 #Max QAM16 46.26 29.2 PASS
8 10 21625 12 #Max QAM16 47.91 32.2 PASS
Shenzhen Zhongjian Nanfang Testing Co., Ltd. Project No.: CCISE2006037

No0.110~116, Building B, Jinyuan Business Building, Xixiang Road,

Bao’an District, Shenzhen, Guangdong, China
Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366

Page 31 of 195



GCIS

Report No.: CCISE200603707

8 10 21625 12 #Max QAM16 53.42 35.2 PASS
8 10 21625 50 #0 QAM16 49.72 35.2 PASS
8 10 21625 50 #0 QAM16 47.65 32.2 PASS
8 10 21625 50 #0 QAM16 44.86 29.2 PASS
8 10 21625 50 #0 QAM16 0.00 0 PASS
8 10 21625 50 #0 QAM16 45.86 29.2 PASS
8 10 21625 50 #0 QAM16 48.49 32.2 PASS
8 10 21625 50 #0 QAM16 50.95 35.2 PASS
8 10 21750 12 #0 QPSK 52.72 35.2 PASS
8 10 21750 12 #0 QPSK 42.80 32.2 PASS
8 10 21750 12 #0 QPSK 41.87 29.2 PASS
8 10 21750 12 #0 QPSK 0.00 0 PASS
8 10 21750 12 #0 QPSK 49.64 29.2 PASS
8 10 21750 12 #0 QPSK 52.78 32.2 PASS
8 10 21750 12 #0 QPSK 53.86 35.2 PASS
8 10 21750 12 #Max QPSK 50.06 35.2 PASS
8 10 21750 12 #Max QPSK 50.44 32.2 PASS
8 10 21750 12 #Max QPSK 46.10 29.2 PASS
8 10 21750 12 #Max QPSK 0.00 0 PASS
8 10 21750 12 #Max QPSK 44.57 29.2 PASS
8 10 21750 12 #Max QPSK 45.62 32.2 PASS
8 10 21750 12 #Max QPSK 53.94 35.2 PASS
8 10 21750 50 #0 QPSK 47.13 35.2 PASS
8 10 21750 50 #0 QPSK 41.91 32.2 PASS
8 10 21750 50 #0 QPSK 39.97 29.2 PASS
8 10 21750 50 #0 QPSK 0.00 0 PASS
8 10 21750 50 #0 QPSK 46.63 29.2 PASS
8 10 21750 50 #0 QPSK 48.32 32.2 PASS
8 10 21750 50 #0 QPSK 53.12 35.2 PASS
8 10 21750 12 #0 QAM16 51.82 35.2 PASS
8 10 21750 12 #0 QAM16 44.43 32.2 PASS
8 10 21750 12 #0 QAM16 43.08 29.2 PASS
8 10 21750 12 #0 QAM16 0.00 0 PASS
8 10 21750 12 #0 QAM16 48.72 29.2 PASS
8 10 21750 12 #0 QAM16 51.91 32.2 PASS
8 10 21750 12 #0 QAM16 52.88 35.2 PASS
8 10 21750 12 #Max QAM16 49.82 35.2 PASS
8 10 21750 12 #Max QAM16 50.27 32.2 PASS
8 10 21750 12 #Max QAM16 45.95 29.2 PASS
8 10 21750 12 #Max QAM16 0.00 0 PASS
8 10 21750 12 #Max QAM16 45.17 29.2 PASS
8 10 21750 12 #Max QAM16 46.56 32.2 PASS
8 10 21750 12 #Max QAM16 52.98 35.2 PASS
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8 10 21750 50 #0 QAM16 47.79 35.2 PASS
8 10 21750 50 #0 QAM16 42.20 32.2 PASS
8 10 21750 50 #0 QAM16 40.38 29.2 PASS
8 10 21750 50 #0 QAM16 0.00 0 PASS
8 10 21750 50 #0 QAM16 46.01 29.2 PASS
8 10 21750 50 #0 QAM16 47.91 32.2 PASS
8 10 21750 50 #0 QAM16 52.02 35.2 PASS
20 5 24175 8 #0 QPSK 52.46 35.2 PASS
20 5 24175 8 #0 QPSK 45.11 32.2 PASS
20 5 24175 8 #0 QPSK 42.54 29.2 PASS
20 5 24175 8 #0 QPSK 0.00 0 PASS
20 5 24175 8 #0 QPSK 46.48 29.2 PASS
20 5 24175 8 #0 QPSK 46.86 32.2 PASS
20 5 24175 8 #0 QPSK 52.72 35.2 PASS
20 5 24175 8 #Max QPSK 52.50 35.2 PASS
20 5 24175 8 #Max QPSK 48.43 32.2 PASS
20 5 24175 8 #Max QPSK 47.96 29.2 PASS
20 5 24175 8 #Max QPSK 0.00 0 PASS
20 5 24175 8 #Max QPSK 44.76 29.2 PASS
20 5 24175 8 #Max QPSK 46.92 32.2 PASS
20 5 24175 8 #Max QPSK 52.39 35.2 PASS
20 5 24175 25 #0 QPSK 51.60 35.2 PASS
20 5 24175 25 #0 QPSK 45.68 32.2 PASS
20 5 24175 25 #0 QPSK 44.75 29.2 PASS
20 5 24175 25 #0 QPSK 0.00 0 PASS
20 5 24175 25 #0 QPSK 43.39 29.2 PASS
20 5 24175 25 #0 QPSK 44.25 32.2 PASS
20 5 24175 25 #0 QPSK 49.85 35.2 PASS
20 5 24175 8 #0 QAM16 51.42 35.2 PASS
20 5 24175 8 #0 QAM16 46.19 32.2 PASS
20 5 24175 8 #0 QAM16 43.80 29.2 PASS
20 5 24175 8 #0 QAM16 0.00 0 PASS
20 5 24175 8 #0 QAM16 46.38 29.2 PASS
20 5 24175 8 #0 QAM16 46.76 32.2 PASS
20 5 24175 8 #0 QAM16 51.67 35.2 PASS
20 5 24175 8 #Max QAM16 51.51 35.2 PASS
20 5 24175 8 #Max QAM16 48.41 32.2 PASS
20 5 24175 8 #Max QAM16 47.89 29.2 PASS
20 5 24175 8 #Max QAM16 0.00 0 PASS
20 5 24175 8 #Max QAM16 44.74 29.2 PASS
20 5 24175 8 #Max QAM16 46.47 32.2 PASS
20 5 24175 8 #Max QAM16 51.54 35.2 PASS
20 5 24175 25 #0 QAM16 50.64 35.2 PASS
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20 5 24175 25 #0 QAM16 46.57 32.2 PASS
20 5 24175 25 #0 QAM16 45.37 29.2 PASS
20 5 24175 25 #0 QAM16 0.00 0 PASS
20 5 24175 25 #0 QAM16 42.72 29.2 PASS
20 5 24175 25 #0 QAM16 43.48 32.2 PASS
20 5 24175 25 #0 QAM16 49.41 35.2 PASS
20 5 24300 8 #0 QPSK 53.44 35.2 PASS
20 5 24300 8 #0 QPSK 46.54 32.2 PASS
20 5 24300 8 #0 QPSK 44.32 29.2 PASS
20 5 24300 8 #0 QPSK 0.00 0 PASS
20 5 24300 8 #0 QPSK 48.85 29.2 PASS
20 5 24300 8 #0 QPSK 49.28 32.2 PASS
20 5 24300 8 #0 QPSK 53.94 35.2 PASS
20 5 24300 8 #Max QPSK 53.48 35.2 PASS
20 5 24300 8 #Max QPSK 47.03 32.2 PASS
20 5 24300 8 #Max QPSK 46.68 29.2 PASS
20 5 24300 8 #Max QPSK 0.00 0 PASS
20 5 24300 8 #Max QPSK 45.27 29.2 PASS
20 5 24300 8 #Max QPSK 47.69 32.2 PASS
20 5 24300 8 #Max QPSK 53.36 35.2 PASS
20 5 24300 25 #0 QPSK 51.90 35.2 PASS
20 5 24300 25 #0 QPSK 46.63 32.2 PASS
20 5 24300 25 #0 QPSK 45.70 29.2 PASS
20 5 24300 25 #0 QPSK 0.00 0 PASS
20 5 24300 25 #0 QPSK 46.13 29.2 PASS
20 5 24300 25 #0 QPSK 47.15 32.2 PASS
20 5 24300 25 #0 QPSK 51.68 35.2 PASS
20 5 24300 8 #0 QAM16 52.43 35.2 PASS
20 5 24300 8 #0 QAM16 46.90 32.2 PASS
20 5 24300 8 #0 QAM16 45.02 29.2 PASS
20 5 24300 8 #0 QAM16 0.00 0 PASS
20 5 24300 8 #0 QAM16 48.69 29.2 PASS
20 5 24300 8 #0 QAM16 49.17 32.2 PASS
20 5 24300 8 #0 QAM16 52.91 35.2 PASS
20 5 24300 8 #Max QAM16 52.48 35.2 PASS
20 5 24300 8 #Max QAM16 47.13 32.2 PASS
20 5 24300 8 #Max QAM16 46.77 29.2 PASS
20 5 24300 8 #Max QAM16 0.00 0 PASS
20 5 24300 8 #Max QAM16 45.57 29.2 PASS
20 5 24300 8 #Max QAM16 47.78 32.2 PASS
20 5 24300 8 #Max QAM16 52.55 35.2 PASS
20 5 24300 25 #0 QAM16 51.04 35.2 PASS
20 5 24300 25 #0 QAM16 46.67 32.2 PASS
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20 5 24300 25 #0 QAM16 45.55 29.2 PASS
20 5 24300 25 #0 QAM16 0.00 0 PASS
20 5 24300 25 #0 QAM16 45.29 29.2 PASS
20 5 24300 25 #0 QAM16 46.16 32.2 PASS
20 5 24300 25 #0 QAM16 50.98 35.2 PASS
20 5 24425 8 #0 QPSK 53.44 35.2 PASS
20 5 24425 8 #0 QPSK 48.76 32.2 PASS
20 5 24425 8 #0 QPSK 46.93 29.2 PASS
20 5 24425 8 #0 QPSK 0.00 0 PASS
20 5 24425 8 #0 QPSK 48.93 29.2 PASS
20 5 24425 8 #0 QPSK 49.40 32.2 PASS
20 5 24425 8 #0 QPSK 53.87 35.2 PASS
20 5 24425 8 #Max QPSK 53.62 35.2 PASS
20 5 24425 8 #Max QPSK 48.97 32.2 PASS
20 5 24425 8 #Max QPSK 48.56 29.2 PASS
20 5 24425 8 #Max QPSK 0.00 0 PASS
20 5 24425 8 #Max QPSK 45.27 29.2 PASS
20 5 24425 8 #Max QPSK 47.83 32.2 PASS
20 5 24425 8 #Max QPSK 53.73 35.2 PASS
20 5 24425 25 #0 QPSK 51.34 35.2 PASS
20 5 24425 25 #0 QPSK 48.12 32.2 PASS
20 5 24425 25 #0 QPSK 47.20 29.2 PASS
20 5 24425 25 #0 QPSK 0.00 0 PASS
20 5 24425 25 #0 QPSK 46.17 29.2 PASS
20 5 24425 25 #0 QPSK 47.22 32.2 PASS
20 5 24425 25 #0 QPSK 52.38 35.2 PASS
20 5 24425 8 #0 QAM16 52.45 35.2 PASS
20 5 24425 8 #0 QAM16 48.30 32.2 PASS
20 5 24425 8 #0 QAM16 46.59 29.2 PASS
20 5 24425 8 #0 QAM16 0.00 0 PASS
20 5 24425 8 #0 QAM16 48.91 29.2 PASS
20 5 24425 8 #0 QAM16 49.43 32.2 PASS
20 5 24425 8 #0 QAM16 52.93 35.2 PASS
20 5 24425 8 #Max QAM16 52.67 35.2 PASS
20 5 24425 8 #Max QAM16 49.05 32.2 PASS
20 5 24425 8 #Max QAM16 48.56 29.2 PASS
20 5 24425 8 #Max QAM16 0.00 0 PASS
20 5 24425 8 #Max QAM16 46.71 29.2 PASS
20 5 24425 8 #Max QAM16 48.96 32.2 PASS
20 5 24425 8 #Max QAM16 52.85 35.2 PASS
20 5 24425 25 #0 QAM16 50.55 35.2 PASS
20 5 24425 25 #0 QAM16 46.75 32.2 PASS
20 5 24425 25 #0 QAM16 45.94 29.2 PASS
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20 5 24425 25 #0 QAM16 0.00 0 PASS
20 5 24425 25 #0 QAM16 45.83 29.2 PASS
20 5 24425 25 #0 QAM16 46.85 32.2 PASS
20 5 24425 25 #0 QAM16 51.40 35.2 PASS
20 10 24200 12 #0 QPSK 52.32 35.2 PASS
20 10 24200 12 #0 QPSK 44.14 32.2 PASS
20 10 24200 12 #0 QPSK 43.10 29.2 PASS
20 10 24200 12 #0 QPSK 0.00 0 PASS
20 10 24200 12 #0 QPSK 46.17 29.2 PASS
20 10 24200 12 #0 QPSK 50.35 32.2 PASS
20 10 24200 12 #0 QPSK 50.28 35.2 PASS
20 10 24200 12 #Max QPSK 52.36 35.2 PASS
20 10 24200 12 #Max QPSK 52.06 32.2 PASS
20 10 24200 12 #Max QPSK 48.48 29.2 PASS
20 10 24200 12 #Max QPSK 0.00 0 PASS
20 10 24200 12 #Max QPSK 45.50 29.2 PASS
20 10 24200 12 #Max QPSK 46.95 32.2 PASS
20 10 24200 12 #Max QPSK 52.62 35.2 PASS
20 10 24200 50 #0 QPSK 51.43 35.2 PASS
20 10 24200 50 #0 QPSK 47.70 32.2 PASS
20 10 24200 50 #0 QPSK 45.59 29.2 PASS
20 10 24200 50 #0 QPSK 0.00 0 PASS
20 10 24200 50 #0 QPSK 42.51 29.2 PASS
20 10 24200 50 #0 QPSK 45.81 32.2 PASS
20 10 24200 50 #0 QPSK 46.77 35.2 PASS
20 10 24200 12 #0 QAM16 51.28 35.2 PASS
20 10 24200 12 #0 QAM16 45.17 32.2 PASS
20 10 24200 12 #0 QAM16 43.73 29.2 PASS
20 10 24200 12 #0 QAM16 0.00 0 PASS
20 10 24200 12 #0 QAM16 45.80 29.2 PASS
20 10 24200 12 #0 QAM16 49.77 32.2 PASS
20 10 24200 12 #0 QAM16 49.94 35.2 PASS
20 10 24200 12 #Max QAM16 51.32 35.2 PASS
20 10 24200 12 #Max QAM16 51.23 32.2 PASS
20 10 24200 12 #Max QAM16 47.56 29.2 PASS
20 10 24200 12 #Max QAM16 0.00 0 PASS
20 10 24200 12 #Max QAM16 44.76 29.2 PASS
20 10 24200 12 #Max QAM16 46.37 32.2 PASS
20 10 24200 12 #Max QAM16 51.66 35.2 PASS
20 10 24200 50 #0 QAM16 50.44 35.2 PASS
20 10 24200 50 #0 QAM16 47.34 32.2 PASS
20 10 24200 50 #0 QAM16 45.06 29.2 PASS
20 10 24200 50 #0 QAM16 0.00 0 PASS
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20 10 24200 50 #0 QAM16 41.71 29.2 PASS
20 10 24200 50 #0 QAM16 44.46 32.2 PASS
20 10 24200 50 #0 QAM16 46.85 35.2 PASS
20 10 24300 12 #0 QPSK 53.14 35.2 PASS
20 10 24300 12 #0 QPSK 45.47 32.2 PASS
20 10 24300 12 #0 QPSK 44.42 29.2 PASS
20 10 24300 12 #0 QPSK 0.00 0 PASS
20 10 24300 12 #0 QPSK 47.26 29.2 PASS
20 10 24300 12 #0 QPSK 51.74 32.2 PASS
20 10 24300 12 #0 QPSK 51.04 35.2 PASS
20 10 24300 12 #Max QPSK 50.44 35.2 PASS
20 10 24300 12 #Max QPSK 50.45 32.2 PASS
20 10 24300 12 #Max QPSK 46.28 29.2 PASS
20 10 24300 12 #Max QPSK 0.00 0 PASS
20 10 24300 12 #Max QPSK 46.22 29.2 PASS
20 10 24300 12 #Max QPSK 47.73 32.2 PASS
20 10 24300 12 #Max QPSK 53.39 35.2 PASS
20 10 24300 50 #0 QPSK 50.46 35.2 PASS
20 10 24300 50 #0 QPSK 47.20 32.2 PASS
20 10 24300 50 #0 QPSK 4491 29.2 PASS
20 10 24300 50 #0 QPSK 0.00 0 PASS
20 10 24300 50 #0 QPSK 44.77 29.2 PASS
20 10 24300 50 #0 QPSK 48.38 32.2 PASS
20 10 24300 50 #0 QPSK 48.58 35.2 PASS
20 10 24300 12 #0 QAM16 52.23 35.2 PASS
20 10 24300 12 #0 QAM16 46.00 32.2 PASS
20 10 24300 12 #0 QAM16 44.57 29.2 PASS
20 10 24300 12 #0 QAM16 0.00 0 PASS
20 10 24300 12 #0 QAM16 46.97 29.2 PASS
20 10 24300 12 #0 QAM16 51.11 32.2 PASS
20 10 24300 12 #0 QAM16 50.93 35.2 PASS
20 10 24300 12 #Max QAM16 50.13 35.2 PASS
20 10 24300 12 #Max QAM16 50.36 32.2 PASS
20 10 24300 12 #Max QAM16 46.14 29.2 PASS
20 10 24300 12 #Max QAM16 0.00 0 PASS
20 10 24300 12 #Max QAM16 45.82 29.2 PASS
20 10 24300 12 #Max QAM16 47.52 32.2 PASS
20 10 24300 12 #Max QAM16 52.57 35.2 PASS
20 10 24300 50 #0 QAM16 49.76 35.2 PASS
20 10 24300 50 #0 QAM16 46.83 32.2 PASS
20 10 24300 50 #0 QAM16 44.42 29.2 PASS
20 10 24300 50 #0 QAM16 0.00 0 PASS
20 10 24300 50 #0 QAM16 43.68 29.2 PASS
Shenzhen Zhongjian Nanfang Testing Co., Ltd. Project No.: CCISE2006037

No0.110~116, Building B, Jinyuan Business Building, Xixiang Road,

Bao’an District, Shenzhen, Guangdong, China
Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366

Page 37 of 195



GCIS

Report No.: CCISE200603707

20 10 24300 50 #0 QAM16 46.77 32.2 PASS
20 10 24300 50 #0 QAM16 48.22 35.2 PASS
20 10 24400 12 #0 QPSK 52.93 35.2 PASS
20 10 24400 12 #0 QPSK 49.40 32.2 PASS
20 10 24400 12 #0 QPSK 47.32 29.2 PASS
20 10 24400 12 #0 QPSK 0.00 0 PASS
20 10 24400 12 #0 QPSK 46.59 29.2 PASS
20 10 24400 12 #0 QPSK 50.92 32.2 PASS
20 10 24400 12 #0 QPSK 50.54 35.2 PASS
20 10 24400 12 #Max QPSK 51.19 35.2 PASS
20 10 24400 12 #Max QPSK 51.74 32.2 PASS
20 10 24400 12 #Max QPSK 47.43 29.2 PASS
20 10 24400 12 #Max QPSK 0.00 0 PASS
20 10 24400 12 #Max QPSK 46.94 29.2 PASS
20 10 24400 12 #Max QPSK 48.63 32.2 PASS
20 10 24400 12 #Max QPSK 53.67 35.2 PASS
20 10 24400 50 #0 QPSK 49.45 35.2 PASS
20 10 24400 50 #0 QPSK 49.02 32.2 PASS
20 10 24400 50 #0 QPSK 45.55 29.2 PASS
20 10 24400 50 #0 QPSK 0.00 0 PASS
20 10 24400 50 #0 QPSK 45.33 29.2 PASS
20 10 24400 50 #0 QPSK 47.84 32.2 PASS
20 10 24400 50 #0 QPSK 50.60 35.2 PASS
20 10 24400 12 #0 QAM16 52.03 35.2 PASS
20 10 24400 12 #0 QAM16 48.56 32.2 PASS
20 10 24400 12 #0 QAM16 46.42 29.2 PASS
20 10 24400 12 #0 QAM16 0.00 0 PASS
20 10 24400 12 #0 QAM16 46.46 29.2 PASS
20 10 24400 12 #0 QAM16 50.58 32.2 PASS
20 10 24400 12 #0 QAM16 50.40 35.2 PASS
20 10 24400 12 #Max QAM16 50.85 35.2 PASS
20 10 24400 12 #Max QAM16 51.25 32.2 PASS
20 10 24400 12 #Max QAM16 47.09 29.2 PASS
20 10 24400 12 #Max QAM16 0.00 0 PASS
20 10 24400 12 #Max QAM16 46.67 29.2 PASS
20 10 24400 12 #Max QAM16 48.57 32.2 PASS
20 10 24400 12 #Max QAM16 52.79 35.2 PASS
20 10 24400 50 #0 QAM16 48.53 35.2 PASS
20 10 24400 50 #0 QAM16 47.50 32.2 PASS
20 10 24400 50 #0 QAM16 44.27 29.2 PASS
20 10 24400 50 #0 QAM16 0.00 0 PASS
20 10 24400 50 #0 QAM16 44.35 29.2 PASS
20 10 24400 50 #0 QAM16 46.77 32.2 PASS
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20 10 24400 50 #0 QAM16 49.80 35.2 PASS
20 20 24250 18 #0 QPSK 52.52 35.2 PASS
20 20 24250 18 #0 QPSK 46.15 32.2 PASS
20 20 24250 18 #0 QPSK 44.18 29.2 PASS
20 20 24250 18 #0 QPSK 0.00 0 PASS
20 20 24250 18 #0 QPSK 44.99 29.2 PASS
20 20 24250 18 #0 QPSK 52.78 32.2 PASS
20 20 24250 18 #0 QPSK 52.33 35.2 PASS
20 20 24250 18 #Max QPSK 52.66 35.2 PASS
20 20 24250 18 #Max QPSK 52.88 32.2 PASS
20 20 24250 18 #Max QPSK 45.96 29.2 PASS
20 20 24250 18 #Max QPSK 0.00 0 PASS
20 20 24250 18 #Max QPSK 44.83 29.2 PASS
20 20 24250 18 #Max QPSK 47.69 32.2 PASS
20 20 24250 18 #Max QPSK 52.72 35.2 PASS
20 20 24250 100 #0 QPSK 51.49 35.2 PASS
20 20 24250 100 #0 QPSK 49.98 32.2 PASS
20 20 24250 100 #0 QPSK 44.47 29.2 PASS
20 20 24250 100 #0 QPSK 0.00 0 PASS
20 20 24250 100 #0 QPSK 43.33 29.2 PASS
20 20 24250 100 #0 QPSK 48.92 32.2 PASS
20 20 24250 100 #0 QPSK 49.80 35.2 PASS
20 20 24250 18 #0 QAM16 51.42 35.2 PASS
20 20 24250 18 #0 QAM16 46.40 32.2 PASS
20 20 24250 18 #0 QAM16 43.69 29.2 PASS
20 20 24250 18 #0 QAM16 0.00 0 PASS
20 20 24250 18 #0 QAM16 44.42 29.2 PASS
20 20 24250 18 #0 QAM16 51.92 32.2 PASS
20 20 24250 18 #0 QAM16 51.63 35.2 PASS
20 20 24250 18 #Max QAM16 51.61 35.2 PASS
20 20 24250 18 #Max QAM16 51.86 32.2 PASS
20 20 24250 18 #Max QAM16 44.92 29.2 PASS
20 20 24250 18 #Max QAM16 0.00 0 PASS
20 20 24250 18 #Max QAM16 44.17 29.2 PASS
20 20 24250 18 #Max QAM16 47.24 32.2 PASS
20 20 24250 18 #Max QAM16 51.83 35.2 PASS
20 20 24250 100 #0 QAM16 50.47 35.2 PASS
20 20 24250 100 #0 QAM16 48.97 32.2 PASS
20 20 24250 100 #0 QAM16 43.47 29.2 PASS
20 20 24250 100 #0 QAM16 0.00 0 PASS
20 20 24250 100 #0 QAM16 42.23 29.2 PASS
20 20 24250 100 #0 QAM16 47.53 32.2 PASS
20 20 24250 100 #0 QAM16 48.61 35.2 PASS
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20 20 24300 18 #0 QPSK 52.23 35.2 PASS
20 20 24300 18 #0 QPSK 48.06 32.2 PASS
20 20 24300 18 #0 QPSK 44.64 29.2 PASS
20 20 24300 18 #0 QPSK 0.00 0 PASS
20 20 24300 18 #0 QPSK 45.33 29.2 PASS
20 20 24300 18 #0 QPSK 52.86 32.2 PASS
20 20 24300 18 #0 QPSK 52.69 35.2 PASS
20 20 24300 18 #Max QPSK 52.50 35.2 PASS
20 20 24300 18 #Max QPSK 52.87 32.2 PASS
20 20 24300 18 #Max QPSK 46.22 29.2 PASS
20 20 24300 18 #Max QPSK 0.00 0 PASS
20 20 24300 18 #Max QPSK 45.71 29.2 PASS
20 20 24300 18 #Max QPSK 49.88 32.2 PASS
20 20 24300 18 #Max QPSK 52.89 35.2 PASS
20 20 24300 100 #0 QPSK 50.51 35.2 PASS
20 20 24300 100 #0 QPSK 48.83 32.2 PASS
20 20 24300 100 #0 QPSK 44.13 29.2 PASS
20 20 24300 100 #0 QPSK 0.00 0 PASS
20 20 24300 100 #0 QPSK 43.48 29.2 PASS
20 20 24300 100 #0 QPSK 48.86 32.2 PASS
20 20 24300 100 #0 QPSK 50.33 35.2 PASS
20 20 24300 18 #0 QAM16 51.12 35.2 PASS
20 20 24300 18 #0 QAM16 46.91 32.2 PASS
20 20 24300 18 #0 QAM16 43.67 29.2 PASS
20 20 24300 18 #0 QAM16 0.00 0 PASS
20 20 24300 18 #0 QAM16 44.64 29.2 PASS
20 20 24300 18 #0 QAM16 51.84 32.2 PASS
20 20 24300 18 #0 QAM16 51.94 35.2 PASS
20 20 24300 18 #Max QAM16 51.54 35.2 PASS
20 20 24300 18 #Max QAM16 51.84 32.2 PASS
20 20 24300 18 #Max QAM16 45.22 29.2 PASS
20 20 24300 18 #Max QAM16 0.00 0 PASS
20 20 24300 18 #Max QAM16 44.54 29.2 PASS
20 20 24300 18 #Max QAM16 48.23 32.2 PASS
20 20 24300 18 #Max QAM16 52.04 35.2 PASS
20 20 24300 100 #0 QAM16 49.78 35.2 PASS
20 20 24300 100 #0 QAM16 48.44 32.2 PASS
20 20 24300 100 #0 QAM16 43.37 29.2 PASS
20 20 24300 100 #0 QAM16 0.00 0 PASS
20 20 24300 100 #0 QAM16 42.12 29.2 PASS
20 20 24300 100 #0 QAM16 47.31 32.2 PASS
20 20 24300 100 #0 QAM16 48.51 35.2 PASS
20 20 24350 18 #0 QPSK 52.22 35.2 PASS
Shenzhen Zhongjian Nanfang Testing Co., Ltd. Project No.: CCISE2006037

No0.110~116, Building B, Jinyuan Business Building, Xixiang Road,

Bao’an District, Shenzhen, Guangdong, China
Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366

Page 40 of 195



GCIS

Report No.: CCISE200603707

20 20 24350 18 #0 QPSK 46.17 32.2 PASS
20 20 24350 18 #0 QPSK 44.11 29.2 PASS
20 20 24350 18 #0 QPSK 0.00 0 PASS
20 20 24350 18 #0 QPSK 45.94 29.2 PASS
20 20 24350 18 #0 QPSK 53.19 32.2 PASS
20 20 24350 18 #0 QPSK 52.94 35.2 PASS
20 20 24350 18 #Max QPSK 52.29 35.2 PASS
20 20 24350 18 #Max QPSK 52.72 32.2 PASS
20 20 24350 18 #Max QPSK 45.82 29.2 PASS
20 20 24350 18 #Max QPSK 0.00 0 PASS
20 20 24350 18 #Max QPSK 45.71 29.2 PASS
20 20 24350 18 #Max QPSK 49.04 32.2 PASS
20 20 24350 18 #Max QPSK 53.20 35.2 PASS
20 20 24350 100 #0 QPSK 48.66 35.2 PASS
20 20 24350 100 #0 QPSK 47.68 32.2 PASS
20 20 24350 100 #0 QPSK 42.90 29.2 PASS
20 20 24350 100 #0 QPSK 0.00 0 PASS
20 20 24350 100 #0 QPSK 43.22 29.2 PASS
20 20 24350 100 #0 QPSK 49.09 32.2 PASS
20 20 24350 100 #0 QPSK 49.12 35.2 PASS
20 20 24350 18 #0 QAM16 51.31 35.2 PASS
20 20 24350 18 #0 QAM16 46.75 32.2 PASS
20 20 24350 18 #0 QAM16 43.80 29.2 PASS
20 20 24350 18 #0 QAM16 0.00 0 PASS
20 20 24350 18 #0 QAM16 45.24 29.2 PASS
20 20 24350 18 #0 QAM16 52.15 32.2 PASS
20 20 24350 18 #0 QAM16 52.20 35.2 PASS
20 20 24350 18 #Max QAM16 51.48 35.2 PASS
20 20 24350 18 #Max QAM16 51.79 32.2 PASS
20 20 24350 18 #Max QAM16 45.01 29.2 PASS
20 20 24350 18 #Max QAM16 0.00 0 PASS
20 20 24350 18 #Max QAM16 45.04 29.2 PASS
20 20 24350 18 #Max QAM16 49.04 32.2 PASS
20 20 24350 18 #Max QAM16 52.31 35.2 PASS
20 20 24350 100 #0 QAM16 48.54 35.2 PASS
20 20 24350 100 #0 QAM16 47.73 32.2 PASS
20 20 24350 100 #0 QAM16 42.67 29.2 PASS
20 20 24350 100 #0 QAM16 0.00 0 PASS
20 20 24350 100 #0 QAM16 42.15 29.2 PASS
20 20 24350 100 #0 QAM16 47.52 32.2 PASS
20 20 24350 100 #0 QAM16 48.03 35.2 PASS
1 5 18025 8 #0 QPSK 54.31 35.2 PASS
1 5 18025 8 #0 QPSK 47.13 32.2 PASS
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1 5 18025 8 #0 QPSK 44.66 29.2 PASS
1 5 18025 8 #0 QPSK 0.00 0 PASS
1 5 18025 8 #0 QPSK 46.27 29.2 PASS
1 5 18025 8 #0 QPSK 46.53 32.2 PASS
1 5 18025 8 #0 QPSK 54.69 35.2 PASS
1 5 18025 8 #Max QPSK 54.39 35.2 PASS
1 5 18025 8 #Max QPSK 47.57 32.2 PASS
1 5 18025 8 #Max QPSK 47.28 29.2 PASS
1 5 18025 8 #Max QPSK 0.00 0 PASS
1 5 18025 8 #Max QPSK 44.70 29.2 PASS
1 5 18025 8 #Max QPSK 46.98 32.2 PASS
1 5 18025 8 #Max QPSK 54.48 35.2 PASS
1 5 18025 25 #0 QPSK 53.24 35.2 PASS
1 5 18025 25 #0 QPSK 48.45 32.2 PASS
1 5 18025 25 #0 QPSK 47.51 29.2 PASS
1 5 18025 25 #0 QPSK 0.00 0 PASS
1 5 18025 25 #0 QPSK 46.75 29.2 PASS
1 5 18025 25 #0 QPSK 47.76 32.2 PASS
1 5 18025 25 #0 QPSK 53.20 35.2 PASS
1 5 18025 8 #0 QAM16 53.32 35.2 PASS
1 5 18025 8 #0 QAM16 49.31 32.2 PASS
1 5 18025 8 #0 QAM16 47.38 29.2 PASS
1 5 18025 8 #0 QAM16 0.00 0 PASS
1 5 18025 8 #0 QAM16 46.43 29.2 PASS
1 5 18025 8 #0 QAM16 46.71 32.2 PASS
1 5 18025 8 #0 QAM16 53.65 35.2 PASS
1 5 18025 8 #Max QAM16 53.36 35.2 PASS
1 5 18025 8 #Max QAM16 47.79 32.2 PASS
1 5 18025 8 #Max QAM16 47.44 29.2 PASS
1 5 18025 8 #Max QAM16 0.00 0 PASS
1 5 18025 8 #Max QAM16 46.67 29.2 PASS
1 5 18025 8 #Max QAM16 48.88 32.2 PASS
1 5 18025 8 #Max QAM16 53.51 35.2 PASS
1 5 18025 25 #0 QAM16 52.31 35.2 PASS
1 5 18025 25 #0 QAM16 47.97 32.2 PASS
1 5 18025 25 #0 QAM16 47.11 29.2 PASS
1 5 18025 25 #0 QAM16 0.00 0 PASS
1 5 18025 25 #0 QAM16 46.14 29.2 PASS
1 5 18025 25 #0 QAM16 47.17 32.2 PASS
1 5 18025 25 #0 QAM16 52.40 35.2 PASS
1 5 18300 8 #0 QPSK 53.95 35.2 PASS
1 5 18300 8 #0 QPSK 48.13 32.2 PASS
1 5 18300 8 #0 QPSK 45.31 29.2 PASS
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1 5 18300 8 #0 QPSK 0.00 0 PASS
1 5 18300 8 #0 QPSK 45.39 29.2 PASS
1 5 18300 8 #0 QPSK 45.67 32.2 PASS
1 5 18300 8 #0 QPSK 54.27 35.2 PASS
1 5 18300 8 #Max QPSK 53.96 35.2 PASS
1 5 18300 8 #Max QPSK 46.44 32.2 PASS
1 5 18300 8 #Max QPSK 46.16 29.2 PASS
1 5 18300 8 #Max QPSK 0.00 0 PASS
1 5 18300 8 #Max QPSK 44.47 29.2 PASS
1 5 18300 8 #Max QPSK 47.34 32.2 PASS
1 5 18300 8 #Max QPSK 54.05 35.2 PASS
1 5 18300 25 #0 QPSK 52.72 35.2 PASS
1 5 18300 25 #0 QPSK 47.84 32.2 PASS
1 5 18300 25 #0 QPSK 46.90 29.2 PASS
1 5 18300 25 #0 QPSK 0.00 0 PASS
1 5 18300 25 #0 QPSK 46.18 29.2 PASS
1 5 18300 25 #0 QPSK 47.09 32.2 PASS
1 5 18300 25 #0 QPSK 52.95 35.2 PASS
1 5 18300 8 #0 QAM16 53.03 35.2 PASS
1 5 18300 8 #0 QAM16 49.35 32.2 PASS
1 5 18300 8 #0 QAM16 46.61 29.2 PASS
1 5 18300 8 #0 QAM16 0.00 0 PASS
1 5 18300 8 #0 QAM16 45.58 29.2 PASS
1 5 18300 8 #0 QAM16 45.85 32.2 PASS
1 5 18300 8 #0 QAM16 53.28 35.2 PASS
1 5 18300 8 #Max QAM16 53.01 35.2 PASS
1 5 18300 8 #Max QAM16 46.68 32.2 PASS
1 5 18300 8 #Max QAM16 46.38 29.2 PASS
1 5 18300 8 #Max QAM16 0.00 0 PASS
1 5 18300 8 #Max QAM16 46.87 29.2 PASS
1 5 18300 8 #Max QAM16 49.19 32.2 PASS
1 5 18300 8 #Max QAM16 53.11 35.2 PASS
1 5 18300 25 #0 QAM16 52.00 35.2 PASS
1 5 18300 25 #0 QAM16 48.54 32.2 PASS
1 5 18300 25 #0 QAM16 47.43 29.2 PASS
1 5 18300 25 #0 QAM16 0.00 0 PASS
1 5 18300 25 #0 QAM16 46.94 29.2 PASS
1 5 18300 25 #0 QAM16 47.95 32.2 PASS
1 5 18300 25 #0 QAM16 52.22 35.2 PASS
1 5 18575 8 #0 QPSK 53.95 35.2 PASS
1 5 18575 8 #0 QPSK 42.74 32.2 PASS
1 5 18575 8 #0 QPSK 39.84 29.2 PASS
1 5 18575 8 #0 QPSK 0.00 0 PASS
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1 5 18575 8 #0 QPSK 48.08 29.2 PASS
1 5 18575 8 #0 QPSK 48.43 32.2 PASS
1 5 18575 8 #0 QPSK 54.32 35.2 PASS
1 5 18575 8 #Max QPSK 54.05 35.2 PASS
1 5 18575 8 #Max QPSK 47.12 32.2 PASS
1 5 18575 8 #Max QPSK 46.79 29.2 PASS
1 5 18575 8 #Max QPSK 0.00 0 PASS
1 5 18575 8 #Max QPSK 40.22 29.2 PASS
1 5 18575 8 #Max QPSK 43.23 32.2 PASS
1 5 18575 8 #Max QPSK 54.12 35.2 PASS
1 5 18575 25 #0 QPSK 52.56 35.2 PASS
1 5 18575 25 #0 QPSK 43.47 32.2 PASS
1 5 18575 25 #0 QPSK 42.64 29.2 PASS
1 5 18575 25 #0 QPSK 0.00 0 PASS
1 5 18575 25 #0 QPSK 43.50 29.2 PASS
1 5 18575 25 #0 QPSK 4451 32.2 PASS
1 5 18575 25 #0 QPSK 52.90 35.2 PASS
1 5 18575 8 #0 QAM16 53.03 35.2 PASS
1 5 18575 8 #0 QAM16 44.37 32.2 PASS
1 5 18575 8 #0 QAM16 41.73 29.2 PASS
1 5 18575 8 #0 QAM16 0.00 0 PASS
1 5 18575 8 #0 QAM16 48.01 29.2 PASS
1 5 18575 8 #0 QAM16 48.40 32.2 PASS
1 5 18575 8 #0 QAM16 53.35 35.2 PASS
1 5 18575 8 #Max QAM16 53.06 35.2 PASS
1 5 18575 8 #Max QAM16 47.12 32.2 PASS
1 5 18575 8 #Max QAM16 46.78 29.2 PASS
1 5 18575 8 #Max QAM16 0.00 0 PASS
1 5 18575 8 #Max QAM16 42.53 29.2 PASS
1 5 18575 8 #Max QAM16 45.39 32.2 PASS
1 5 18575 8 #Max QAM16 53.16 35.2 PASS
1 5 18575 25 #0 QAM16 51.86 35.2 PASS
1 5 18575 25 #0 QAM16 44.92 32.2 PASS
1 5 18575 25 #0 QAM16 43.93 29.2 PASS
1 5 18575 25 #0 QAM16 0.00 0 PASS
1 5 18575 25 #0 QAM16 44.86 29.2 PASS
1 5 18575 25 #0 QAM16 45.80 32.2 PASS
1 5 18575 25 #0 QAM16 52.09 35.2 PASS
1 10 18050 12 #0 QPSK 53.78 35.2 PASS
1 10 18050 12 #0 QPSK 47.92 32.2 PASS
1 10 18050 12 #0 QPSK 46.46 29.2 PASS
1 10 18050 12 #0 QPSK 0.00 0 PASS
1 10 18050 12 #0 QPSK 4491 29.2 PASS
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1 10 18050 12 #0 QPSK 49.83 32.2 PASS
1 10 18050 12 #0 QPSK 48.83 35.2 PASS
1 10 18050 12 #Max QPSK 50.79 35.2 PASS
1 10 18050 12 #Max QPSK 51.27 32.2 PASS
1 10 18050 12 #Max QPSK 46.82 29.2 PASS
1 10 18050 12 #Max QPSK 0.00 0 PASS
1 10 18050 12 #Max QPSK 45.02 29.2 PASS
1 10 18050 12 #Max QPSK 46.05 32.2 PASS
1 10 18050 12 #Max QPSK 54.26 35.2 PASS
1 10 18050 50 #0 QPSK 51.55 35.2 PASS
1 10 18050 50 #0 QPSK 49.78 32.2 PASS
1 10 18050 50 #0 QPSK 46.90 29.2 PASS
1 10 18050 50 #0 QPSK 0.00 0 PASS
1 10 18050 50 #0 QPSK 4541 29.2 PASS
1 10 18050 50 #0 QPSK 47.85 32.2 PASS
1 10 18050 50 #0 QPSK 50.92 35.2 PASS
1 10 18050 12 #0 QAM16 52.76 35.2 PASS
1 10 18050 12 #0 QAM16 48.59 32.2 PASS
1 10 18050 12 #0 QAM16 46.67 29.2 PASS
1 10 18050 12 #0 QAM16 0.00 0 PASS
1 10 18050 12 #0 QAM16 45.07 29.2 PASS
1 10 18050 12 #0 QAM16 49.78 32.2 PASS
1 10 18050 12 #0 QAM16 49.02 35.2 PASS
1 10 18050 12 #Max QAM16 50.11 35.2 PASS
1 10 18050 12 #Max QAM16 50.61 32.2 PASS
1 10 18050 12 #Max QAM16 46.18 29.2 PASS
1 10 18050 12 #Max QAM16 0.00 0 PASS
1 10 18050 12 #Max QAM16 45.98 29.2 PASS
1 10 18050 12 #Max QAM16 47.52 32.2 PASS
1 10 18050 12 #Max QAM16 53.14 35.2 PASS
1 10 18050 50 #0 QAM16 50.59 35.2 PASS
1 10 18050 50 #0 QAM16 48.21 32.2 PASS
1 10 18050 50 #0 QAM16 45.55 29.2 PASS
1 10 18050 50 #0 QAM16 0.00 0 PASS
1 10 18050 50 #0 QAM16 44.35 29.2 PASS
1 10 18050 50 #0 QAM16 46.68 32.2 PASS
1 10 18050 50 #0 QAM16 50.07 35.2 PASS
1 10 18300 12 #0 QPSK 53.38 35.2 PASS
1 10 18300 12 #0 QPSK 47.82 32.2 PASS
1 10 18300 12 #0 QPSK 46.30 29.2 PASS
1 10 18300 12 #0 QPSK 0.00 0 PASS
1 10 18300 12 #0 QPSK 45.39 29.2 PASS
1 10 18300 12 #0 QPSK 50.12 32.2 PASS
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1 10 18300 12 #0 QPSK 49.40 35.2 PASS
1 10 18300 12 #Max QPSK 49.24 35.2 PASS
1 10 18300 12 #Max QPSK 50.35 32.2 PASS
1 10 18300 12 #Max QPSK 45.46 29.2 PASS
1 10 18300 12 #Max QPSK 0.00 0 PASS
1 10 18300 12 #Max QPSK 45.14 29.2 PASS
1 10 18300 12 #Max QPSK 46.24 32.2 PASS
1 10 18300 12 #Max QPSK 53.94 35.2 PASS
1 10 18300 50 #0 QPSK 50.38 35.2 PASS
1 10 18300 50 #0 QPSK 48.39 32.2 PASS
1 10 18300 50 #0 QPSK 45.62 29.2 PASS
1 10 18300 50 #0 QPSK 0.00 0 PASS
1 10 18300 50 #0 QPSK 44.72 29.2 PASS
1 10 18300 50 #0 QPSK 46.98 32.2 PASS
1 10 18300 50 #0 QPSK 50.46 35.2 PASS
1 10 18300 12 #0 QAM16 52.53 35.2 PASS
1 10 18300 12 #0 QAM16 48.10 32.2 PASS
1 10 18300 12 #0 QAM16 46.24 29.2 PASS
1 10 18300 12 #0 QAM16 0.00 0 PASS
1 10 18300 12 #0 QAM16 45.76 29.2 PASS
1 10 18300 12 #0 QAM16 50.33 32.2 PASS
1 10 18300 12 #0 QAM16 49.73 35.2 PASS
1 10 18300 12 #Max QAM16 49.28 35.2 PASS
1 10 18300 12 #Max QAM16 50.10 32.2 PASS
1 10 18300 12 #Max QAM16 45.45 29.2 PASS
1 10 18300 12 #Max QAM16 0.00 0 PASS
1 10 18300 12 #Max QAM16 45.44 29.2 PASS
1 10 18300 12 #Max QAM16 46.95 32.2 PASS
1 10 18300 12 #Max QAM16 52.96 35.2 PASS
1 10 18300 50 #0 QAM16 50.38 35.2 PASS
1 10 18300 50 #0 QAM16 48.74 32.2 PASS
1 10 18300 50 #0 QAM16 45.79 29.2 PASS
1 10 18300 50 #0 QAM16 0.00 0 PASS
1 10 18300 50 #0 QAM16 45.20 29.2 PASS
1 10 18300 50 #0 QAM16 47.70 32.2 PASS
1 10 18300 50 #0 QAM16 50.55 35.2 PASS
1 10 18550 12 #0 QPSK 53.19 35.2 PASS
1 10 18550 12 #0 QPSK 44.50 32.2 PASS
1 10 18550 12 #0 QPSK 43.53 29.2 PASS
1 10 18550 12 #0 QPSK 0.00 0 PASS
1 10 18550 12 #0 QPSK 46.45 29.2 PASS
1 10 18550 12 #0 QPSK 50.90 32.2 PASS
1 10 18550 12 #0 QPSK 50.34 35.2 PASS
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1 10 18550 12 #Max QPSK 50.23 35.2 PASS
1 10 18550 12 #Max QPSK 50.76 32.2 PASS
1 10 18550 12 #Max QPSK 46.35 29.2 PASS
1 10 18550 12 #Max QPSK 0.00 0 PASS
1 10 18550 12 #Max QPSK 43.12 29.2 PASS
1 10 18550 12 #Max QPSK 44.04 32.2 PASS
1 10 18550 12 #Max QPSK 53.64 35.2 PASS
1 10 18550 50 #0 QPSK 49.44 35.2 PASS
1 10 18550 50 #0 QPSK 45.46 32.2 PASS
1 10 18550 50 #0 QPSK 43.37 29.2 PASS
1 10 18550 50 #0 QPSK 0.00 0 PASS
1 10 18550 50 #0 QPSK 43.59 29.2 PASS
1 10 18550 50 #0 QPSK 4541 32.2 PASS
1 10 18550 50 #0 QPSK 50.39 35.2 PASS
1 10 18550 12 #0 QAM16 52.21 35.2 PASS
1 10 18550 12 #0 QAM16 46.20 32.2 PASS
1 10 18550 12 #0 QAM16 44.66 29.2 PASS
1 10 18550 12 #0 QAM16 0.00 0 PASS
1 10 18550 12 #0 QAM16 46.44 29.2 PASS
1 10 18550 12 #0 QAM16 50.64 32.2 PASS
1 10 18550 12 #0 QAM16 50.51 35.2 PASS
1 10 18550 12 #Max QAM16 49.92 35.2 PASS
1 10 18550 12 #Max QAM16 50.62 32.2 PASS
1 10 18550 12 #Max QAM16 46.16 29.2 PASS
1 10 18550 12 #Max QAM16 0.00 0 PASS
1 10 18550 12 #Max QAM16 44.48 29.2 PASS
1 10 18550 12 #Max QAM16 45.95 32.2 PASS
1 10 18550 12 #Max QAM16 52.66 35.2 PASS
1 10 18550 50 #0 QAM16 49.73 35.2 PASS
1 10 18550 50 #0 QAM16 46.74 32.2 PASS
1 10 18550 50 #0 QAM16 44.33 29.2 PASS
1 10 18550 50 #0 QAM16 0.00 0 PASS
1 10 18550 50 #0 QAM16 44.56 29.2 PASS
1 10 18550 50 #0 QAM16 46.73 32.2 PASS
1 10 18550 50 #0 QAM16 50.44 35.2 PASS
1 20 18100 18 #0 QPSK 53.23 35.2 PASS
1 20 18100 18 #0 QPSK 48.03 32.2 PASS
1 20 18100 18 #0 QPSK 45.64 29.2 PASS
1 20 18100 18 #0 QPSK 0.00 0 PASS
1 20 18100 18 #0 QPSK 43.81 29.2 PASS
1 20 18100 18 #0 QPSK 53.89 32.2 PASS
1 20 18100 18 #0 QPSK 52.45 35.2 PASS
1 20 18100 18 #Max QPSK 52.39 35.2 PASS
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1 20 18100 18 #Max QPSK 53.09 32.2 PASS
1 20 18100 18 #Max QPSK 45.92 29.2 PASS
1 20 18100 18 #Max QPSK 0.00 0 PASS
1 20 18100 18 #Max QPSK 45.27 29.2 PASS
1 20 18100 18 #Max QPSK 47.45 32.2 PASS
1 20 18100 18 #Max QPSK 53.53 35.2 PASS
1 20 18100 100 #0 QPSK 51.09 35.2 PASS
1 20 18100 100 #0 QPSK 50.43 32.2 PASS
1 20 18100 100 #0 QPSK 45.02 29.2 PASS
1 20 18100 100 #0 QPSK 0.00 0 PASS
1 20 18100 100 #0 QPSK 43.58 29.2 PASS
1 20 18100 100 #0 QPSK 48.76 32.2 PASS
1 20 18100 100 #0 QPSK 49.89 35.2 PASS
1 20 18100 18 #0 QAM16 51.76 35.2 PASS
1 20 18100 18 #0 QAM16 49.40 32.2 PASS
1 20 18100 18 #0 QAM16 45.14 29.2 PASS
1 20 18100 18 #0 QAM16 0.00 0 PASS
1 20 18100 18 #0 QAM16 43.67 29.2 PASS
1 20 18100 18 #0 QAM16 52.49 32.2 PASS
1 20 18100 18 #0 QAM16 51.82 35.2 PASS
1 20 18100 18 #Max QAM16 51.57 35.2 PASS
1 20 18100 18 #Max QAM16 52.09 32.2 PASS
1 20 18100 18 #Max QAM16 45.17 29.2 PASS
1 20 18100 18 #Max QAM16 0.00 0 PASS
1 20 18100 18 #Max QAM16 45.01 29.2 PASS
1 20 18100 18 #Max QAM16 48.62 32.2 PASS
1 20 18100 18 #Max QAM16 52.58 35.2 PASS
1 20 18100 100 #0 QAM16 50.29 35.2 PASS
1 20 18100 100 #0 QAM16 49.68 32.2 PASS
1 20 18100 100 #0 QAM16 44.28 29.2 PASS
1 20 18100 100 #0 QAM16 0.00 0 PASS
1 20 18100 100 #0 QAM16 43.19 29.2 PASS
1 20 18100 100 #0 QAM16 48.40 32.2 PASS
1 20 18100 100 #0 QAM16 49.57 35.2 PASS
1 20 18300 18 #0 QPSK 52.49 35.2 PASS
1 20 18300 18 #0 QPSK 48.79 32.2 PASS
1 20 18300 18 #0 QPSK 45.47 29.2 PASS
1 20 18300 18 #0 QPSK 0.00 0 PASS
1 20 18300 18 #0 QPSK 44.15 29.2 PASS
1 20 18300 18 #0 QPSK 53.33 32.2 PASS
1 20 18300 18 #0 QPSK 52.50 35.2 PASS
1 20 18300 18 #Max QPSK 51.78 35.2 PASS
1 20 18300 18 #Max QPSK 52.76 32.2 PASS
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1 20 18300 18 #Max QPSK 44.87 29.2 PASS
1 20 18300 18 #Max QPSK 0.00 0 PASS
1 20 18300 18 #Max QPSK 45.35 29.2 PASS
1 20 18300 18 #Max QPSK 48.15 32.2 PASS
1 20 18300 18 #Max QPSK 53.24 35.2 PASS
1 20 18300 100 #0 QPSK 50.37 35.2 PASS
1 20 18300 100 #0 QPSK 49.89 32.2 PASS
1 20 18300 100 #0 QPSK 44.44 29.2 PASS
1 20 18300 100 #0 QPSK 0.00 0 PASS
1 20 18300 100 #0 QPSK 43.59 29.2 PASS
1 20 18300 100 #0 QPSK 48.93 32.2 PASS
1 20 18300 100 #0 QPSK 49.74 35.2 PASS
1 20 18300 18 #0 QAM16 51.47 35.2 PASS
1 20 18300 18 #0 QAM16 48.36 32.2 PASS
1 20 18300 18 #0 QAM16 44.74 29.2 PASS
1 20 18300 18 #0 QAM16 0.00 0 PASS
1 20 18300 18 #0 QAM16 43.83 29.2 PASS
1 20 18300 18 #0 QAM16 52.34 32.2 PASS
1 20 18300 18 #0 QAM16 51.96 35.2 PASS
1 20 18300 18 #Max QAM16 50.91 35.2 PASS
1 20 18300 18 #Max QAM16 51.54 32.2 PASS
1 20 18300 18 #Max QAM16 44.38 29.2 PASS
1 20 18300 18 #Max QAM16 0.00 0 PASS
1 20 18300 18 #Max QAM16 44.67 29.2 PASS
1 20 18300 18 #Max QAM16 48.41 32.2 PASS
1 20 18300 18 #Max QAM16 52.10 35.2 PASS
1 20 18300 100 #0 QAM16 49.71 35.2 PASS
1 20 18300 100 #0 QAM16 49.32 32.2 PASS
1 20 18300 100 #0 QAM16 43.78 29.2 PASS
1 20 18300 100 #0 QAM16 0.00 0 PASS
1 20 18300 100 #0 QAM16 43.19 29.2 PASS
1 20 18300 100 #0 QAM16 48.56 32.2 PASS
1 20 18300 100 #0 QAM16 49.52 35.2 PASS
1 20 18500 18 #0 QPSK 52.21 35.2 PASS
1 20 18500 18 #0 QPSK 48.82 32.2 PASS
1 20 18500 18 #0 QPSK 45.33 29.2 PASS
1 20 18500 18 #0 QPSK 0.00 0 PASS
1 20 18500 18 #0 QPSK 4541 29.2 PASS
1 20 18500 18 #0 QPSK 53.11 32.2 PASS
1 20 18500 18 #0 QPSK 52.56 35.2 PASS
1 20 18500 18 #Max QPSK 51.79 35.2 PASS
1 20 18500 18 #Max QPSK 52.74 32.2 PASS
1 20 18500 18 #Max QPSK 44.88 29.2 PASS
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1 20 18500 18 #Max QPSK 0.00 0 PASS
1 20 18500 18 #Max QPSK 44.88 29.2 PASS
1 20 18500 18 #Max QPSK 46.03 32.2 PASS
1 20 18500 18 #Max QPSK 53.40 35.2 PASS
1 20 18500 100 #0 QPSK 49.78 35.2 PASS
1 20 18500 100 #0 QPSK 49.17 32.2 PASS
1 20 18500 100 #0 QPSK 43.73 29.2 PASS
1 20 18500 100 #0 QPSK 0.00 0 PASS
1 20 18500 100 #0 QPSK 43.80 29.2 PASS
1 20 18500 100 #0 QPSK 48.68 32.2 PASS
1 20 18500 100 #0 QPSK 49.84 35.2 PASS
1 20 18500 18 #0 QAM16 51.09 35.2 PASS
1 20 18500 18 #0 QAM16 48.62 32.2 PASS
1 20 18500 18 #0 QAM16 44.51 29.2 PASS
1 20 18500 18 #0 QAM16 0.00 0 PASS
1 20 18500 18 #0 QAM16 44.78 29.2 PASS
1 20 18500 18 #0 QAM16 52.03 32.2 PASS
1 20 18500 18 #0 QAM16 51.77 35.2 PASS
1 20 18500 18 #Max QAM16 50.97 35.2 PASS
1 20 18500 18 #Max QAM16 51.69 32.2 PASS
1 20 18500 18 #Max QAM16 44.29 29.2 PASS
1 20 18500 18 #Max QAM16 0.00 0 PASS
1 20 18500 18 #Max QAM16 44.66 29.2 PASS
1 20 18500 18 #Max QAM16 46.87 32.2 PASS
1 20 18500 18 #Max QAM16 52.34 35.2 PASS
1 20 18500 100 #0 QAM16 49.52 35.2 PASS
1 20 18500 100 #0 QAM16 49.12 32.2 PASS
1 20 18500 100 #0 QAM16 43.57 29.2 PASS
1 20 18500 100 #0 QAM16 0.00 0 PASS
1 20 18500 100 #0 QAM16 43.74 29.2 PASS
1 20 18500 100 #0 QAM16 48.78 32.2 PASS
1 20 18500 100 #0 QAM16 49.86 35.2 PASS

Band3 QAM16 BW=1.4MHz Channel=19207 RB Size=5 Position=#0.png
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. Multi Evaluation PRACH SRS
oD Freg. 172000 MHz Ref Level: 41.00dBm BW:20.0 MHz CPF Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio

*Q = off oy —— +0 = off v - * 8 x off v -—
dBm & Current E-UTRA,
30 & Current UTRA
20

10

0

-10

-20

-30

-25 -20 -15 -10 25 il ] 10 14 20 25

Det. Alloc. NoRB: 18 OffsetRB: 82

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 50.73dB 51.37dB 44.36 (B 2207 dBm  43.244B 45.34 4B 51.37dB
Ayerage  50.82dB  51.48dB  44.384B 22.11dBm  42.99dB 446848  51.514B

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
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Statistic Count Qut of Talerance Detected Modulation  Detected Channel Type View Filter Throughput
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" Muhti Evaluation PRACH SRS
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(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement [=JE3 W
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Det. Alloc. NoRB: 8 OffsetRB:
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Band3 QPSK BW=5MHz Channel=19925 RB Size=25 Position=#0.png

& Current E-UTRA
30 & Current UTRA,

Det. Alloc. NoRB: 25 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 51.10 dB 40.12 dB 39.31dB 21.12dBm 41.474dB 42.314dB 52.34 dB
- Ayerage 50.82 dB 39.354B 38.57 dB 21.05dBm  40.58 4B 41.494dB 52.29dB

20 /20 000 %  QOPSK PUSCH 100.0 %
@ PE Connection Established

RRC State: Connected

Band3 QPSK BW=5MHz Channel=19925 RB Size=8 Position=#0.png

Shenzhen Zhongjian Nanfang Testing Co., Ltd.

No0.110~116, Building B, Jinyuan Business Building, Xixiang Road,
Bao’an District, Shenzhen, Guangdong, China

Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366

Project No.: CCISE2006037

Page 85 of 195



c c I s Report No.: CCISE200603707

& Current E-UTRA
30 & Current UTRA,

Det. Alloc. NoRB: 8 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
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(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement [=JE3 W

. Multi Evaluation PRACH SRS
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é""'Current 47.43 dB 44.06 (B 41.794dB 21.53dBm  41.654dB 44.09dB 47.06 (B
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Det. Alloc. NoRB: 25 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 50.40 dB 43.334dB 4249 dB 21.79dBm  43.4%4dB 44.214dB 50.88 dB
b Ayerage 50.56 dB 43.67dB 42.87 dB 21.80dBm 43.88dB 44.69 (B 51.06 dB

20 /20 000 %  16-0AM | PUSCH 100.0 %

PE Connection Established
@ RRC State:  Connected
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& Current E-UTRA
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Det. Alloc. NoRB: 8 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 52.27 dB 42.43 4B 40.53 dB 22.85dBm  46.354dB 46.714dB 53.00 dB
- Ayerage 52.21dB 43.12 dB 41.02 dB 22.71dBm  46.424B 46.74 4B 52.717dB

20 /20 000 %  16-0AM | PUSCH 100.0 %
@ PE Connection Established

RRC State: Connected
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c c I s Report No.: CCISE200603707

(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement [=JE3 W

. Multi Evaluation PRACH SRS
oD Freg. 2567.5MHz Ref Level: 41.00dBm BYW:5.0 MHz CP Normal Meas SubfrrSlot o JAl
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Det. Alloc. NoRB: 8 OffsetRB: 17

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 52.43dB 46.45dB 46.17 dB 2281dBm  42.394B 44.52 B 52.63dB
Ayerage  52.41dB  46.58dB  46.26 dB 2277Bm 42.55dB 44.69dB  52.75dB

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % 16—-0AM PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected

Band7 QPSK BW=10MHz Channel=20800 RB Size=12 Position=#0.png

(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement E] W
" Multi Evaluation PRACH SRS
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§""-Current 52.60 dB 40.54 4B 39.83 dB 23.60dBm  45.35dB 50.27 dB 4913 dB
- Ayerage 52.594dB 40.40 4B 39.70 4B 23.60dBm  45.3%dB 50.104dB 49.20dB

Statistic Count Qut of Talerance Detected Modulation  Detected Channel Type View Filter Throughput
2020 0.00 % QPSK PUSCH 100.0 %
PE Connection Established
@ RRC State:  Connected

Band7 QPSK BW=10MHz Channel=20800 RB Size=12 Position=#Max.png

Shenzhen Zhongjian Nanfang Testing Co., Ltd. Project No.: CCISE2006037
No0.110~116, Building B, Jinyuan Business Building, Xixiang Road,

Bao’an District, Shenzhen, Guangdong, China

Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366 Page 100 of 195



c c I s Report No.: CCISE200603707

(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement E] W
" Multi Evaluation PRACH SRS
oD Freg. 25050 MHz Ref Level: 40.90dBm BW10.0 MHz CP Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio
*Q = off oy —— +0 = off v - * 8 x off v -—
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Det. Alloc. NoRB: 12 OffsetRB: 38

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 49.96 dB 50.23dB 45.90dB 23.34dBm  43.154B 44.05dB 53.16 dB
Ayerage  49.944B 504548 46.03 B 2345Bm 4246dB  43.33dB  53.054B

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected
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(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement E] W
" Multi Evaluation PRACH SRS
oD Freg. 25050 MHz Ref Level: 40.90dBm BW10.0 MHz CP Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio
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Det. Alloc. NoRB: 50 OffsetRB: 0

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 47.64 dB 45.22 (B 42.62 dB 2256dBm  42.654dB 45.56 (B 4721 4B
- Ayerage 47.71dB 45.54 (B 42.81dB 2255dBm  42.864B 45.68 (B 47.61dB
Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
20 /20 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ RRC State:  Connected
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c c I s Report No.: CCISE200603707

(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement E] W
" Multi Evaluation PRACH SRS
oD Freg. 25350 MHz Ref Level: 40.60dBm BW:10.0 MHz CPF Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio
*Q = off oy —— +0 = off v - * 8 x off v -—
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Det. Alloc. NoRB: 12 OffsetRB: 0

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 53.75dB 42.794dB 42.094B 23.80dBm  45.724B 50.38dB 49.73dB
Ayerage  53.62dB 42484 41.794B 23.78Bm 4586dB  50.56dB  49.82dB

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected
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(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement E] W
" Multi Evaluation PRACH SRS
oD Freg. 25350 MHz Ref Level: 40.60dBm BW:10.0 MHz CPF Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio
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Det. Alloc. NoRB: 12 OffsetRB: 38

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 49.44 dB 50.704dB 45,74 dB 23.82dBm  42.294B 42.94 (B 54.06 dB
- Ayerage 49.73 dB 50.80 B 45.96 dB 23.74dBm  42.364B 43.02 (B 54.18 dB
Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
20 /20 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ RRC State:  Connected
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c c I s Report No.: CCISE200603707

(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement [=JE3 W

. Multi Evaluation PRACH SRS
oD Freg. 25350 MHz Ref Level: 40.60dBm BW:10.0 MHz CPF Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio

*Q = off oy —— +0 = off v - * 8 x off v -—
dBm & Currert E-UTRA,
30 & Current UTRA
20

10

0

-10

-20
-30

-10 =5 il 5 10

Det. Alloc. NoRB: 50 OffsetRB: 0

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 47.22 dB 44.55dB 42.00dB 2277TdBm  42.244B 44.54 (B 47.81dB
Ayerage  47.46dB 45044 42.414B 22.77Bm 42.72dB  45.16dB  48.06 4B

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected
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(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement E] W
" Muhti Evaluation PRACH SRS

FDD Freq. 2565.0 MHz Ref Level: 40.50dBm BWW.10.0 MHz CF Normal Meas SubfrrSlot: 0 JAl
Adjacent Channel Leakage Ratio
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Det. Alloc. NoRB: 12 OffsetRB: 0

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
§""-Current 53.314dB 39.124dB 38.66 dB 23.58dBm  46.43dB 50.954B 50.23dB
- Ayerage 53.224dB 38.754B 38.22dB 23.62dBm  46.26 dB 50.794B 50.15dB

Statistic Count Qut of Talerance Detected Modulation  Detected Channel Type View Filter Throughput
2020 0.00 % QPSK PUSCH 100.0 %
PE Connection Established
@ RRC State:  Connected
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c c I s Report No.: CCISE200603707

(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement [=JE3 W

. Multi Evaluation PRACH SRS
oD Freg. 2565.0 MHz Ref Level: 40.50dBm BW:10.0 MHz CP Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio

*Q = off oy —— +0 = off v - * 8 x off v -—
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Det. Alloc. NoRB: 12 OffsetRB: 38

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 48.86 dB 49.93 dB 4517 dB 23.84dBm  42.444B 43.194dB 54.35dB
fyerage  49.044B  50.07dB  45.254B 2381dBm 41.954B  42.66dB  54.24dB

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected
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(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement E] W
" Muhti Evaluation PRACH SRS

FDD Freq. 2565.0 MHz Ref Level: 40.50dBm BWW.10.0 MHz CF Normal Meas SubfrrSlot: 0 JAl
Adjacent Channel Leakage Ratio
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Det. Alloc. NoRB: 50 OffsetRB: 0

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
§""-Current 45.64 4B 43.014dB 4047 dB 22.71dBm  42.89dB 45.20dB 48.62 dB
- Ayerage 43.554dB 43.124dB 40.50 dB 22.72dBm  42.98dB 45.334dB 48.51dB

Statistic Count Qut of Talerance Detected Modulation  Detected Channel Type View Filter Throughput
2020 0.00 % QPSK PUSCH 100.0 %
PE Connection Established
@ RRC State:  Connected
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c c I s Report No.: CCISE200603707

(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement [=JE3 W

. Multi Evaluation PRACH SRS
oD Freg. 25100 MHz Ref Level: 41.00dBm BYW:20.0 MHz CPF Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio
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Det. Alloc. NoRB: 100 OffsetRB: 0

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 48.02 dB 46.68 (B 42.03dB 22.3%dBm  41.314B 46.63 dB 47.93dB
Ayerage  47.86dB  46.60dB 4198 4B 2243dBm 41.12dB  46.50dB  47.64 4B

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected
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(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement [=JE3 W

. Muhi Evaluation PRACH SRS

FDD Freq.2510.0MHz Ref Level: 41.00dBm BW:20.0 MHz CF Normal Meas Subfr/Slot 0 Al
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Det. Alloc. NoRB: 18 OffsetRB: 0

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
§""-Current 51.76 dB 41.914dB 41.62 dB 23.42dBm  44.36dB 52.98dB 51.97 dB
- Ayerage 51.62 dB 41.214dB 1.22dB 23.45dBm  44.27dB 52.834dB 52.06 dB

Statistic Count Qut of Talerance Detected Modulation  Detected Channel Type View Filter Throughput
2020 0.00 % QPSK PUSCH 100.0 %
PE Connection Established
@ RRC State:  Connected
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c c I s Report No.: CCISE200603707

(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement E] W
" Multi Evaluation PRACH SRS
FDD Freq.2510.0MHz Ref Level: 41.00dBm BW:20.0 MHz CF Normal Meas Subfr/Slot 0 Al
Adjacent Channel Leakage Ratio
*Q = off oy —— +0 = off v - * 8 x off v -—
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Det. Alloc. NoRB: 18 OffsetRB: 82

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 51.33dB 52.124B 44.994B 23.21dBm  41.964B 42.194dB 52.57dB
-Ayerage  51.30dB 52194 44.90dB 2323dBm 41.544B  41.60dB  52.32dB

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected

Band7 QPSK BW=20MHz Channel=21100 RB Size=100 Position=#0.png

(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement E] W
" Multi Evaluation PRACH SRS
FDD Freq.2535.0MHz Ref Level: 41.00dBm BWW:20.0 MHz CF Normal Meas Subfr/Slot 0 Al
Adjacent Channel Leakage Ratio
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Det. Alloc. NoRB: 100 OffsetRB: 0

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 47.76 dB 46.67 dB 41.52 dB 22.74dBm  42.884B 48.27 (B 49.35 dB
- Ayerage 47.58 dB 46.67 dB 1.49dB 22.74dBm  42.644B 47.87dB 19.12 dB
Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
20 /20 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ RRC State:  Connected
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c c I s Report No.: CCISE200603707

(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement [=JE3 W

. Multi Evaluation PRACH SRS
oD Freg. 25350 MHz Ref Level: 41.00dBm BYW:20.0 MHz CPF Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio
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Det. Alloc. NoRB: 18 OffsetRB: 0

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 51.92 dB 43.214dB 42 46 (B 23.50dBm  44.084B 52.93dB 52.08 dB
Ayerage  51.78dB  43.23dB  42.444B 2355Bm 44.11dB  53.044B  52.034B

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected
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(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement [=JE3 W

. Muhi Evaluation PRACH SRS
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Det. Alloc. NoRB: 18 OffsetRB: 82

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
§""-Current 51.54 4B 52.574B 44.16 dB 23.60dBm  43.56dB 44.854B 52.91dB
- Ayerage 51.38 4B 52.514dB 44.16 dB 23.57TdBm  43.84dB 45.434dB 52.84dB

Statistic Count Qut of Talerance Detected Modulation  Detected Channel Type View Filter Throughput
2020 0.00 % QPSK PUSCH 100.0 %
PE Connection Established
@ RRC State:  Connected
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c c I s Report No.: CCISE200603707

(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement [=JE3 W

. Multi Evaluation PRACH SRS
oD Freg. 2560.0 MHz Ref Level: 40.30dBm BW:20.0 MHz CPF Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio
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Det. Alloc. NoRB: 100 OffsetRB: 0

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 45.77 dB 44.69dB 39.734dB 2254dBm 41.914B 4647 dB 48.01dB
fyerage  45.62dB 444408 39.484B 2254Bm 41.67dB  46.02dB  47.78 4B

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected
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(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement [=JE3 W

. Muhi Evaluation PRACH SRS
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Det. Alloc. NoRB: 18 OffsetRB: 0

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 52.33dB H1.77dB HM.75dB 23.37TdBm  45.774dB 53.76 4B 53.20 dB
- Ayerage 52.24 (B 41.38 4B 41.57 dB 2331dBm  45.684B 53.794dB 53.16 dB
Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
20 /20 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ RRC State:  Connected
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c c I s Report No.: CCISE200603707

(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement [=JE3 W

. Multi Evaluation PRACH SRS
oD Freg. 2560.0 MHz Ref Level: 40.30dBm BW:20.0 MHz CPF Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio
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Det. Alloc. NoRB: 18 OffsetRB: 82

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 51.45dB 53.07 dB 43.98dB 23.61dBm  43.654dB 44.07 (B 53.47dB
Ayerage  51.78dB  53.25dB  44.08 4B 2361dBm 43.17dB  43.30dB  53.554B

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected
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ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
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& Current E-UTRA
30 & Current UTRA

Det. Alloc. NoRB: 8 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 53.47 dB 37.464dB 3441dB 24.19dBm  46.394B 46.714dB 53.85 dB
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20 /20 000 %  QOPSK PUSCH 100.0 %

PE Connection Established
@ RRC State:  Connected
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& Current E-UTRA
30 & Current UTRA

Det. Alloc. NoRB: 25 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 51.02 dB 43.03 4B 42.24 dB 2281dBm  42.174B 42.92 dB 51.60 dB
b Ayerage 51.24 (B 43.60 dB 42.83dB 22.80dBm 42.82dB 43.60 (B 51.55 dB

20 /20 000 %  QOPSK PUSCH 100.0 %

PE Connection Established
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ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
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& Current E-UTRA
30 & Current UTRA

Det. Alloc. NoRB: 8 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 52.97 dB 47.314dB 46.96 dB 23.69dBm  40.754dB 42.54 (B 53.64 dB
b Ayerage 53.314dB 47.20 dB 46.86 (B 23.75dBm 41.304B 43.17dB 53.65 dB

20 /20 000 %  QOPSK PUSCH 100.0 %

PE Connection Established
@ RRC State:  Connected
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30 & Current UTRA

Det. Alloc. NoRB: 8 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 53.22dB 41.93dB 39.94 dB 23.68dBm  46.414B 46.73 4B 53.77dB
b Ayerage 53.194dB 41.814dB 39.61dB 23.72(dBm 46.44 (B 46.74 (B 53.73 dB
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dBrm & Current E-UTRA
30 & Current UTRA

Det. Alloc. NoRB: 5 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 52.05dB 47.27dB 43.41dB 22.19dBm  44.774B 48.58 (B 52.59dB
b Ayerage 52.234dB 47.57 dB 43.22 4B 22.25dBm 44.97dB 48.87 (B 52.41dB
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& Current E-UTRA
30 & Current UTRA

Det. Alloc. NoRB: 6 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 51.37 dB 47.594dB 46.37 dB 21.31dBm  46.114dB 47.60 (B 51.35dB
b Ayerage 51.11 dB 47.58 dB 46.45 dB 21.20(Bm  45.344B 47.274dB 51.37 dB

ATz 0.00 % 16-0AM | PUSCH 100.0 %

PE Connection Established
@ RRC State:  Connected
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& Current E-UTRA
30 & Current UTRA

Det. Alloc. NoRB: 5 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 53.54 dB 49.85dB 50.08 dB 2260dBm  48.76 4B 49.12 dB 53.83 dB
b Ayerage 53.62 dB 50.18 dB 50.81dB 22.64(dBm 49.53dB 49.414dB 53.89 dB

ATz 0.00 % 16-0AM | PUSCH 100.0 %
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@ RRC State:  Connected
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Det. Alloc. NoRB: 6 OffsetRB:
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dBrm & Current E-UTRA
30 & Current UTRA

Det. Alloc. NoRB: 5 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 53.11dB 49.10 4B 46.60 dB 2290dBm  47.754dB 50.27 (B 53.52 dB
b Ayerage 52.86 dB 18.51dB 45.81dB 22.72(dBm 46.32B 49.62 (B 53.18 dB

ATz 0.00 % 16-0AM | PUSCH 100.0 %

PE Connection Established
@ RRC State:  Connected
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& Current E-UTRA
30 & Current UTRA

Det. Alloc. NoRB: 6 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 51.65 dB 49.37 4B 50.98 dB 21.34dBm  48.244B 48.96 (B 52.07 dB
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PE Connection Established
@ RRC State:  Connected
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(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W

. Multi Evaluation PRACH SRS
oD Freg.: 885.0MHz Ref Level: 41.00dBm BW:10.0 MHz CPF Normal Meas SubfrrSlot o JAl
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Det. Alloc. NoRB: 12 OffsetRB: 38

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 51.78dB 50.98 dB 4746 dB 2252dBm  43.984B 45.44 (B 52.08 dB
fyerage  51.704B  50.92dB 4743 4B 22.44dBm 44064  45.464B  52.12dB

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % 16—-0AM PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected
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Det. Alloc. NoRB: 50 OffsetRB: 0

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
§""-Current 50.39 4B 43.654B 42.24dB 21.38dBm  42.64dB 44.92 4B 48.31dB
- Ayerage 50.39 4B 43.854B 12.414dB 21.32dBm  42.68dB 45.154B 48.04 dB
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2020 0.00 % 16—-0AM PUSCH 100.0 %
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(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W

. Multi Evaluation PRACH SRS
oD Freg. 897.5MHz Ref Level: 40.30dBm BW:10.0 MHz CPF Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio
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Det. Alloc. NoRB: 12 OffsetRB: 0

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 52.74dB 48.26 (B 46.37 dB 2249dBm  47.614B 51.57 dB 51.75dB
-Ayerage  52.55dB  48.66dB  46.59 B 2248Bm 47.55dB 51.45dB  51.684B

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % 16—-0AM PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected
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ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
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- Ayerage 51.70 dB 52.12 4B 47.99 dB 2255dBm  46.26 4B 47.914dB 5342 dB
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(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W

. Multi Evaluation PRACH SRS
oD Freg. 897.5MHz Ref Level: 40.30dBm BW:10.0 MHz CPF Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio
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Det. Alloc. NoRB: 50 OffsetRB: 0

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 49.52 dB 47.68 dB 44.82dB 21.48dBm  45.944B 48.60 (B 50.89dB
fyerage  49.72dB 47654 44.86 4B 2156 dBm 45.864B  48.49dB  50.954B

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % 16—-0AM PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected
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(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W

. Multi Evaluation PRACH SRS
oD Freg. 910.0MHz Ref Level: 40.60dBm BW:10.0 MHz CP Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio
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Det. Alloc. NoRB: 12 OffsetRB: 38
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(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W
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c c I s Report No.: CCISE200603707

(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W

. Multi Evaluation PRACH SRS
oD Freg. 847.0MHz Ref Level: 39.90dBm BW:20.0 MHz CPF Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio

*Q = off oy —— +0 = off v - * 8 x off v -—
dBm & Current E-UTRA,
30 & Current UTRA,
20

10

0

-10

=20

-30

-25 -20 -15 -10 25 il ] 10 14 20 25

Det. Alloc. NoRB: 100 OffsetRB: 0

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 49.89dB 48.33dB 43.354dB 2096 dBm  42.134dB 47.37dB 48.58 (B
fyerage  49.78dB 484448 43.37dB 2092Bm 42.12dB  47.31dB  48.51dB

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % 16—-0AM PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected

Band20 QAM16 BW=20MHz Channel=24300 RB Size=18 Position=#0.png

(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W

. Muhi Evaluation PRACH SRS

FDD Freq. 847.0MHz Ref Level: 39.90dBm BWW:20.0 MHz CF Normal Meas Subfr/Slot 0 Al
Adjacent Channel Leakage Ratio

*Q = off oy —— +0 = off v -— ® 8B off oy -—
dBrm & Current E-UTRA
30 & Current UTRA,
20

10

0

-10
-20

-30

-25 -20 -15 -10 25 il ] 10 14 20 25

Det. Alloc. NoRB: 18 OffsetRB: 0

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 51.31dB 46.95 (B 43.76 dB 21.69dBm  44.694dB 51.90 (B 52.01dB
- Ayerage 51.12 dB 46.914dB 43.67 dB 21.60dBm  44.644B 51.84 dB 51.94 dB

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
20 /20 0.00 % 16-0AM PUSCH 100.0 %

PE Connection Established
@ RRC State:  Connected
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c c I s Report No.: CCISE200603707

(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W

. Multi Evaluation PRACH SRS
oD Freg. 847.0MHz Ref Level: 39.90dBm BW:20.0 MHz CPF Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio

*Q = off oy —— +0 = off v - * 8 x off v -—
dBm & Current E-UTRA,
30 & Current UTRA,
20

10

0

-10

=20
-30

-25 -20 -15 -10 25 il ] 10 14 20 25

Det. Alloc. NoRB: 18 OffsetRB: 82

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 51.76 dB 51.794dB 45.22dB 21.86dBm  44.534dB 48.26 (B 51.84dB
fyerage  51.544dB  51.84dB  45.224B 21.84dBm 44544 48.23dB  52.04dB

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % 16—-0AM PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected

Band20 QAM16 BW=20MHz Channel=24350 RB Size=100 Position=#0.png

(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W

. Muhi Evaluation PRACH SRS

FDD Freq. 852.0MHz Ref Level: 39.90dBm BWW:20.0 MHz CF Normal Meas Subfr/Slot 0 Al
Adjacent Channel Leakage Ratio

*Q = off oy —— +0 = off v -— ® 8B off oy -—
dBrm & Current E-UTRA
30 & Current UTRA,
20

10

0

-10

-20
-30

-25 -20 -15 -10 25 il ] 10 14 20 25

Det. Alloc. NoRB: 100 OffsetRB: 0

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 48.44 dB 47.334dB 42.50 dB 21.05dBm  42.084dB 47.42 dB 47.99 dB
- Ayerage 48.54 dB 47.734dB 42.67 dB 21.03dBm  42.154dB 47.52 dB 418.03 dB
Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
20 /20 0.00 % 16-0AM PUSCH 100.0 %

PE Connection Established
@ RRC State:  Connected

Band20 QAM16 BW=20MHz Channel=24350 RB Size=18 Position=#0.png
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c c I s Report No.: CCISE200603707

(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W
" Multi Evaluation PRACH SRS
oD Freg.: 852.0MHz Ref Level: 39.90dBm BYW:20.0 MHz CPF Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio
*Q = off oy —— +0 = off v - * 8 x off v -—

dBrm & Current E-UTRA
30 & Current UTRA,

20
10

0

-10

=20

-30

-25 -20 -15 -10 25 il ] 10 14 20 25

Det. Alloc. NoRB: 18 OffsetRB: 0

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 51.29dB 46.81dB 43.84 dB 21.72dBm 4527 4B 52.36dB 52.21dB
Ayerage  51.31dB 46754 43.80dB 21.744Bm  45.244B  52.15dB  52.20dB

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % 16—-0AM PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected

Band20 QAM16 BW=20MHz Channel=24350 RB Size=18 Position=#Max.png

(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W
" Multi Evaluation PRACH SRS
oD Freg.: 852.0MHz Ref Level: 39.90dBm BYW:20.0 MHz CPF Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio
*Q = off oy —— +0 = off v -— ® 8B off oy -—

dBm & Current E-UTRA,
30 & Current UTRA,

20
10

0

-10

-20

-30

-25 -20 -15 -10 25 il ] 10 14 20 25

Det. Alloc. NoRB: 18 OffsetRB: 82

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 51.46 dB 52.034dB 45.01dB 21.87dBm  45.254B 49.36 (B 5254 dB
- Ayerage 51.48 dB 51.794dB 45.01dB 21.81dBm  45.044B 49.04 dB 52.31dB

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
20 /20 0.00 % 16-0AM PUSCH 100.0 %

PE Connection Established
@ RRC State:  Connected
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c c I s Report No.: CCISE200603707

& Current E-UTRA
30 & Current UTRA

Det. Alloc. NoRB: 25 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 50.42 dB 46.58 (B 4547 dB 2089dBm  42.694dB 43.44 (B 49.22 dB
b Ayerage 50.64 B 16.57 dB 4537 dB 2096 dBm 42.72dB 43.48 4B 49.41dB

20 /20 000 %  16-0AM | PUSCH 100.0 %

PE Connection Established
@ RRC State:  Connected

Band20 QAM16 BW=5MHz Channel=24175 RB Size=8 Position=#0.png

& Current E-UTRA
30 & Current UTRA

Det. Alloc. NoRB: 8 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 51.26 dB 46.37 (B 44.01dB 21.71dBm  46.324B 46.714dB 51.82 dB
- Ayerage 51.42 dB 46.194dB 43.80 dB 21.77dBm  46.384dB 46.76 (B 51.67 dB

20 /20 000 %  16-0AM | PUSCH 100.0 %
@ PE Connection Established

RRC State: Connected
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c c I s Report No.: CCISE200603707

& Current E-UTRA
30 & Current UTRA

Det. Alloc. NoRB: 8 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 51.39dB 48.554B 48.00 dB 21.82dBm 4497 4B 46.62 (B 51.41dB
b Ayerage 51.514dB 48.414dB 47.89dB 21.86dBm 44.744dB 46.47 (B 51.54 dB

20 /20 000 %  16-0AM | PUSCH 100.0 %

PE Connection Established
@ RRC State:  Connected

Band20 QAM16 BW=5MHz Channel=24300 RB Size=25 Position=#0.png

& Current E-UTRA
30 & Current UTRA,

Det. Alloc. NoRB: 25 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 51.02 dB 46.57 (B 45.44 dB 2094 dBm  45.124B 45.93 4B 51.00 dB
- Ayerage 51.04 dB 46.67 dB 45.55 dB 2096 dBm  45.294B 46.16 (B 50.98 dB

20 /20 000 %  16-0AM | PUSCH 100.0 %
@ PE Connection Established

RRC State: Connected
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c c I s Report No.: CCISE200603707

& Current E-UTRA
30 & Current UTRA,

Det. Alloc. NoRB: 8 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 52.40 dB 46.50 (B 4457 dB 21.90dBm  48.86 4B 49.37 4B 52.74dB
b Ayerage 52.43dB 46.90 dB 45.02 dB 21.89dBm 48.69B 4917 dB 52.91dB

20 /20 000 %  16-0AM | PUSCH 100.0 %

PE Connection Established
@ RRC State:  Connected

Band20 QAM16 BW=5MHz Channel=24300 RB Size=8 Position=#Max.png

& Current E-UTRA
30 & Current UTRA,

Det. Alloc. NoRB: 8 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 52.60 dB 46.95 (B 46.61dB 21.95dBm  45.154B 47.84 dB 52.62 dB
- Ayerage 52.48 (B 47.134dB 46.77 dB 21.82dBm 4557 4B 47.784dB 52.55 dB

20 /20 000 %  16-0AM | PUSCH 100.0 %
@ PE Connection Established

RRC State: Connected
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c c I s Report No.: CCISE200603707

& Current E-UTRA
30 & Current UTRA,

Det. Alloc. NoRB: 25 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 50.54 dB 46.79dB 46.05 dB 20.91dBm  45.86dB 46.92 dB 51.42 dB
befyerage  50.55 dB 16.75dB 45.94 (B 2087dBm 458348  46.85dB  51.40dB

20 /20 000 %  16-0AM | PUSCH 100.0 %

PE Connection Established
@ RRC State:  Connected

Band20 QAM16 BW=5MHz Channel=24425 RB Size=8 Position=#0.png

& Current E-UTRA
30 & Current UTRA,

Det. Alloc. NoRB: 8 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 52.54 dB 48.434dB 46.86 dB 21.85dBm  48.794B 49.314dB 52.85dB
- Ayerage 52.45dB 48.304dB 46.59 dB 21.82dBm  48.914B 49.43 4B 52.93 dB

20 /20 000 %  16-0AM | PUSCH 100.0 %
@ PE Connection Established

RRC State: Connected
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c c I s Report No.: CCISE200603707

(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W

. Multi Evaluation PRACH SRS
oD Freg.: 859.5MHz Ref Level: 39.70dBm BYW:5.0 MHz CP Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio

*Q = off oy —— +0 = off v - * 8 x off v -—
dBm & Currert E-UTRA,
30 & Current UTRA,
20
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-10

-20

-30

Det. Alloc. NoRB: 8 OffsetRB: 17

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 52.63dB 48.97 dB 48.494dB 21.90dBm 4717 4B 49.33dB 52.81dB
Ayerage  52.67TdB 49.05dB  48.56 dB 2191dBm 46.71dB  48.96dB  52.854B

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % 16—-0AM PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected

Band20 QPSK BW=10MHz Channel=24200 RB Size=12 Position=#0.png

(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W
" Multi Evaluation PRACH SRS
FDD Freg. 837.0MHz Ref Lewel: 41.00dBm BvWW:10.0MHz CP :Normal Meas SubfrrSiot: 0 iAN
Adjacent Channel Leakage Ratio
*Q = off oy —— +0 = off v -— ® 8B off oy -—

dBm & Currert E-UTRA,
30 & Current UTRA

20
10

0

-10

=20
-30

Det. Alloc. NoRB: 12 OffsetRB: 0

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 52.27 dB 44.58 (B 43.52 dB 22.88dBm  46.224B 50.094dB 50.54 dB
- Ayerage 52.32dB 44.14 dB 43.10 dB 22.88dBm  46.174B 50.354B 50.28 dB
Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
20 /20 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ RRC State:  Connected

Band20 QPSK BW=10MHz Channel=24200 RB Size=12 Position=#Max.png
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c c I s Report No.: CCISE200603707

(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W

. Multi Evaluation PRACH SRS
oD Freg. 837.0MHz Ref Level: 41.00dBm BW:10.0 MHz CPF Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio

*Q = off oy —— +0 = off v - * 8 x off v -—
dBm & Currert E-UTRA,
30 & Current UTRA
20

10
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-10

-20

-30

-10 =5 il 5 10

Det. Alloc. NoRB: 12 OffsetRB: 38

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 52.28dB 52.00dB 48.43dB 22.86dBm  45.624dB 47.20dB 52.22(B
Ayerage  52.36dB  52.06dB 4848 4B 2291dBm 45504B  46.95dB  52.62dB

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected

Band20 QPSK BW=10MHz Channel=24200 RB Size=50 Position=#0.png

(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W
" Multi Evaluation PRACH SRS
FDD Freg. 837.0MHz Ref Lewel: 41.00dBm BvWW:10.0MHz CP :Normal Meas SubfrrSiot: 0 iAN
Adjacent Channel Leakage Ratio
*Q = off oy —— +0 = off v -— ® 8B off oy -—

dBm & Currert E-UTRA,
30 & Current UTRA

20
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-10

=20

-30

-10 =5 il 5 10

Det. Alloc. NoRB: 50 OffsetRB: 0

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
§""-Current 51.194dB 47.57dB 45.414dB 21.98dBm  42.23dB 45.494dB 46.59 dB
- Ayerage 5143 4B 47.704dB 45.59dB 2196 dBm  42.51dB 45.814dB 46.77 dB

Statistic Count Qut of Talerance Detected Modulation  Detected Channel Type View Filter Throughput
2020 0.00 % QPSK PUSCH 100.0 %
PE Connection Established
@ RRC State:  Connected
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c c I s Report No.: CCISE200603707

(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W

. Multi Evaluation PRACH SRS
oD Freg. 847.0MHz Ref Level: 39.80dBm BW10.0 MHz CPF Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio

*Q = off oy —— +0 = off v - * 8 x off v -—
dBm & Currert E-UTRA,
30 & Current UTRA,
20

10
0

-10
-20

-30

Det. Alloc. NoRB: 12 OffsetRB: 0

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 53.17 dB 45.96 (B 44.854dB 2296 dBm  47.384dB 51.83dB 51.17dB
Ayerage  53.144B  4547dB 4442 4B 2294Bm 47.26dB  51.74dB  51.044B

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected

Band20 QPSK BW=10MHz Channel=24300 RB Size=12 Position=#Max.png

(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W
. Muhi Evaluation PRACH SRS

FDD Freq. 847.0MHz Ref Level: 39.80dBm BWW:10.0 MHz CF Normal Meas Subfr/Slot 0 Al
Adjacent Channel Leakage Ratio

*Q = off oy —— +0 = off v -— ® 8B off oy -—
dBrm & Current E-UTRA
30 & Current UTRA,
20

10
0

-10
-20

-30

-10 =5 il 5 10

Det. Alloc. NoRB: 12 OffsetRB: 38

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 50.63 dB 50.434dB 46.45 dB 2293dBm  46.524B 48.20dB 53.23 4B
- Ayerage 50.44 B 50.45 4B 46.28 dB 2294 dBm  46.224B 47.734dB 53.39dB
Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
20 /20 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ RRC State:  Connected
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c c I s Report No.: CCISE200603707

(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W

. Multi Evaluation PRACH SRS
oD Freg. 847.0MHz Ref Level: 39.80dBm BW10.0 MHz CPF Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio

*Q = off oy —— +0 = off v - * 8 x off v -—
dBm & Currert E-UTRA,
30 & Current UTRA,
20

10
0

-10
-20

-30

-10 =5 il 5 10

Det. Alloc. NoRB: 50 OffsetRB: 0

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 50.35dB 47.14 4B 44.814dB 21.96dBm  44.624dB 48.17dB 48.49dB
Ayerage  50.46dB  47.204B  44.914B 2196dBm 44.77dB  48.38dB  48.58 4B

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected

Band20 QPSK BW=10MHz Channel=24400 RB Size=12 Position=#0.png

(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W
. Muhi Evaluation PRACH SRS

FDD Freq. 857.0MHz Ref Level: 39.80dBm BW:10.0 MHz CF Normal Meas Subfr/Slot 0 Al
Adjacent Channel Leakage Ratio

*Q = off oy —— +0 = off v -— ® 8B off oy -—
dBrm & Current E-UTRA
30 & Current UTRA,
20

10
0

-10
-20

-30

Det. Alloc. NoRB: 12 OffsetRB: 0

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 53.17 dB 49.34 (B 47 41dB 22.88dBm  46.714dB 51.094dB 50.62 dB
- Ayerage 52.93dB 49.40 (B 47.32 dB 22.89dBm  46.59%4B 50.92 (B 50.54 dB
Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
20 /20 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ RRC State:  Connected
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c c I s Report No.: CCISE200603707

(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W
. Muhi Evaluation PRACH SRS

FDD Freq. 857.0MHz Ref Level: 39.80dBm BW:10.0 MHz CF Normal Meas Subfr/Slot 0 Al
Adjacent Channel Leakage Ratio

*Q = off oy —— +0 = off v - * 8 x off v -—
dBrn # Current E-UTRA,
30 & Current UTRA,
20
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-30

-10 =5 il 5 10

Det. Alloc. NoRB: 12 OffsetRB: 38

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 51.29dB 51.744dB 47.53dB 2287dBm  46.854B 48.63 dB 53.47dB
Ayerage  51.19dB  51.74dB  47.43dB 2291dBm 46.944B  48.63dB  53.67dB

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected

Band20 QPSK BW=10MHz Channel=24400 RB Size=50 Position=#0.png

(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W
. Muhi Evaluation PRACH SRS

FDD Freq. 857.0MHz Ref Level: 39.80dBm BW:10.0 MHz CF Normal Meas Subfr/Slot 0 Al
Adjacent Channel Leakage Ratio

*Q = off oy —— +0 = off v -— ® 8B off oy -—
dBrm & Current E-UTRA
30 & Current UTRA,
20

10
0

-10
-20

-30

-10 =5 il 5 10

Det. Alloc. NoRB: 50 OffsetRB: 0

ACLR UTRAZ UTRA 1 E-UTRA 1 E-UTRA (Carrier} E-UTRA1 UTRA 1 UTRA 2

i Current 49.18 dB 19.13 dB 45.50 4B 21.95dBm  45.114dB 47.514dB 50.58 dB

b ferage 49.454dB 19.02 dB 45.554B 21.92dBm  45.334dB 47.84dB 50.60 dB
Statistic Count Out of Tolerance Detected Modulation  Detected Channel Type View Filter Throughput

20/ 20 0.00 % QPSK PUSCH 100.0 %
PS: Connection Established
@ RRC State:  Connected
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c c I s Report No.: CCISE200603707

(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W

. Multi Evaluation PRACH SRS
oD Freg.. 842.0MHz Ref Level: 40.40dBm BYW:20.0 MHz CP Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio

*Q = off oy —— +0 = off v - * 8 x off v -—
dBm & Current E-UTRA,
30 & Current UTRA
20
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Det. Alloc. NoRB: 100 OffsetRB: 0

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 51.55dB 49.87 dB 44.53dB 21.66 dBm  43.334B 48.83 dB 49.85dB
fyerage  51.49dB  49.98dB 4447 4B 21.69dBm 43.33dB  48.92dB  49.80dB

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected

Band20 QPSK BW=20MHz Channel=24250 RB Size=18 Position=#0.png

(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W

" Muhti Evaluation PRACH SRS

FDD Freg.: 842.0MHz Ref Lewvel: 40.40dBm BWW.20.0 MHz CF Normal Meas SubfrrSlot: 0 JAl
Adjacent Channel Leakage Ratio

*Q = off oy —— +0 = off v -— ® 8B off oy -—
dBrm # Currert E-UTRA,
30 & Current UTRA,
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Det. Alloc. NoRB: 18 OffsetRB: 0

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
§""-Current 52.5314dB 46.44 (B 44.30 dB 22.60dBm  44.91dB 52.784B 52.10dB
- Ayerage 52.524dB 46.154B 44.18 dB 2267 dBm  44.99dB 52.784B 52.33dB

Statistic Count Qut of Talerance Detected Modulation  Detected Channel Type View Filter Throughput
2020 0.00 % QPSK PUSCH 100.0 %
PE Connection Established
@ RRC State:  Connected
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c c I s Report No.: CCISE200603707

(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W
" Multi Evaluation PRACH SRS
oD Freg.. 842.0MHz Ref Level: 40.40dBm BYW:20.0 MHz CP Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio
*Q = off oy —— +0 = off v - * 8 x off v -—

dBrm & Current E-UTRA
30 & Current UTRA
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-25 -20 -15 -10 25 il ] 10 14 20 25

Det. Alloc. NoRB: 18 OffsetRB: 82

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 52.71dB 52.93dB 46.11dB 22.83dBm  45.054B 47.94 4B 52.89dB
-Ayerage  52.66dB  52.88dB  45.96 dB 22.79Bm 44.33dB  47.69dB  52.72dB

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected

Band20 QPSK BW=20MHz Channel=24300 RB Size=100 Position=#0.png

(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W
" Multi Evaluation PRACH SRS
oD Freg. 847.0MHz Ref Level: 39.90dBm BW:20.0 MHz CPF Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio
*Q = off oy —— +0 = off v -— ® 8B off oy -—

dBm & Current E-UTRA,
30 & Current UTRA,

20
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-25 -20 -15 -10 25 il ] 10 14 20 25

Det. Alloc. NoRB: 100 OffsetRB: 0

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 50.53 dB 48.62 (B 44.06 dB 22.02dBm  43.554B 49.00 (B 50.41dB
- Ayerage 50.51dB 48.834dB 4413 dB 21.95dBm  43.484dB 48.86 (B 50.33 dB

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
20 /20 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ RRC State:  Connected
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c c I s Report No.: CCISE200603707

(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W
. Muhi Evaluation PRACH SRS

FDD Freq. 847.0MHz Ref Level: 39.90dBm BWW:20.0 MHz CF Normal Meas Subfr/Slot 0 Al
Adjacent Channel Leakage Ratio

*Q = off oy —— +0 = off v - * 8 x off v -—
dBrn # Current E-UTRA,
30 & Current UTRA,
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Det. Alloc. NoRB: 18 OffsetRB: 0

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 52.21dB 47.88dB 44.52dB 2269dBm  45.314B 52.94dB 52.65dB
Ayerage  52.23dB  48.06dB  44.64 4B 2267dBm 4533dB  52.86dB  52.69dB

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected

Band20 QPSK BW=20MHz Channel=24300 RB Size=18 Position=#Max.png

(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W
. Muhi Evaluation PRACH SRS

FDD Freq. 847.0MHz Ref Level: 39.90dBm BWW:20.0 MHz CF Normal Meas Subfr/Slot 0 Al
Adjacent Channel Leakage Ratio

*Q = off oy —— +0 = off v -— ® 8B off oy -—
dBrm & Current E-UTRA
30 & Current UTRA,
20
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-25 -20 -15 -10 25 il ] 10 14 20 25

Det. Alloc. NoRB: 18 OffsetRB: 82

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 52.57 dB 52.62dB 46.07 dB 22.84dBm  45.704B 49.94 (B 52.69 dB
- Ayerage 52.50 dB 52.874dB 46.22 dB 22.86dBm  45.714dB 49.88 (B 5289 dB

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
20 /20 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ RRC State:  Connected
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c c I s Report No.: CCISE200603707

(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W

. Multi Evaluation PRACH SRS
oD Freg.: 852.0MHz Ref Level: 39.90dBm BYW:20.0 MHz CPF Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio

*Q = off oy —— +0 = off v - * 8 x off v -—
dBm & Current E-UTRA,
30 & Current UTRA,
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Det. Alloc. NoRB: 100 OffsetRB: 0

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 48.68 dB 47.60dB 42 87 dB 22.04dBm  43.314dB 49.10dB 49.04 (B
Ayerage  48.66dB  47.68dB  42.90 4B 22.044Bm 43.22dB  49.094B  49.124B

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected

Band20 QPSK BW=20MHz Channel=24350 RB Size=18 Position=#0.png

(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W

. Muhi Evaluation PRACH SRS

FDD Freq. 852.0MHz Ref Level: 39.90dBm BWW:20.0 MHz CF Normal Meas Subfr/Slot 0 Al
Adjacent Channel Leakage Ratio

*Q = off oy —— +0 = off v -— ® 8B off oy -—
dBrm & Current E-UTRA
30 & Current UTRA,
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-25 -20 -15 -10 25 il ] 10 14 20 25

Det. Alloc. NoRB: 18 OffsetRB: 0

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 52.36 dB 46.74 4B 44.30 dB 22.71dBm 4586 4B 53.034dB K287 dB
- Ayerage 52.22dB 46.17 (B 44.114dB 22.74dBm  45.944B 53.194dB 52.94 4B
Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
20 /20 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ RRC State:  Connected
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c c I s Report No.: CCISE200603707

(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W
. Muhi Evaluation PRACH SRS

FDD Freq. 852.0MHz Ref Level: 39.90dBm BWW:20.0 MHz CF Normal Meas Subfr/Slot 0 Al
Adjacent Channel Leakage Ratio

*Q = off oy —— +0 = off v - * 8 x off v -—
dBrn # Current E-UTRA,
30 & Current UTRA,
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Det. Alloc. NoRB: 18 OffsetRB: 82

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 52.314dB 52.48dB 4567 dB 2277TdBm  45.774dB 49.22 dB 53.24dB
-Ayerage  52.29dB  52.72dB 4582 4B 2279Bm 4571dB  49.044B  53.204B

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected

Band20 QPSK BW=5MHz Channel=24175 RB Size=25 Position=#0.png

(@ CMW 500 X 3.7.10.58 - LTE Measurement - V3.7.20 - TX Measurement E] W
" Multi Evaluation PRACH SRS
FDD Freg.: 834.5MHz Ref Lewel: 41.00dBm BvW:5.0 MHz CFP :Normal Meas SubfrrSiot: 0 iAN
Adjacent Channel Leakage Ratio
*Q = off oy —— +0 = off v -— ® 8B off oy -—

dBm & Currert E-UTRA,
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Det. Alloc. NoRB: 25 OffsetRB: 0

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 51.59 dB 45.58 (B 44.59 dB 21.88dBm  43.104B 43.97dB 49.69 dB
- Ayerage 51.60 dB 45.68 (B 44.75dB 21.92dBm  43.394B 44.25 4B 19.85 dB

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
20 /20 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ RRC State:  Connected
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c c I s Report No.: CCISE200603707

& Current E-UTRA
30 & Current UTRA

Det. Alloc. NoRB: 8 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 52.714dB 44.614dB 41.98 dB 22.82dBm  46.354dB 46.74 4B 52.81dB
b Ayerage 52.46 (B 45,11 dB 42.54 (B 22.80(dBm 46.48dB 46.86 (B 52.72 dB

20 /20 000 %  QOPSK PUSCH 100.0 %

PE Connection Established
@ RRC State:  Connected

Band20 QPSK BW=5MHz Channel=24175 RB Size=8 Position=#Max.png

& Current E-UTRA
30 & Current UTRA

Det. Alloc. NoRB: 8 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 52.31dB 48.52 (B 48.05 dB 22.79dBm  43.774B 46.314dB 52.47 dB
- Ayerage 52.50 dB 48.434dB 47.96 dB 22.84dBm  44.764B 46.92 (B 52.39dB

20 /20 000 %  QOPSK PUSCH 100.0 %
@ PE Connection Established

RRC State: Connected
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c c I s Report No.: CCISE200603707

& Current E-UTRA
30 & Current UTRA,

Det. Alloc. NoRB: 25 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 51.79dB 4717 dB 46.31dB 21.89dBm  46.034dB 47.094dB 51.59 dB
b Ayerage 51.90 dB 16.63 dB 45.70 B 21.93dBm  46.13dB 47.154dB 51.68 dB

20 /20 000 %  QOPSK PUSCH 100.0 %

PE Connection Established
@ RRC State:  Connected

Band20 QPSK BW=5MHz Channel=24300 RB Size=8 Position=#0.png

& Current E-UTRA
30 & Current UTRA,

Det. Alloc. NoRB: 8 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 53.17 dB 46.63 4B 4433 dB 2290dBm  48.66 4B 49.12 dB 53.95dB
- Ayerage 53.44 dB 46.54 (B 44.32 dB 2292dBm  48.854B 49.28 (B 53.94 dB

20 /20 000 %  QOPSK PUSCH 100.0 %
@ PE Connection Established

RRC State: Connected
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c c I s Report No.: CCISE200603707

& Current E-UTRA
30 & Current UTRA,

Det. Alloc. NoRB: 8 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 53.46 dB 46.92 (B 46.56 dB 2277TdBm  45.174B 47.57dB 53.37dB
b Ayerage 53.48 dB 47.03 dB 46.68 (B 22.78dBm 45.27dB 47.694dB 53.36 dB

20 /20 000 %  QOPSK PUSCH 100.0 %

PE Connection Established
@ RRC State:  Connected

Band20 QPSK BW=5MHz Channel=24425 RB Size=25 Position=#0.png

& Current E-UTRA
30 & Current UTRA,

Det. Alloc. NoRB: 25 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 51.41dB 48.154dB 47.23dB 21.92dBm  46.354dB 47.384dB 52.57 dB
- Ayerage 51.34 dB 48.12 dB 47.20 dB 21.87dBm  46.17 4B 47.22 (B 52.38 dB

20 /20 000 %  QOPSK PUSCH 100.0 %
@ PE Connection Established

RRC State: Connected
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& Current E-UTRA
30 & Current UTRA,

Det. Alloc. NoRB: 8 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 53.28 dB 48.54 (B 46.75dB 2281dBm  48.96 4B 49.414dB 54.00 dB
b Ayerage 53.44 4B 18.76 dB 46.93 dB 22.84(dBm 48.93dB 49.40 (B 53.87 dB

20 /20 000 %  QOPSK PUSCH 100.0 %

PE Connection Established
@ RRC State:  Connected

Band20 QPSK BW=5MHz Channel=24425 RB Size=8 Position=#Max.png

& Current E-UTRA
30 & Current UTRA,

Det. Alloc. NoRB: 8 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 53.66 dB 49.20 4B 48.76 dB 22.89dBm  44.814B 47.354B 53.59dB
- Ayerage 53.62 dB 48.97 (B 48.56 dB 22.88dBm  45.274B 47.834dB 53.73dB

20 /20 000 %  QOPSK PUSCH 100.0 %
@ PE Connection Established

RRC State: Connected
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c c I s Report No.: CCISE200603707

(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement E] W
" Multi Evaluation PRACH SRS
oD Freg. 19250 MHz Ref Level: 41.00dBm BW:10.0 MHz CPF Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio
*Q = off oy —— +0 = off v - * 8 x off v -—

dBrm & Current E-UTRA
30 & Current UTRA
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Det. Alloc. NoRB: 12 OffsetRB: 0

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 52.45dB 48.65dB 46.58 (B 2287dBm  45.284B 50.10dB 49.10dB
Ayerage  52.76dB  48.59dB  46.67dB 23.11dBm  45.07dB  49.784B  49.02 4B

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % 16—-0AM PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected

Bandl QAM16 BW=10MHz Channel=18050 RB Size=12 Position=#Max.png

(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement E] W
" Multi Evaluation PRACH SRS
oD Freg. 19250 MHz Ref Level: 41.00dBm BW:10.0 MHz CPF Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio
*Q = off oy —— +0 = off v -— ® 8B off oy -—

dBm & Currert E-UTRA,
30 & Current UTRA
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Det. Alloc. NoRB: 12 OffsetRB: 38

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 49.72 dB 50.254B 45,74 dB 23.29dBm  45.744B 47.24 dB 53.41dB
- Ayerage 50.11dB 50.614dB 46.18 dB 23.10dBm  45.984B 47.52 dB 53.14 dB
Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
20 /20 0.00 % 16-0AM PUSCH 100.0 %

PE Connection Established
@ RRC State:  Connected
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c c I s Report No.: CCISE200603707

(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement [=JE3 W

. Multi Evaluation PRACH SRS
oD Freg. 19250 MHz Ref Level: 41.00dBm BW:10.0 MHz CPF Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio

*Q = off oy —— +0 = off v - * 8 x off v -—
dBm & Currert E-UTRA,
30 & Current UTRA
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Det. Alloc. NoRB: 50 OffsetRB: 0

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 50.57 dB 48.06 (B 45434dB 22.36dBm  44.16 4B 46.45dB 49.98 (B
Ayerage  50.59dB  48.21dB  45.554B 22400Bm 44.35dB  46.68dB  50.07 dB
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. Multi Evaluation PRACH SRS
oD Freg. 1977.5MHz Ref Level: 41.00dBm BYW:5.0 MHz CP Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio

*Q = off oy —— +0 = off v - * 8 x off v -—
dBm & Currert E-UTRA,
30 & Current UTRA
20

10

0

-10

-20

-30

Det. Alloc. NoRB: 8 OffsetRB: 17

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 53.19dB 46.85dB 46.51dB 23.37TdBm  42.104B 45.154dB 53.20B
-Ayerage  53.06dB  47.12dB 46.78 4B 2330dBm 42.53dB  45.39dB  53.16 4B

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % 16—-0AM PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected

Bandl QPSK BW=10MHz Channel=18050 RB Size=12 Position=#0.png

(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement E] W
" Multi Evaluation PRACH SRS
oD Freg. 19250 MHz Ref Level: 41.00dBm BW:10.0 MHz CPF Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio
*Q = off oy —— +0 = off v -— ® 8B off oy -—

dBm & Currert E-UTRA,
30 & Current UTRA

20
10

0

-10

=20

-30

Det. Alloc. NoRB: 12 OffsetRB: 0

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
§""-Current 53.744dB 47.76 4B 46.414dB 24.39dBm  44.95dB 49.84 4B 48.98 dB
- Ayerage 53.78dB 47.92dB 46.46 dB 24.34dBm  44.91dB 49.834dB 48.83 dB

Statistic Count Qut of Talerance Detected Modulation  Detected Channel Type View Filter Throughput
2020 0.00 % QPSK PUSCH 100.0 %
PE Connection Established
@ RRC State:  Connected

Band1l QPSK BW=10MHz Channel=18050 RB Size=12 Position=#Max.png

Shenzhen Zhongjian Nanfang Testing Co., Ltd. Project No.: CCISE2006037
No0.110~116, Building B, Jinyuan Business Building, Xixiang Road,

Bao’an District, Shenzhen, Guangdong, China

Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366 Page 181 of 195



c c I s Report No.: CCISE200603707

(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement [=JE3 W

. Multi Evaluation PRACH SRS
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(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement [=JE3 W

. Multi Evaluation PRACH SRS
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(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement [=JE3 W

. Multi Evaluation PRACH SRS
oD Freg. 19500 MHz Ref Level: 41.00dBm BW:10.0 MHz CP Normal Meas SubfrrSlot o JAl
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*Q = off oy —— +0 = off v - * 8 x off v -—
dBm & Currert E-UTRA,
30 & Current UTRA
20

10

0

-10

-20

-30

-10 =5 il 5 10

Det. Alloc. NoRB: 50 OffsetRB: 0

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 50.30dB 47.95dB 4528 (B 23.16dBm  44.36 4B 46.56 (B 50.30dB
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(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement E] W
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(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement [=JE3 W

. Multi Evaluation PRACH SRS
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Ayerage  50.23dB  50.76dB  46.35dB 23.96Bm 43.12dB  44.044B  53.644B
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(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement [=JE3 W

. Multi Evaluation PRACH SRS
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2020 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
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(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement [=JE3 W
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(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement [=JE3 W

. Multi Evaluation PRACH SRS
oD Freq. 1930.0 MHz Ref Level: 41.00dBm BW:20.0 MHz CPF Normal Meas SubfrrSlot o JAl
Adjacent Channel Leakage Ratio
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Det. Alloc. NoRB: 18 OffsetRB: 82

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 52.45dB 53.174dB 45.954dB 23.75dBm  45.3%4B 47.78dB 53.414dB
Ayerage  52.39dB  53.09dB  45.924B 23.73dBm 4527dB  47.45dB  53.53dB

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected
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(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement [=JE3 W
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Det. Alloc. NoRB: 100 OffsetRB: 0

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
§""-Current 50.54 dB 50.22 4B 44.57 dB 23.09dBm  43.69dB 49.154dB 50.08 dB
- Ayerage 50.37 dB 49.894dB 444 4dB 23.14dBm  43.59dB 48.93 4B 49.74dB
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(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement [=JE3 W

. Multi Evaluation PRACH SRS
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Det. Alloc. NoRB: 18 OffsetRB: 0

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
é""'Current 52.40 dB 49.18dB 4557 dB 23.67dBm  44.394B 53.314dB 52.394dB
Ayerage  52.49dB  48.79dB 4547 dB 23.704Bm 44.15dB  53.33dB  52.50 dB

Statistic Count Out of Talerance Detected Modulation  Detected Channel Type View Filter Thraughput
2020 0.00 % QPSK PUSCH 100.0 %

PE Connection Established
@ 5 RRC State:  Connected
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§""-Current 51.714dB 52.814dB 44.88 dB 23.40dBm  45.56dB 49.03 dB 33.10dB
- Ayerage 51.78dB 52.76.4B 44.87 dB 23.53dBm  45.35dB 48.154B 33.24dB
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(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement [=JE3 W

. Multi Evaluation PRACH SRS
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é""'Current 50.08 dB 49.42dB 44.05dB 22.72dBm  43.974B 48.96 (B 50.07 dB
fyerage  49.78dB 49.17dB 43.734B 2276 Bm 43.304B  48.68dB  49.84 (B
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PE Connection Established
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(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement [=JE3 W
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Det. Alloc. NoRB: 18 OffsetRB: 0

ACLR UTRA 2 UTRA 1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA 1 UTRA 2
§""-Current 52.224dB 49.03 dB 4537 dB 23.45dBm  45.50dB 53.114dB 52.61dB
- Ayerage 52.214dB 48.82 4B 45.33dB 23.48dBm  45.41dB 53.114dB 52.56 dB
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(@ CMW 500 V 3.7.40 - LTE Measurement - V3.7.30 - TX Measurement [=JE3 W

. Multi Evaluation PRACH SRS
oD Freg. 19700 MHz Ref Level: 41.00dBm BYW:20.0 MHz CPF Normal Meas SubfrrSlot o JAl
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& Current E-UTRA
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& Current E-UTRA
30 & Current UTRA

Det. Alloc. NoRB: 8 OffsetRB:

ACLR UTRA 2 UTRA1 E-UTRA 1 E-UTRA (Carrier) E-UTRA1 UTRA1 UTRA 2
§""-Current 53.89 dB 46.27 (B 45.99 dB 24.03dBm  43.434B 46.50 (B 54.07 dB
b Ayerage 53.96 dB 46.44 (B 46.16 dB 24.05dBm 4.47dB 47.34 4B 54.05 dB
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Det. Alloc. NoRB: 8 OffsetRB: 0
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Band | Bandwidth (MHz) | UL Channel | UL RB Size | Modulation | Ref Sensitivity (dBm) | Throughput (%) | Limit (%) | Verdict
3 1.4 19207 6 QPSK -101 100.00 95 PASS
3 14 19575 6 QPSK -101 100.00 95 PASS
3 14 19943 6 QPSK -101 100.00 95 PASS
3 5 19225 25 QPSK -96.3 100.00 95 PASS
3 5 19575 25 QPSK -96.3 100.00 95 PASS
3 5 19925 25 QPSK -96.3 100.00 95 PASS
3 20 19300 100 QPSK -90.3 100.00 95 PASS
3 20 19575 100 QPSK -90.3 100.00 95 PASS
3 20 19850 100 QPSK -90.3 100.00 95 PASS
7 5 20775 25 QPSK -97.3 100.00 95 PASS
7 5 21100 25 QPSK -97.3 100.00 95 PASS
7 5 21425 25 QPSK -97.3 100.00 95 PASS
7 20 20850 100 QPSK -91.3 100.00 95 PASS
7 20 21100 100 QPSK -91.3 100.00 95 PASS
7 20 21350 100 QPSK -91.3 100.00 95 PASS
8 1.4 21457 6 QPSK -101.5 100.00 95 PASS
8 1.4 21625 6 QPSK -101.5 100.00 95 PASS
8 1.4 21793 6 QPSK -101.5 100.00 95 PASS
8 5 21475 25 QPSK -96.3 100.00 95 PASS
8 5 21625 25 QPSK -96.3 100.00 95 PASS
8 5 21775 25 QPSK -96.3 100.00 95 PASS
8 10 21500 50 QPSK -93.3 100.00 95 PASS
8 10 21625 50 QPSK -93.3 100.00 95 PASS
8 10 21750 50 QPSK -93.3 100.00 95 PASS
20 5 24175 25 QPSK -96.3 100.00 95 PASS
20 5 24300 25 QPSK -96.3 100.00 95 PASS
20 5 24425 25 QPSK -96.3 100.00 95 PASS
20 20 24250 100 QPSK -89.3 100.00 95 PASS
20 20 24300 100 QPSK -89.3 100.00 95 PASS
20 20 24350 100 QPSK -89.3 100.00 95 PASS
1 5 18025 25 QPSK -99.3 100.00 95 PASS
1 5 18300 25 QPSK -99.3 100.00 95 PASS
1 5 18575 25 QPSK -99.3 100.00 95 PASS
1 20 18100 100 QPSK -93.3 100.00 95 PASS
1 20 18300 100 QPSK -93.3 100.00 95 PASS
1 20 18500 100 QPSK -93.3 100.00 95 PASS
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